PERMISSIBILITY WEEKLY DATE ENDING

29 April 2007

BLAIN FILLMORE HUGH ARRIOTTI

#2 ATR# 1 & # 2 DIESEL WELDERS
COMPRESSOR,
BANANA DUSTER, BUCKIN WILLY,
# 5 SLINGER DUSTER #5 #6 #7 GEHL
TERRA PRO #1 #4 975

SIGNED

DATE__

4,7[’-%(7 o

OMSHAOQ5667



INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF DEFECTS,
INSPECTION TAG ON AND DATED, FIRE SUPPRESSION SYSTEM IS
IN GOOD CONDITION AND OPERATIONAL, CAPS ARE ON
NOZZLES, NOZZLES LOCATION IS CORRECT, ALL COMPONENTS
ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE OPERATIONAL, FUEL SHUT
OF VALVES IN GOOD CONDITION AND LOCATION IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL ACCUMULATIONS,
STARTER FLUID IS IN PROPER CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF CLOSING FUEL
CAP IS WORKING PROPERLY, HIGH PRESSURE FUEL LINES
GUARDED OR COVERED PROPERLY, FUEL LINES PROTECTED
FROM DAMAGE, FUEL TANK GUARD IN PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE SIZE, CORRECT
TYPE OF FUSE, BATTERY COVERS IN PLACE, WIRING OF PROPER
SIZE, MAIN DISCONNECT WORKING PROPERLY, WIRING BUSHED
THROUGH METAL WALLS, WIRING SECURED DOWN, CHECK
AUDIBLE WARNING DEVICE WORKING CORRECTLY, CHECK
NEUTRAL START SWITCH, ALL BARE ELECTRICAL TERMINALS
ARE INSULATED, ALL REQUIRED LIGHTS ARE WORKING, CHECK
FUEL LINE ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON ENGINE, ALL
GLASS IN GOOD CONDITION, OPERATIONAL CONTROLS
WORKING PROPERLY, SPARK ARRESTER INTACT, MACHINE
PARKING BRAKE AND SERVICE BRAKES WORKING PROPERLY,
EMERGENCY STOP PANIC BARS CORRECTLY IN GAGE BRAKING
SYSTEM AND STOP MACHINE, WITHIN 5 SECONDS OF ENGINE
SHUT DOWN (HEAVY DUTY ONLY)

2MSHA05668



INSPECTION OF PERMISSIBLE DIESEL EQUIPMENT (HEAVY DUTY)

INTAKE AIR SYSTEM, CHECK FOR DAMAGE OR ALTERED, COPPER GASKET IN GOOD CONDITION, INTAKE
FLAME ARRESTER CLEAN, NO EXCESSIVE OPENINGS .018 INCH FILAMENT TYPE, NO HOLE TYPE DO
LIGHT TEST

EXHAUST SYSTEM, CHECK ALL BOLTS AND WASHERS IN PLACE AND TIGHT, ALL GASKETS INSTALLED
AND JOINTS TIGHT, EXHAUST SYSTEM FASTENERS IN PLACE AND TIGHT, EXHAUST IN GOOD CONDITION,
HOLES PLUGGED, NO CRACKS

CHECK SHUT DOWN, INTAKE VACUUM NOT TO EXCEED 25" OF WATER AT FULL THROTTLE, EXHAUST
BACK PRESSURE AT FULL THROTTLE NOT TO EXCEED 34" OF WATER, CHECK FOR AIR SYSTEM LEAKS,
SCRUBBER SYSTEM SHUT DOWN LOW WATER, HIGH TEMP. SHUT DOWN, HIGH COOLANT SHUT DOWN,
EMERGENCY INTAKE AIR SHUT OFF OPERATIONAL, BRAKES OPERATIONAL SET UP WITH IN 5 SEC. OF
SHUT DOWN, ALL COVERS AND GUARDS IN PLACE AND SECURED DOWN,

CHECK FIRE SUPPRESSION SPRAYS CAPPED, HOSED PROTECTED FROM DAMAGE, ACTUATOR
PRESSURIZED, AUTOMATIC SYSTEM FUNCTIONAL, FIRE SUPPRESSION ENGINE SHUT DOWN
OPERATIONAL, FIRE EXTINGUISHER MOUNTED, DATE AND INSPECTION TAG ATTACHED.

CHECK AUDIBLE WARNING DEVICE, MACHINE FREE OF ACCUMULATIONS, CHECK PARK BRAKE SYSTEM
IS OPERATIONAL, CHECK MACHINE CONTROLS FOR PROPER OPERATION, ALL LIGHTS WORK IN BOTH
DIRECTIONS, PACKING GLANDS INSTALLED CORRECTLY, PACKING NUTS SECURED WITH LOCKING
DEVICE, UNUSED GLANDS SPOT WELDED, CABLES AND CONDUITS ARE FLAME RESISTANT, CABLES AND
CONDUITS ARE PROTECTED FROM DAMAGE, EXPLOSION PROOF COMPARTMENTS, NO EXCESS GAPS. IN
FLAME PATHS ALL BOLTS ARE TIGHT AND IN GOOD CONDITION, XP AND 2G TAGS ARE ON, ELECTRICAL
SYSTEM IN GOOD CONDITION

2MSHA05669



PERMISSIBILITY

April 2007

HUGH ARRIOTTI BLAIN FILLMORE

D-9 CAT, KOMATSU LOADER,
LOAD-OUT BUILDING,RE-CLAIM BELT
RE-CLAIM TUNNEL, TOOL SHED
STACKER TUBE

pate, £ -%€ - 277

2MSHA05671



INSPECTION OF PERMISSIBLE DIESEL EQUIPMENT (HEAVY DUTY)

INTAKE AIR SYSTEM, CHECK FOR DAMAGE OR ALTERED, COPPER GASKET IN GOOD
CONDITION, INTAKE FLAME ARRESTER CLEAN, NO EXCESSIVE OPENINGS .018 INCH
FILAMENT TYPE, NO HOLE TYPE DO LIGHT TEST

EXHAUST SYSTEM, CHECK ALL BOLTS AND WASHERS IN PLACE AND TIGHT, ALL GASKETS
INSTALLED AND JOINTS TIGHT, EXHAUST SYSTEM FASTENERS IN PLACE AND TIGHT,
EXHAUST IN GOOD CONDITION, HOLES PLUGGED, NO CRACKS

CHECK SHUT DOWN, INTAKE VACUUM NOT TO EXCEED 25" OF WATER AT FULL THROTTLE,
EXHAUST BACK PRESSURE AT FULL THROTTLE NOT TO EXCEED 34" OF WATER, CHECK FOR
AIR SYSTEM LEAKS, SCRUBBER SYSTEM SHUT DOWN LOW WATER, HIGH TEMP. SHUT DOWN,
HIGH COOLANT SHUT DOWN, EMERGENCY INTAKE AIR SHUT OFF OPERATIONAL, BRAKES
OPERATIONAL SET UP WITH IN 5 SEC. OF SHUT DOWN, ALL COVERS AND GUARDS IN PLACE
AND SECURED DOWN,

CHECK FIRE SUPPRESSION SPRAYS CAPPED, HOSED PROTECTED FROM DAMAGE, ACTUATOR
PRESSURIZED, AUTOMATIC SYSTEM FUNCTIONAL, FIRE SUPPRESSION ENGINE SHUT DOWN
OPERATIONAL, FIRE EXTINGUISHER MOUNTED, DATE AND INSPECTION TAG ATTACHED.

CHECK AUDIBLE WARNING DEVICE, MACHINE FREE OF ACCUMULATIONS, CHECK PARK
BRAKE SYSTEM IS OPERATIONAL, CHECK MACHINE CONTROLS FOR PROPER OPERATION,
ALL LIGHTS WORK IN BOTH DIRECTIONS, PACKING GLANDS INSTALLED CORRECTLY,
PACKING NUTS SECURED WITH LOCKING DEVICE, UNUSED GLANDS SPOT WELDED, CABLES
AND CONDUITS ARE FLAME RESISTANT, CABLES AND CONDUITS ARE PROTECTED FROM
DAMAGE, EXPLOSION PROOF COMPARTMENTS, NO EXCESS GAPS. IN FLAME PATHS ALL
BOLTS ARE TIGHT AND IN GOOD CONDITION, XP AND 2G TAGS ARE ON, ELECTRICAL SYSTEM
IN GOOD CONDITION

INSPECTION OF NON PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF DEFECTS, INSPECTION TAG ON AND
DATED, FIRE SUPPRESSION SYSTEM IS IN GOOD CONDITION AND OPERATIONAL, CAPS ARE
ON NOZZLES, NOZZLES LOCATION IS CORRECT, ALL COMPONENTS ARE MOUNTED
SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE OPERATIONAL, FUEL SHUT OF VALVES IN GOOD
CONDITION AND LOCATION IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL ACCUMULATIONS, STARTER FLUID IS IN PROPER
CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF CLOSING FUEL CAP IS WORKING PROPERLY,
HIGH PRESSURE FUEL LINES GUARDED OR COVERED PROPERLY, FUEL LINES PROTECTED
FROM DAMAGE, FUEL TANK GUARD IN PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE SIZE, CORRECT TYPE OF FUSE, BATTERY
COVERS IN PLACE, WIRING OF PROPER SIZE, MAIN DISCONNECT WORKING PROPERLY,
WIRING BUSHED THROUGH METAL WALLS, WIRING SECURED DOWN, CHECK AUDIBLE
WARNING DEVICE WORKING CORRECTLY, CHECK NEUTRAL START SWITCH, ALL BARE
ELECTRICAL TERMINALS ARE INSULATED, ALL REQUIRED LIGHTS ARE WORKING, CHECK
FUEL LINE ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON ENGINE, ALL GLASS IN GOOD CONDITION,
OPERATIONAL CONTROLS WORKING PROPERLY, SPARK ARRESTER INTACT, MACHINE
PARKING BRAKE AND SERVICE BRAKES WORKING PROPERLY, EMERGENCY STOP PANIC
BARS CORRECTLY IN GAGE BRAKING SYSTEM AND STOP MACHINE, WITHIN 5 SECONDS OF
ENGINE SHUT DOWN(HEAVY DUTY ONLY)

oOMSHA05672



DATE EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
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Al

PERMISSIBILITY
April 2007

BLAIN FILLMORE HUGH ARRIOTTI

STACKER BELT CONTROL ROOM
#1,2,3, &4 FAN’S & CONTROLLERS
UNDERGROUND PARKING LIGHTS

AIR COMPRESSOR, BATHHOUSE PUMP ROOM
OLD SMOKING ROOM

DATE 4-1)0 hﬂ7

2MSHAQ05674



PERMISSIBILITY MUST BE SIGNED AND DATED

MONTHLY PERMISSIBILITY

DATE | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
: #1,2,3&4 FAN F - -
Lf/;;; CONTROLLER O % Lﬂ/’
7 OLD SMOKING ROOM
| . a¢ |
110volt #10 air .
I compressor /0//
PARKING AREA
LIGHTS @/ ¢
SHOWER PUMP
ROOM 0(
STACKER BELT
CONTROL ROOM '{) / ( /
l # 1 MINE FAN Cv /
#2 MINE FAN 7 //
# 3 MINE FAN /p/
# 4 MINE FAN 7 K

2MSHA05675



PERMISSIBILITY

April 2007

HUGH ARRIOTTI BLAIN FILLMORE

WAREHOUSE & OFFICE’S
DRAW OFF TUNNEL
LOAD-OUT METHANE MONITOR
SHOP BATHHOUSE, UPPER BATHHOUSE
UPPER OFFICE’S SC MCC ROOM SUB STAITIO
OIL STAITION

DATE Y -30- 27

SIGNE

‘PERMISSIBILITY MUST BE SIGNED AND DATED

OMSHA05676



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE
EXTINGUISHER INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE
OPERATIVE AND WIRED CORRECTLY TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT
DOWN, NOZZLES ARE PROTECTED AND PROPER LOCATION, HOSE ARE SECURED AND PROTECTED
FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED,
ADDITIONAL INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED
CORRECTLY, MONITOR AND GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS
THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS
PLUGGED OR COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS
IN GOOD CONDITION, ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE,
EMERGENCY STOP SWITCHES WORK CORRECTLY, START AND STOP SWITCHES WORK PROPERLY,
CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED
CORRECTLY, RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED,
PROVISIONS FOR LOCK OUT OF PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH
ADDITIONAL INSULATION, DUST COVERS FOR RECEPTACLES IN PLACE, GROUND STRAPS ARE
HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES
AND HIGH VOLTAGE CABLE , IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER
VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB
HAZARDS, AREA WELL ROCK DUSTED

2MSHA05677



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH,
SIZE OF CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LI.D. TAG ON NIP, STRAIN CLAMPS
INSTALLED, GROUND AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER
REEL TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF
FLAME PATH, DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT
WASHERS, GENERAL CONDITION OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8"" BETWEEN PACKING GLAND AND
STUFFING BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING,
CONDUIT PROPERLY CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME
RESISTANCE, PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED
FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS
SECURED BY LOCK DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER
OPERATION OF ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB
CERTIFICATION TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING
PARTS TO PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN
GOOD CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER
LEVELS ARE CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE
CAPS, (BATTERY BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT
EXPENDED OUT, BOTTLES NOT DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN
GOOD CONDITION, INSPECTION TAG ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05678



MUST BE SIGNED AND DATED

PERMISSIBILITY

DATE | LOCATION CONDITION ACTION INITIAL'S
TAKEN
(_U SURFACE ‘Z/
1 G Al A
A | WAREHOUSE 7} \/
/ YR
-’ UPSTAIRS OFFICE’S N ’
\ UPSTAIR’S . /
1‘ LUNCHROOM @]L
‘ CONFERENCE ROOM DA

SHOP BATHHOUSE

S

UNDERGROUND
: OFFICE’S 14 |
UNDERGROUND
BATHHOUSE 0 4
! CONSPEC BOTH MINES
LIA i
|| R | gt \
HEATER IN AIR v
COMPRESSOR ROOM /4
; SUB STAITION 7 / %
T SCMCC ROOM Do _/" =
OIL STATION - “ /
ac )
STAKER BELT ]
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PERMISSIBILITY

April 2007

HUGH ARRIOTTI BLAIN FILLMORE

TELEPORTER
ROCK DUST SILO
ISUZU, & DIESEL SHOP
SHOP OFFICE
CIRCUIT BREAKER TEST’S ON DIST. BOX IN SHOP

SIG

DATE 4’ 3C- @7

2MSHA05680



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
—r
a0 LA,
‘ ROCK DUST p s
/ /
SILO K [
ISUZU SHOP ol Ao J e e \
swnce swor | g b O
SHOP OFFICE O}’
DIST. BOX
CIRCUIT BREAKERS e
\
NOTE’S

LIST ALL ELECTRICAL HAND TOOL’S

/
{

DATE TOOL CONDITION ACTION INITIAL’S
TAKEN
L{/lah Lf’ ’l 61‘/\441‘4/\- O K W
Oy T oo [
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- PERMISSIBILITY

April 2007

RUSS LARSEN

DRAW OFF TUNNEL METHANE MONITOR
MONTHLY CALIBRATIONS

2MSHA05686



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT

CONDITION

ACTION
TAKEN

INITIAL’S

METHANE MONITOR

NOTE’S

2MSHA05687




PERMISSIBILITY WEEKLY DATE ENDING o5 —as=o>

29 April 2007

TIM HARPER

SOUTH CRANDALE 3*” EAST

SO. CRANDALL& CRANDALL PHONES, D- BOXES, WELDERS,
HEAT TAPE BELT SCALES PED SYSTEM PRESSURE WASHER
#4 STAMLER FEEDER
SECTION TRANS, KITCHEN LIGHT & MICROOWAVE
CAR, CHARGER TRICKLE DUSTER
UNTRACK & CHARGERS
BOTH BELT KITCHEN’S, DUSTER @ XC 3 M.W.
TRICKLE DUSTER XC 8 M. N.

DATE Qs ~ O s~~~




INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA05689



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05690



PERMISSIBILITY MUST BE SIGNED DATED

DATE

LOCATION

EQUIPMENT

CONDITION

ACTION
TAKEN

INITIAL’S

SOUTH
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5/

SOUTH
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# 12853
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7
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CRANDALL

SOUTH
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SOUTH
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SOUTH
CRANDALL

SOUTH
CRANDALL

SOUTH
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SOUTH
CRANDALL

NOTE’S

LIST ALL ELECTRICAL HAND TOOL’S

DATE

TOOL

CONDITION

ACTION
TAKEN

INITIAL’S
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DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
/_ 3 8/ GEN. MINE BELT WINDER #1 DOS O0S %
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PERMISSIBILITY MUST

BE SIGNED AND DATED
DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
GEN MINE
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LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN
NOTE'S
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PERMISSIBILITY WEEKLY DATE ENDING_@s5=as=2>

29 April 2007

TIM HARPER
3" NORTH

4590MINER # 9 ROOFBOLTER
# 12919 FEEDER BREAKER
MICROW #6 44 SHUTTLE CAR
# 45 SHUTTLE CAR TRICKLE DUSTER 550519120032
488 SECTION SCOOP AND CHARGER HEAT LAMP #6

-
I
?' .
|

2MSHA05694



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER CPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR 011, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL)Y ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05695



PERMISSIBILITY MUST BE SIGNED DATED

DATE LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
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NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE TOOL CONDITION ACTION TAKEN INITIAL’S
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PERMISSIBILITY WEEKLY DATE ENDING -25/&7

29 April 2007

LARRY POWELL JESS GILBERT RYAN MANN ISRAEL PETERSEN

WEEKLY EXAM’S HAVE
POWER CENTER’S,
SWITCH GEAR’S
DISTRIBUTION BOXES
CAPACITOR BANK

2MSHA05698



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROCF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05699



PERMISSIBILITY MUST BE SIGNED AND DATED
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DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
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PERMISSIBILITY MUST BE SIGNED AND DATED

SOUTH CRANDALL MINE
DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
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SWITCH GEAR

PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
B | b | 2 | oK Cleaned sl |
Y v | i | Shefe and P
o |t | | ok oo | Tp
P [t | | Ok =
56 [t | | ok Cbane] Vowal.
}/;;7 f\{/{ig\(l)WEST glAP AETTORBAE Ciéikc"’/‘?”‘/ N :j_i)
4, | s |, | ek un P
#3DRIVE

A i i o/
Py | Gwons” s | L P

NOTE’S

2MSHAQ5702




PERMISSIBILITY MUST BE SIGNED AND DATED

DISTRIBUTION BOXES
DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
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PERMISSIBILITY WEEKLY DATE ENDING -5

29 April 2007

JAMSON WARD

MAIN WEST SECTION

4978 MINER,
, # 13-8 FLETCHER BOLTER
CAIBRATE CH 4 WITH 2.5 GAS

Signature

2MSHA05704



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05705



PERMISSIBILITY MUST BE SIGNED DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITTAL’S
TAKEN
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MAIN WEST
JAMSON WARD
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN
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MAIN WEST SECTION

DARWON STANFEILD

SECTION TRANS #30 HEAT LAMP #6
MICROWAVE #6 151958 SCOOP & CHARGER

2MSHA05708






DATE { LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
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LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION Taken INITIAL’S
NOTE’S

INSPECTION OF NON-PERMISSIBLE ELECTRICAL
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PERMISSIBILITY weekly date ending -------

29 April 2007

HUGH ARRIOTTI BLAIN FILLMORE

ISUZU TRUCK’S

SIG

. -
DATE_O ~% />

2MSHA05712



INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF
DEFECTS, INSPECTION TAG ON AND DATED, FIRE
SUPPRESSION SYSTEM IS IN GOOD CONDITION
AND OPERATIONAL, CAPS ARE ON NOZZLES,
NOZZLES LOCATION IS CORRECT, ALL
COMPONENTS ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE
OPERATIONAL, FUEL SHUT OFF VALVES IN GOOD
CONDITION AND LOCATION IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL
ACCUMULATIONS, STARTER FLUID IS IN PROPER
CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF
CLOSING FUEL CAP IS WORKING PROPERLY, HIGH
PRESSURE FUEL LINES GUARDED OR COVERED
PROPERLY, FUEL LINES PROTECTED FROM
DAMAGE, FUEL TANK GUARD IN PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE
SIZE, CORRECT TYPE OF FUSE, BATTERY COVERS
IN PLACE, WIRING OF PROPER SIZE, MAIN
DISCONNECT WORKING PROPERLY, WIRING
BUSHED THROUGH METAL WALLS, WIRING
SECURED DOWN, CHECK AUDIBLE WARNING
DEVICE WORKING CORRECTLY, CHECK NEUTRAL
START SWITCH, ALL BARE ELECTRICAL
TERMINALS ARE INSULATED, ALL REQUIRED
LIGHTS ARE WORKING, CHECK THAT FUEL LINES
ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON
ENGINE, ALL GLASS IN GOOD CONDITION,
OPERATIONAL CONTROLS WORKING PROPERLY,
SPARK ARRESTER INTACT, MACHINE PARKING
BRAKE AND SERVICE BRAKES WORKING
PROPERLY, EMERGENCY STOP PANIC BARS
CORRECTLY ENGAGE BRAKING SYSTEM AND
STOP MACHINE, WITHIN 5 SECONDS OF ENGINE
SHUT DOWN (HEAVY DUTY ONLY)

2MSHA05713



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF
NEEDED, FIRE EXTINGUISHER INSPECTION TAG AND DATED, SELF ACTUATING FIRE
SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY TO REMOVE POWER FROM
EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR
AIR TANKS ARE NOT EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS
PROPERLY INSTALLED, ADDITIONAL INSULATION PROVIDED ON ENTRANCE GLAND
IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND GROUND
CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH METAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL
CONTROLLERS PLUGGED OR COVERED, DOORS TO ELECTRICAL CIRCUITS ARE
SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION, ELECTRICAL CABLES AND
CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT
FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE
IDENTIFIED CORRECTLY, RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS
ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF PLUG AND MACHINE, STRAIN
CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES
COMMUNICATION LINES AND HIGH VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT,
UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES
FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO
ROOF AND RIB HAZARDS, AREA WELL ROCK DUSTED

2MSHA05714
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PERMISSIBILITY WEEKLY DATE ENDING A — S0 7

29 April 2007

RUSS LARSON

CRANDALL MINE CONSPEC SYSTEM
SOUTH CRANDALL MINE CONSPEC SYSTEM
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pate__4=7 0 ()
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
CRANDALL CONSPEC SYSTEM A%
0307 | MnE C%
SO. CRANDALL | CONSPEC SYSTEM ’ /
p)-07 | MO & 4

NOTE’S

LIST ALL ELECTRICAL HAND TOOL’S

DATE TOOL CONDITION ACTION
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510 7 | Sethd bW s/
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C
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RUSS LARSON

ALL CAP LAMP’S AND CHARGER’S

DATE lP?.Q7
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INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED,
GROUND AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL
CONDITION OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND
STUFFING BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT
PROPERLY CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME
RESISTANCE, PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM
DAMAGE

'CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY
LOCK DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB
CERTIFICATION TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS
TO PREVENT PERSONAL INJURY

.CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS,
(BATTERY BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED
OUT, BOTTLES NOT DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION,
INSPECTION TAG ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:
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M Z ;; 7 PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | EQUIPMENT CHARGERS CONDITION ACTION INITIAL’S
ABOVE SHOP TAKEN
? #1 CAP LAMP & CHARGER ﬂ 7

R

# 2 CAP LAMP & CHARGER

# 3 CAP LAMP & CHARGER

)]
\Y

#4 CAP LAMP & CHARGER

\___,#J_;CKWM

# 6 CAP LAMP & CHARGER

X

# 7CAP LAMP & CHARGER

&
X
(04
&L

# 9 CAP LAMP & CHARGER

e~

#10 CAPLAMP & CHARGER

l

#11 CAP LAMP & CHARGER

#12 CAPLAMP & CHARGER

#13 CAPLAMP & CHARGER

# 14 CAP LAMP & CHARGER

#15 CAP LAMP & CHARGER

#16 CAP LAMP & CHARGER

#17 CAP LAMP & CHARGER

# 18 CAP LAMP & CHARGER

#19 CAP LAMP & CHARGER

#20 CAP LAMP & CHARGER

#21 CAP LAMP & CHARGER

#22 CAP

#23 CAP LAMP & CHARGER

#24 CAP LAMP & CHARGER

#25 CAP LAMP & CHARGER

#27 CAP LAMP & CHARGER

#28 CAP LAMP & CHARGER

#29 CAP LAMP & CHARGER
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT

CONDITION

ACTION
TAKEN

INITTIAL’S

#31 CAP LAMP & CHARGER

KL

#32 CAP LAMP & CHARGER

#33 CAPLAMP & CHARGER

#34 CAP LAMP & CHARGER

#35 CAPLAMP & CHARGER

————#36CAPEANTP & CHARGER

3

#37 CAP LAMP & CHARGER

&
i
|
e
&

#38 CAPLAMP & CHARGER

|
[

#39 CAPLAMP & CHARGER

# 40 CAP LAMP & CHARGER

#41 CAPLAMP & CHARGER

#42 CAP LAMP & CHARGER

\\\

#43 CAP LAMP & CHARGER

#44 CAP LAMP & CHARGER

# 45 CAP LAMP & CHARGER

# 46 CAP LAMP & CHARGER

#47CAP LAMP & CHARGER

#48 CAP LAMP & CHARGER

#49 CAP LAMP & CHARGER

#50

#51 CAP LAMP & CHARGER

# 52 CAPLAMP & CHARGER

#53 CAPL

#54 CAP LAMP & CHARGER

#55 CAP LAMP & CHARGER

#56 CAP LAMP & CHARGER
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PERMISSIBILITY MUST BE SIGNED AND DATED

EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
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# 58 CAP LAMP & CHARGER
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#60 CAP LAMP & CHARGER

(Ul

#61 CAP LAMP & CHARGER

#62 CAP LAMP & CHARGER

~
-\y

#63 CAP LAMP & CHARGER

# 64 CAP LAMP & CHARGER

#65 CAP LAMP & CHARGER

# 66 CAP LAMP & CHARGER

#67 CAPLAMP & CHARGER

# 68 CAPLAMP & CHARGER

#69 CAPLAMP & CHARGER

#70 CAP LAMP & CHARGER

#71 CAP LAMP & CHARGER

\_\)-\J\)

#72 CAP LAMP & CHARGER

#73 CAP LAMP & CHARGER

#74 CAP LAMP & CHARGER

#75 CAP LAMP & CHARGER

#76 CAP LAMP & CHARGER

#77 CAP LAMP & CHARGER

#78 CAP LAMP & CHARGER

#79 CAP LAMP & CHARGER

# 80 CAP LAMP & CHARGER

# 81 CAP LAMP & CHARGER

|
/
/
1
5
J
;

# 82 CAP LAMP & CHARGER

NOTE’S
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT

CONDITION

ACTION
TAKEN

INITIAL’S

# 83 CAP LAMP & CHARGER

Zad

# 84 CAP LAMP & CHARGER

# 85 CAP LAMP & CHARGER

# 86 CAP LAMP & CHARGER

# 87 CAP LAMP & CHARGER

# 88 CAP LAMP & CHARGER

# 89 CAP LAMP & CHARGER

#90 CAP LAMP & CHARGER

#91 CAP LAMP & CHARGER

#92 CAP LAMP & CHARGER

~%93 CAP LAMP & CHARGER ——

w738

#94 CAP LAMP & CHARGER

#95 CAP LAMP & CHARGER

#96 CAP LAMP & CHARGER

#97 CAP LAMP & CHARGER

#98 CAP LAMP & CHARGER

#99 CAP LAMP & CHARGER

# 100 CAP LAMP & CHARGER

#101CAP LAMP & CHARGER

#102CAP LAMP & CHARGER

# 103CAP LAMP & CHARGER

# 104CAP LAMP & CHARGER

# 105CAP LAMP & CHARGER

# 106CAP LAMP & CHARGER

# 107CAP LAMP & CHARGER

# 108CAP LAMP & CHARGER

NOTE’S
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#109 CAP LAMP & CHARGER
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#110 CAP LAMP & CHARGER
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PERMISSIBILITY WEEKLY DATE ENDING_£-5 o7

29 April 2007

NICK MILLS

#35 & 7848 BATTERY CAR’S
BELT PORTAL DUSTER
BELT PORTAL MAGNET’S & CONTROLLER’S
MAIN LINE TRICKLE DUSTER’S . i

, DIESEL GENERATOR BATTERY BOSTER #1

SOUTH CRANDALL PUMPS
ALL CRANDALL MINE BELTS & TAKE- UPS
BELT BRAKES

SIGNE At 2 /P77

2MSHA05726



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP, ‘

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEQUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHAO05727



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT :

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05728



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN e
5_‘[,07 GENERAL
N GENERAL #s5 msparery | 0.0.8 cheelt /7%
5-/-07| vine SHUTTLE CAR o T
GENERAL #7smspattEry | 0.0.8 cheelnt Jxe
5-/-0% | MINE XCIMW | SHUTTLE CAR 2 s
GENERAL #5 BOLTER 0.0.5 e ”‘f‘_’?/
5-/-0*| MINE XC82 MW | SINGLE BOOM 22 o | etz
GEN MINE 213 LEENORES cheatest, o
ROOF BOLTER 4zs
5./.07 XC 86 MW 00S o ety
~ GEN MINE #6 BATERY SC 00S Chec et =2,
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5107 Of Gigpectime | S
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
Rl Frons | Cleaned Bsgosted
BELT PORTAL TRICKLE ‘ .
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT ACTION | INITIAL’S
CONDITION TAKEN
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
, , . TAKEN
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DATE LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN i
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MAIN WEST #6BELT DRIVE | Xccdrulationg »F | plasled Afrere
57/01 | sHorTBELT e Cox/ 2 benclrolle 1+
L0 MAIN WEST | #BELT DRIVE .| AeCasrtec/at ors FF |Clcmecol |
SECTIONBELT | TAKEUP = . |&0=/ AR JON Y
XC63® SONORTH#2 - | @A o her Tlaoee 70 e a4
5’?«07 NORTH BELT DRIVE cohe) Sty 7 i
3 —
e

NOTES:
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PERMISSIBILITY WEEKLY DATE ENDING

29 April 2007

FOSTER MCAURTHER

ALL PORTABLE AND PERMANENT PUMP’S

DATE S5-3-07)

2MSHA05737



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE
EXTINGUISHER INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE
AND WIRED CORRECTLY TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE
PROTECTED AND PROPER LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS
BOTTLES OR AIR TANKS ARE NOT EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED,
ADDITIONAL INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED
CORRECTLY, MONITOR AND GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH
MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED
OR COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD
CONDITION, ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP
SWITCHES WORK CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR
PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED
CORRECTLY, RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS
FOR LOCK OUT OF PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL

- INSULATION, DUST COVERS FOR RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND
HIGH VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB
HAZARDS, AREA WELL ROCK DUSTED

2MSHA0573g



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED,
GROUND AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARP EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL
CONDITION OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND
STUFFING BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT
PROPERLY CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME
RESISTANCE, PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM
DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY
LOCK DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB
CERTIFICATION TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS
TO PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS,
(BATTERY BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED
OUT, BOTTLES NOT DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION,
INSPECTION TAG ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
3. | XCISRE SHP PUMP P 5-36 .
XC39 MW 6.4 HP PUMP P 6.4
5-07 | RETURN 33 X N
XC 39 MW 13HP PUMP P13 - _
530 =7 | RETURN 34 & {:‘m
XC 44 MW. 6.4 KW PUMP P6.4
2" 2-07 | RETURN 33 X F’M
XC 47 M.W. 6.4KW PUMP P
5_90'} RETURN 6.4-30 O( (_‘m
1T EAST 2 G PUMP
BLEEDER SYSTEM
PUMPS
XC 52 15TEAST | 13 HP PUMP SC
5107 #18 & W
XC5 BLEEDER | 13 HP PUMP N
S.[o7 X =
XC35 2EAST 13HP PUMP -
S by & (A
2"’ EAST 2 G PUMP
SYSTEM
XC33 SHP PUMP .
5.1.07 | PNDEAST & F
XC 20 DBOXES#7 & R
5./-07 RED OUT .4 A%
XC 23 SHP PUMP P# 23
5.[.a77 | BLEEDER 0( ’r‘ﬁ M
XC-52 1TEAST | 13 HP P4 52 i
5-/-67 X EM
NOTE’S
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DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN

1°T WEST &2 2G PUMP
WEST SYSTEM

% BLEEDER ¢
XC 12 1% 2GP13-1

{3pm | VEST e M
XC1 BLEEDER | 2G P13 -2

¢{3p7| 17 WEST X F4
XC7 2G P 13-3
2NDWEST

/36| PLEEDER e M
DOGLEG2™ | 2GP134 )
WEST

%-30)| BLEEDER X M
3*° LEFT 2GP5-1 -

4 3007 &X M
REGULATOR 2GP5-2

43057 | 314 X M
3 1% CORNER 2G P 13-5

& 3007 X £m
3 15 CORNER 2GP28-1 il

43061 X FM
3 15 BLEEDER 2G 5-3 .

4 3047 & EM
3 4% XC2 2G 5-4 —

30067 X EM
3%XC5 2G 5-5 ! iy

/304] X FM
3%XC10 2G 5-6 —

3007 & EM
3 % CORNER 2G 30hp pump

3007 X |

3 % CORNER 2G30hp pump

4'3p07 £~ FM

PERMISSIBILITY MUST BE SIGNED AND DATED
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PERMISSIBILITY WEEKLY DATE ENDING_5"-5"-07

MAIN WEST SECTION

JASON FURRH

#13269 FEEDER BREAKER
12-65C 12-8 SC 129 S/C 12-11 SIC
#5,6 MRS’S

SIG; paTE 5" 7 -0

2MSHA05742



PERMISSABILITY MUST BE SIGNED AND DATED

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL: AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER CPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
5 / g | MAIN WEST FEEDER BREAKER 13269 [AcCumotas mend [ uyasned -
COMA
5/3 MAIN WEST 12-6 SC 06 60S =~
MAIN WEST - WEIST e FERR Sup. [ REPLACED  weTd| -
> /'-1 12-8 5C %nﬁ?o_"}n‘féb‘r’ RREL | A pEew anE
- PANOLE oM PLUIWLER Regrac e “WITM
5/7 MAIN WEST 12 11 SC FoR, TEREe 5uP. BROW A N(’EU,: ONE@ j_
¥ 00S DBT
5/2 MAIN WEST 129 8/C 00> o 3.
5 /v | MAIN WEST #5 MRS coS “Tgk:o(:sf-o -
5 ) MAIN WEST #6 MRS TACLED
/2 | 0oS - =
MAIN WEST
MAIN WEST
MAIN WEST
MAIN WEST
JASON FURR
NOTE’S # 12-6  8ve (S £S5 NO (owveER TN USE AT THIS MIVE
IT'S  oFF THE  PROP E2TY NEEO o REMOVE T T FRomMt MY
? ERA TS
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN




PERMISSIBILITY WEEKLY DATE ENDING

29 April 2007

HUGH ARRIOTTI BLAIN FILLMORE

OUT-BY 2- ENTRY DIESEL EQUIPMENT

, DIESEL BOLTER ALLCO GATOR
, # 404, JEFFRY DUSTER #10 BUCKEN WHILLEY

PERMISSIBILITY
MUST BE SIGNED AND DATED

2MSHA05745



INSPECTION OF PERMISSIBLE DIESEL EQUIPMENT (HEAVY DUTY)

INTAKE AIR SYSTEM, CHECK FOR DAMAGE OR ALTERED, COPPER GASKET IN GOOD CONDITION, INTAKE
FLAME ARRESTER CLEAN, NO EXCESSIVE OPENINGS .018 INCH FILAMENT TYPE, NO HOLE TYPE DO LIGHT
TEST

EXHAUST SYSTEM, CHECK ALL BOLTS AND WASHERS IN PLACE AND TIGHT, ALL GASKETS INSTALLED AND
JOINTS TIGHT, EXHAUST SYSTEM FASTENERS IN PLACE AND TIGHT, EXHAUST IN GOOD CONDITION, HOLES
PLUGGED, NO CRACKS

CHECK SHUT DOWN, INTAKE VACUUM NOT TO EXCEED 25" OF WATER AT FULL THROTTLE, EXHAUST BACK
PRESSURE AT FULL THROTTLE NOT TO EXCEED 34" OF WATER, CHECK FOR AIR SYSTEM LEAKS, SCRUBBER
SYSTEM SHUT DOWN LOW WATER, HIGH TEMP. SHUT DOWN, HIGH COOLANT SHUT DOWN, EMERGENCY
INTAKE AIR SHUT OFF OPERATIONAL, BRAKES OPERATIONAL SET UP WITH IN 5 SEC. OF SHUT DOWN, ALL
COVERS AND GUARDS IN PLACE AND SECURED DOWN,

CHECK FIRE SUPPRESSION SPRAYS CAPPED, HOSED PROTECTED FROM DAMAGE, ACTUATOR PRESSURIZED,
AUTOMATIC SYSTEM FUNCTIONAL, FIRE SUPPRESSION ENGINE SHUT DOWN OPERATIONAL, FIRE
EXTINGUISHER MOUNTED, DATE AND INSPECTION TAG ATTACHED.

CHECK AUDIBLE WARNING DEVICE, MACHINE FREE OF ACCUMULATIONS, CHECK PARK BRAKE SYSTEM IS
OPERATIONAL, CHECK MACHINE CONTROLS FOR PROPER OPERATION, ALL LIGHTS WORK IN BOTH
DIRECTICNS, PACKING GLANDS INSTALLED CORRECTLY, PACKING NUTS SECURED WITH LOCKING DEVICE,
UNUSED GLANDS SPOT WELDED, CABLES AND CONDUITS ARE FLAME RESISTANT, CABLES AND CONDUITS
ARE PROTECTED FROM DAMAGE, EXPLOSION PROOF COMPARTMENTS, NO EXCESS GAPS. IN FLAME PATHS
ALL BOLTS ARE TIGHT AND IN GOOD CONDITION, XP AND 2G TAGS ARE ON, ELECTRICAL SYSTEM IN GOOD
CONDITION

2MSHA05746



INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF DEFECTS, INSPECTION TAG ON AND DATED, FIRE SUPPRESSION
SYSTEM IS IN GOOD CONDITION AND OPERATIONAL, CAPS ARE ON NOZZLES, NOZZLES LOCATION IS CORRECT,
ALL COMPONENTS ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE OPERATIONAL, FUEL SHUT OF VALVES IN GOOD CONDITION AND LOCATION
IS CORRECT,

EQUIPMENT IS FREE COF OIL, COAL, FUEL ACCUMULATIONS, STARTER FLUID IS IN PROPER CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF CLOSING FUEL CAP IS WORKING PROPERLY, HIGH PRESSURE FUEL
LINES GUARDED OR COVERED PROPERLY, FUEL LINES PROTECTED FROM DAMAGE, FUEL TANK GUARD IN
PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE SIZE, CORRECT TYPE OF FUSE, BATTERY COVERS IN PLACE,
WIRING OF PROPER SIZE, MAIN DISCONNECT WORKING PROPERLY, WIRING BUSHED THROUGH METAL WALLS,
WIRING SECURED DOWN, CHECK AUDIBLE WARNING DEVICE WORKING CORRECTLY, CHECK NEUTRAL START
SWITCH, ALL BARE ELECTRICAL TERMINALS ARE INSULATED, ALL REQUIRED LIGHTS ARE WORKING, CHECK
FUEL LINE ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON ENGINE, ALL GLASS IN GOOD CONDITION, OPERATIONAL
CONTROLS WORKING PROPERLY, SPARK ARRESTER INTACT, MACHINE PARKING BRAKE AND SERVICE BRAKES
WORKING PROPERLY, EMERGENCY STOP PANIC BARS CORRECTLY IN GAGE BRAKING SYSTEM AND STOP
MACHINE, WITHIN 5 SECONDS OF ENGINE SHUT DOWN (HEAVY DUTY ONLY)

2MSHA05747



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, CPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROCF AND RIB HAZARDS,
AREA WELL ROCK DUSTED
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PERMISSIBILITY WEEKLY DATE ENDING_ S/ 4/247

6 May 2007

NICK MILLS

#5 & 7 848 BATTERY CAR’S
BELT PORTAL DUSTER
BELT PORTAL MAGNET’S & CONTROLLER’S
MAIN LINE TRICKLE DUSTER’S
, DIESEL GENERATOR BATTERY BOSTER #1
SOUTH CRANDALL PUMPS

ALL CRANDALL MINE BELTS & TAKE- UPS
BELT BRAKES

DATE 35 -8~

S—2-07
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INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHAQ5752



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
GENERAL
GENERAL #5 sagBattEry | O.0.S B sl
£ 307 v SHUTTLE CAR 7775 e
GENERAL #7sagBaTTERY | O.0.5 ches el
4-7-67| MINEXCI MW | SHUTTLE CAR JZzs A
P GENERAL #5 BOLTER 0.0.8 cheltil
*G-07 | MINE XC82 MW | SINGLE BOOM Yass e
7
GEN MINE 213 LEENORES che e g/
- XC 86 MW ROOF BOLTER
5oy 00s Ver5 oy
GEN MINE # BATERY SC 00S Cheetedl >
5407 | xces MW 2% T
GEN. MINE GARY'SOFFICE | BATTERY BOSTER¥1 Chtelel
7% 7 /) 2l o2 ///'1
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
| BELT PORTAL TRICKLE iZ/ oL i il Checort ot
5 '3'0/’ DUSTER#ST4471 //:f' %/fp foonr 2. 4 B e~ 2
BELT PORTAL CONTROL BOXES, 4"/ P - ol ot
427 ETC Zj 52/ ct7om 5’//0;;6/ ALy
MAGNET # 1 HEAD |2/ o6” = Lectal =
45-807 BELT PORTAL ROLLER Hrt e pl/ B0 — ; > Ay
GEN. MINE DIESEL la# ”4 /b oy
5807 GENERATOR /% ///brﬂ,’/‘fy Aty
NOTE’S
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT ACTION INITIAL’S
CONDITION TAKEN | '
2*EASTBELT | 1OHP PUMP SC #P24 AW 4 .
4 =%-07| HEAD ROLLER o3 Fops ety
#3 BELT XC 7 10 HP STAMCOR #P5 VAR,
;/ ~F-07 éﬁfg _ T Taeg | ety
3®EASTXC23 | 5HP PUMP #P7 2y 2 2 S Che ot
1TEASTXC19 | 5 HP PUMP #P6 008 e aeves| ./, et 2
5407 OO% | e tsbresetg| g el
51 2"EASTBELT | 5 HP PUMP #P25 505 < ;g&’é e
> A 4 cod
5,3/_‘,7 3 EASTXC?24 | 13 HP PUMP # P4 /%by:zzz > e,ﬂ e
F°EASTXC 24 | 5 HP PUMP #P23 Q/f oK ar sy, <4 ot
5-709 O F reSfes e RX oA sl
44-07 | 3°EASTXC7 | #18 2CIRCUIT D-BOX ;//;;{g;g%:&, checkor 24 Lty
— o, 3°EASTXC19 | #13 2CIRCUIT D-BOX 2 Gt ¥ fe, /a/’/ ey
G- 307 ' w 2l 275, a4
4 1STEAST | BREKLY #3 AND CONTROLLER ﬁd"{/e oK, AT | phecKeot
;/ 77 SOUTH CRANDALE o é/é;& 2o a2y pL°0 2l
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION TAKEN INITIAL’S

2MSHAQ5756




PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT ACTION | INITIAL’S
CONDITION TAKEN
#1 BELT 6.4PUMP SC #P1 N oL 2 chocke 2y
5 4 “&/| PORTAL = y/’, AN Yl )
#1 BELT 10HP PUMP SC #P2 2t 2L g Checker?, 7%
oz OvERcist oot e tins | ke | AT
XC 22 mai 5 HP PUMP #15 SO.CRANDALL ./
5-3-07 A 0 225 C/e&[mg P A
SO. CRANDALL | 6.4 KW STANCOR PUMP SC AP O a2 plee oot
#P12 .
.47 | ROCKROOMS Fowe of ) o
5 Lot Spe o o ot AT
5407 SO. CRANDALL | LEE NORIS ROOF BOLTER 008 Cle &ﬁgﬂ' it
SC INTAKE SHP SC #P§ & ar o2& ar~ cheateh ey
BOTTOM OF ‘
-4-07 #rmet ol . A,
5 SLOPE s rect gne //ee __ 1
1"EASTXCI8 | 5 HP SC#P8 0S5l o/ | LA s
. ~ty
5307 Gt r | A oA
SC NORTH SHP #P9 »eos’?z// o Clecekcol P
5~$-07| RETURNFACE nidl "z% Theon | 2K ~
SOUTH MAIN 54KW SC #P10 00S Chwcel
5-3-07 | XC1 fumtf Lowr € sl adas’
54 -go| XC2 MEBELT [ SHP#PII 00S &A%o{é o
-0 BORE HOLE SHP SC #P5-13 00s &/oeo/;sar; N
.. ) 2.
XC 24 SO. 10HP SC #P14 bontv/ed Friper|Reforted
£°8-47 | CRANDLL s0. 7ol < /”zo/d/;ﬂ A
MAIN
2ND EAST SHP PUMP SC #P19 g ptc Ch kit
5-4-07 | WrAKE Frpre ok - ik ’4 /VJ/C(
3RD EAST 6.4 KW STANCOR PUMP SC an oK ar tint| olhected, v
5407 | BELTDRIVE | #P21 oF Mspechoy X Ak
NOTE’S

2MSHAO05757



PERMISSIBILITY MUST BE SIGNED AND DATED

A

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’
TAKEN )
~ &/~77 #1 BELT ssuppumpsry | ReMeved Floot’, KeforFed
5% prrve FLYGHT gelviee Cﬂéé"m/, 00 //V/
-7 XC1#1 BELT 10 HP PUMP #P1 /M/flp (;—o P /ét/"/’\“’/ ,
5- /ad STANCOR Mot f’Le’/c"C/ 2fai AL~7
#1BELTTAIL |/gnPPUMP#P3  |& // ol 2V fymc clectter 2y
5-§-07 OHE Sty e |V 1050t o0 . A2
XC6MW. saxweump |47, af/ a7 l“/ﬂf cle s eot 2l
5 '3’07 BELT LINE #P4STANCOR a/ /,,ng Foorse 2, /( ) /Vj/%
1""SOUTHXC | 5 HP PUMP #PS ”;//’//“”b vret | Chcokel 2k
5-4-67 | 1 FLYGHT Ol spect i Z/g —— M
GO ¥ Fret Cleckiesl a
7 XC38 MW. 5 HP PUMP #P8 §
5727 | BeLt FYGHT A /r’of/ca o o ¢
N THA AFFrint Checlel,
3 XC39 MW. 3.5 KW PUMP #P9 L7
5“ 07 BELT FYGHT ’//ﬂ ywlt/m ﬂ/ / ///VI
XC45 M.W. #1150 HP PUMPE: | 25/, ol ¢ checkerd r?é
56-01 #1 CONTROLLER |dBtAe%2 s an o A
5-F.p7 XCa5MW. #2 150 HP PUMP 7@’,’;;;‘%;” cécag’fa(&// A
XC 47T MW 6.4 KW PUMP A oK 2 fipe€ | ol Cﬁ =24
5-§-07| BELT #PI0STANCOR | 2F /"’ﬁf“ﬁ oy 2 Ay
XC 46 M.W. 13 HP PUMP#P11 ¢//’,’( ar /: Iml | pheoet 2l ot
5-90p FYGHT ya soSprectiore Py 1
205, contle/lcr” | pheckes” oy
. XC 46 M.W. #P1 200 HP HIGH / 7
7807 PRESSURE PUMP | Y5 oyt 15 2kp goiha O - um,/c/ A
3P NO #1 6.4 STANCOR '
4-8-07| BELTTALL #P23 008 <k &p[‘% 7 4 s Zadh
3"’ NO. HEAD 5 HP PUMP #P7
5,16—07 ROLLER FYGHT 00S &4’0/(;1/ ////L
XC 46 MAIN SHPPUMPPIS | g/ 2K Fom® | zheekal "z
45-4-0| WEST INTAKE 4 / ”5 Ly oA et Yy - I L as
XC 40 MAIN SHPPUMP #P6 |7 af Sl ) Wﬂ
5 F] WEST FYGHT 0;’/1/ s 4 Lt
45 MW, 150 HP PUMP Al o ar Frm© g/aca/@l 27 /V/'/I
£.g-07 osna oF raspet om o
R XC 65 MW 2CERCUITDBOX | 4y s 470 ¥ #rme? Sl 2
5977 #12 2F ,,kg/wf/arm? _— z?.'k/ s
. Y
G801| COMY SHP PUMI; al/ ”A//,.‘;Z 7 M:/r -z X//; ’/ A
A7 BelPAC Ve O p SIa<? | d‘//a&’m‘ rrme Chee 2/’
5% Y a0 ’ o A
NOTE’S

2MSHA05758



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN .
AH I& ar Flwe? e eie 2y
.o XC50M.W. 18 HP PUMP#P13 ? =
5-7°07 NTake STANCOR i 1 #5p0¢ oA - 2t 2~ At
. HIA A Fron | sheoked 2/
. XC 51 M.W. 6.4HP PUMP#P14 | & . . €
5807| INTaks STANCOR PF 145pe phion o~ A
a2 K 2F frmf | ohecker 24
27| XCo8MW. 6.4 HP PUMP#P15 p g
567 INTAKE FLYGHT d/ /nSf et o o~ A
SO. CRANDAL | #18 D-BOX a/ ok a//’/‘? me | checte/ 2y
_ .5 3% , vt
5407 15553 ol et | e
5-%o 15 RIGHT EPPUMPER 1T | B P 2F cheeletar P
7| seaLs Prm of ribspedtimy PR 4
15 RIGHT 1% HP PUMP # RH oA af Frwet | pheckcotam
5-6-07| seaLs P18 /// sy5pec Y e o AT
NEXTED PUMP ad 2& ar” el
5’$ N~ o /&07& 5/4"5"/ , ' éw a/ M
7| K6g #w YInte of pusfeidvmy O
NOTE’S

2MSHAQ05759




DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN ,
SO. #1 BELT DRIVE Ay 724
CRANDALL AND LIGHTS oos M
4-9-01] xc1 )@5
RD
g(;AN DAL 3* EAST BELT 008 LhecAe o
AND TAKE UP Y o
5307 SUP 500 ”/6
SO. #2 BELT DRIVE & 7
o CRANDALL LIGHTS 008 M{&/ff %
o
4 295 7
SO. #3 BELT DRIVE,
CRANDALL LIGHTS & BRAKE | 008 ChesHh” ‘ﬂ/
CONTROLER & f‘ < /W‘!{
5307 TAKE-UP A
5407 go L #1BELT SCALES | 54¢94/¢/ By
SO. #4 BATTERY 008
407 CRANDALL COAL HAULER éé Q//e/ Py
- Y4 1
5401 SO 2 EAST BELT 00s Zbre /(’;/
-4-07 | CRANDALL & CONTROLLER 7/ et
SO CRANDALE | SUPER 500 & C Leep it
CONTROLLER 00s
5807 2EAST Z 255 A
#ILEENORSE | 008 o,
5.4 CRANDALE W{ )
SO.
CRANDALL
SO.CRANDALL
SO.
CRANDALL
SO.
CRANDALL
NOTES:

2MSHAO05760



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
) TAKEN
XC3 #1 DRIVE & O e grmese! 6P e g 5§ te s L _
5-9-77 | MAINNORTH | TAKE-UP > Geve$arva 2T
2 | XC5 #2 DRIVE & QY oK gftipt | Weskel LS
5 5 77 MAIN WEST TAKE-UP pf’ S S0 mp,;,:j a/g “e M
| xc39 #3 DRIVE & Airts W fed Hr o AM
5607 maN wEsT TAKE-UP 2/ 7
XC 69 #4 DRIVE & m”/a./{m s
5°}-07| MANWEST | TAKE-UP o) S 5 v A M
] xc7o #4BELTBRAKE | 0r7 cr e conteclce V¥ e | LIS all
5-F07| MAN WEST 4 aff ol A .//Gf
XC1 SO.MAINS #1 '
' P SOMAINS BELT DRIVE & ﬁ 2. g <4 '@% lf/ M
807 TAKE-UP N2 g | Arec s
XC 33 3% 41 NORTH ay oF a"/ﬁk‘ e el ot o
;,3 MAIN WEST BELT . .
/ DRIVE. I74 /}Ilf/fé' //oyn/ 9/ M"C
— XC103MAIN | #5DRIVE & AT AVl EPB | Zheclre o7
7 {"07 WEST TAKE-UP % ,&% f;/‘dn < wﬁ’iﬁﬁf (:}&;/l./// //(
» MAIN WEST #6BELTDRIVE |#//fy stk Lo/ ', s
5-40) | SHORTBELT Accemu/at) prd ?é/“)c o W
. { MAIN WEST #TBELTDRIVE | AL/t 1L I /4
51—5'77 SECTION BELT | TAKE-UP G-fcz cbemal! Wes!, : /V/%
g XC63® 3 NORTH #2 M Comfy; ot | fP7 el fase
%~ %97 NorTH BELT DRIVE s her ﬂe:a A ! );;f,o/ P P S

NOTES: -2-8:27.. Tested {ive dts -_--zﬂ.-[z&zla,_ﬂ!&}zgiﬁ;@/, 2 /&uM

T CATE Dlinks alarnt aatt ide. Bat i dTE S L. n ConyfhF<
T ‘Tasfaz{_jin,--c/d#c._m__ TN AR AT -
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6 May 2007

RUSS LARSON

ALL CAP LAMP’S AND CHARGER’S

DATE_ S — 9 87 7

<

2MSHA05762



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED,
GROUND AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL
CONDITION OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND
STUFFING BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT
PROPERLY CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME
RESISTANCE, PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM
DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY
LOCK DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB
CERTIFICATION TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS
TO PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS,
(BATTERY BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED
OUT, BOTTLES NOT DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION,
INSPECTION TAG ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHAO05763



A
A0 /

PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT CHARGERS
ABOVE SHOP

CONDITION

ACTION
TAKEN

INITIAL’S

#1CAPLAMP & CHARGER

T

# 2 CAPLAMP & CHARGER

# 3 CAP LAMP & CHARGER

#4 CAP LAMP & CHARGER

# 6 CAP LAMP & CHARGER

# 7CAP LAMP & CHARGER

S CAP LAMP & CHARGER

# 9 CAP LAMP & CHARGER

#10 CAP LAMP & CHARGER

#11 CAPLAMP & CHARGER

#12 CAP LAMP & CHARGER

#13 CAPLAMP & CHARGER

# 14 CAP LAMP & CHARGER

#15 CAP LAMP & CHARGER

# 16 CAP LAMP & CHARGER

#17 CAP LAMP & CHARGER

#18 CAP LAMP & CHARGER

#19 CAP LAMP & CHARGER

#20 CAP LAMP & CHARGER

#21 CAP LAMP & CHARGER

#22 CAPLAMP &

#23 CAPLAMP & CHARGER

#24 CAP LAMP & CHARGER

#25 CAP LAMP & CHARGER

H26CAPEAMP & CHARGER. |

#27 CAP LAMP & CHARGER

#28 CAP LAMP & CHARGER

ﬁ\%\%\%\w

#29 CAP LAMP & CHARGER

ﬂ&

2MSHAO05764



i
27

PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT

CONDITION

ACTION
TAKEN

INITIAL’S

#31 CAP LAMP & CHARGER

#32 CAP LAMP & CHARGER

#33 CAP LAMP & CHARGER

# 34 CAP LAMP & CHARGER

#35 CAP LAMP & CHARGER

-/—

#36 CAP LAMP & CHARGER M

#37 CAP LAMP & CHARGER

#38 CAP LAMP & CHARGER

# 39 CAP LAMP & CHARGER

#40 CAP LAMP & CHARGER

#41 CAP LAMP & CHARGER

#42 CAP LAMP & CHARGER

# 43 CAP LAMP & CHARGER

# 44 CAP LAMP & CHARGER

#45 CAP LAMP & CHARGER

# 46 CAP LAMP & CHARGER

# 47 CAP LAMP & CHARGER

#48 CAP LAMP & CHARGER

#49 CAP LAMP & CHARGER

#50

#51 CAP LAMP & CHARGER

# 52 CAP LAMP & CHARGER

—#ﬁﬁ'eAP-EA:MP-&CHRRGE-R—{

]

# 54 CAP LAMP & CHARGER

# 55 CAP LAMP & CHARGER

# 56 CAP LAMP & CHARGER

NOTE’S

2MSHA05765



W//
Z PERMISSIBILITY MUST BE SIGNED AND DATED

DATE EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN

#57 CAPLAMP & CHARGER -4 / 6 (_,

-# 58 CAP LAMP & CHARGER

[ #soearranpsenarcEr (225

=
# 60 CAP LAMP & CHARGER 6'<

461 CAPLAMP & CHARGER -

#62 CAP LAMP & CHARGER

#63 CAP LAMP & CHARGER

# 65 CAP LAMP & CHARGER

#66 CAP LAMP & CHARGER

#67 CAP LAMP & CHARGER

# 68 CAPLAMP & CHARGER

#69 CAP LAMP & CHARGER

#70 CAP LAMP & CHARGER

#71 CAP LAMP & CHARGER

&

N
4~
Z’

/
/

/ # 64 CAP LAMP & CHARGER

|

/

K
g
&
&
£

#72 CAP LAMP & CHARGER

#73 CAP LAMP & CHARGER

#75 CAPLAMP & CHARGER

#76 CAP LAMP & CHARGER

/
l
/ #74 CAP LAMP & CHARGER
/
I
l

#77 CAP LAMP & CHARGER

/ #78 CAP LAMP & CHARGER
I #79 CAP LAMP & CHARGER
g # 80 CAP LAMP & CHARGER / l
5’/ # 81 CAP LAMP & CHARGER / )
K XV # 82 CAP LAMP & CHARGER b"' M
i
NOTE’S

2MSHA05766
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M7
AL

PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT

CONDITION

ACTION
TAKEN

INITIAL’S

# 83 CAP LAMP & CHARGER

Gr

KL

# 84 CAP LAMP & CHARGER

/

# 85 CAP LAMP & CHARGER

# 86 CAP LAMP & CHARGER

# 87 CAP LAMP & CHARGER

# 88 CAP LAMP & CHARGER

# 89 CAP LAMP & CHARGER

#90 CAP LAMP & CHARGER

#91 CAP LAMP & CHARGER

#92 CAP LAMP & CHARGER

B il

[ 493CAP T AMP & CHARGER——

#94 CAP LAMP & CHARGER

T

#95 CAP LAMP & CHARGER

#96 CAP LAMP & CHARGER

#97 CAP LAMP & CHARGER

#98 CAP LAMP & CHARGER

\\\

#99 CAP LAMP & CHARGER

# 100 CAP LAMP & CHARGER

\\‘

# 101CAP LAMP & CHARGER

# 102CAP LAMP & CHARGER

# 103CAP LAMP & CHARGER

# 104CAP LAMP & CHARGER

# 105CAP LAMP & CHARGER

# 106CAP LAMP & CHARGER

\

# 107CAP LAMP & CHARGER

7|

# 108CAP LAMP & CHARGER

NOTE’S

2MSHA05767



7 4

PERMISSIBILITY MUST BE SIGNED AND DATED

DATE EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
9» #109 CAP LAMP & CHARGER @/ /KZ(
k‘ #110 CAP LAMP & CHARGER - ). 24

2MSHA05768



PERMISSIBILITY WEEKLY DATE ENDING §=/2-&7

6 May 2007

RUSS LARSON

CRANDALL MINE CONSPEC SYSTEM
SOUTH CRANDALL MINE CONSPEC SYSTEM

DATE 3\——9 2/

. 2MSHA05769
ANNDeeR AW



PERMISSABILITY MUST BE SIGNED AND DATED

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1D. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING g,
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY R
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05770



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
CRANDALL CONSPEC SYSTEM
=907 | Ve X C
SO. CRANDALL | CONSPEC SYSTEM
G cnp| ME C& /e C

el

/o«m j

—

8700

Ao I/ 2

AN

NOTE’S

LIST ALL ELECTRICAL HAND TOOL’S

FaN

y——/‘/o/rﬁe/‘

DATE TOOL CONDITION ACTION INITIAL’S
TAKEN
>§-07 faZZZ/Z// 7 ) /4@ /L

2MSHA05771
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PERMISSIBILITY WEEKLY DATE ENDING

MAIN WEST SECTION
JASON FURRH

#13269 FEEDER BREAKER
12-68C 12-8 SC 12-9 S/C 12-11 S/C
#5,6 MRS’S

DATE S-/-07

2ZMSHAQ05772



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
P MAIN WEST FEEDER BREAKER 13269 | Acumutaxt on)
]‘° CoaL | trepme WORSHED o~
;'/, o MAIN WEST 12-6 SC OOS T EOOOS ~
. MISs ) WASHERS | RIS —
s , " MAIN WEST 12-8 SC Tw :: s m\‘uv_t. oL w?;s?\-\cv%: >
s /" MAIN WEST 12-11 SC MT3STIN  RTRE RTQLALED  wzH
SURP. cag. PNEW  oNE >
5 } " MAIN WEST 12-9 8/C 00S DBT oS >
s ) w | MAIN WEST #5 MRS oS CAECKED S
s). MAIN WEST #6 MRS cMTeneg
MAIN WEST
MAIN WEST -
MAIN WEST
MAIN WEST
JASON FURR
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN

2MSHA05774




PERMISSIBILITY WEEKLY DATE ENDING_5-12:07 -

6 May 2007

LARRY POWELL JESS GILBERT RYAN MANN ISRAEL PETERSEN

WEEKLY EXAM’S HAVE
POWER CENTER’S,
SWITCH GEAR’S
DISTRIBUTION BOXES
CAPACITOR BANK

DATE S -~(O0-07
s p00 7
E-tt -0 )

2MSHA05775



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION |

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION |
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA0577¢



PERMISSIBILITY MUST BE SIGNED AND DATED

SOUTH CRANDALL MINE
DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
_ TAKEN
4 » | SOCRANDALL | A3BELTDRNVE |2/ of o #7H?~ gl ez gy
70-07 XC#1 TRANS #1BELT of /té'/(of/ on // M
XC 19 1EAST 300 KVA #10 all g at rix= checkelt .
)) 71| SOUTH 7 5 '
590 | 0 2L ihepec sy an o M
SO. CRANDALL | JOY FH T 2 e res”
Ps BOTTOMOF | TRANSFORMER e A 2
D7 | sLovE #28 o4 FZe >
SO. CRANDALL | #21 BELT e '
5.)0- XC6MAINS | TRANSFORMER ﬁ//,/ df a7 fime %&Md// et
ol #3BELT NCC 1S eetion
SOCRANDALL | 2EAST BELT = //2'7 O ar Fime | ¢ leo el
DRIVE 750 KVA ; ~, Pl
40-07] XC12 #% OF 1 et/ oy 7 e W
| SOCRANDALL | #ggl" E BELT N ar 71X | clezler
5001 17EASTXC5 | TRANSFORMER 2f idpection | /e( et
3 EAST TOBELIDRVE | Bt g gt Proenre | clecof el 2y
52-07 RBSGPONE | pf rhspc et sins 2L Ly
NOTE'S._ %0 £, of X &5 Flans f/js 26 flor~-

, //ﬁf"{v’%ﬁ

Yidlbcr oF TP belFArtn al 5/ ezsd 3¢ 12 JB— 37

2MSHA05778



SWITCH GEAR
PERMISSIBILITY MUST BE SIGNED AND DATED
DATE | LOCATION | EQUIPMENT CONDITION ACTION INITTAL’S
TAKEN
XC4 # 2 SWITCH GEAR
$ -1 | MAN WEST 7200 VOLT Nemuarg M ﬁ’\
XC 40 #3 SWITCH GEAR
5~(O | MAIN WEST 7200 VOLT Moo ebroaz/ /1
XC 88 # 4 SWITCH GEAR
-0 | MANWEST 7200 VOLT Hoa, M S
XC 24 #7 SWITCH GEAR
§—(2 | MANWEST 7200 VOLT R A | s
XC 69 #8 SWITCH GEAR -
5-10 | MAN wEST 7200 VOLT Aoy M ﬂ"’\
XC 40 CAPACITOR BANK
S0 | MaNwEST | 0 s obosed /o —
XC 6 SOUTH DUEL 7200V 2l gl ¥ cleec e
MAINSOUTH | SWITCH GEAR #11 2 c i Z
5 /g CRANDALL | Lo OF 1 487 v J 1
XC21 SOUTH | #3DAULSWICTH |/ Scca/ R Loc Aol cﬁoafﬁvfn arl
547-2)| cRANDALL | 7200 "?’f/r;/@f Fme oX G
XC12SOUTH | #I'SWITCHGEAR | &7 2 27" Frim< | 2RCc’oA v7)
457/0+07 | CRANDALL 7200 VOLT 4 Pt efsom /2 AT
NOTE’S

2MSHA05779




PERMISSIBILITY MUST BE SIGNED AND DATED

DISTRIBUTION BOXES
DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
XC3§ #DIST BOX #11
S+Ho MAIN NORTH [y M ﬂ""\
XC 40 # 8 DIST. BOX
$nlo | MAIN WEST fom M S
XC50 MAIN # DIST. BOX Keod aimol :
;/// /é 7| WEST Chec < / p
XC26 MAIN #10 DIST, BOX .
-~ WEST s Pt M /I/—\
SO CRANDALL 74 W‘ P4
{ /ﬂ’ﬂ? BOAR HOLE #6 DIST- BOX C/ 7 W#a/? M%
3" NORTH #16 D- BOX R
$~o | e oy , o
37 MW X/C 71 #12 D- BOX Ch 2l N _ ,
Tth7 gz i

~ NOTE’S

2MSHA05780




MAIN WEST SECTION

DARWON STANFEILD

SECTION TRANS #30 HEAT LAMP #6
MICROWAVE #6 151958 SCOOP & CHARGER




INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITICN

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG .

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

DEISEL

PERMISSIBILITY WEEKLY DATE ENDING -2l



EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND.RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TEMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA05783



DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN

5/ ] MAIN WEST SECTION TRANS #30  |ACcumufa ;373 Clecad /I
MAIN WEST HEAT LAMP #6 -

711 C antitlon oK hore s
MAIN WEST MICROWAVE #6 MSsing Riysg Aef 7eccod

T//l Oirdhy ﬂc_m:ml i -m 0(

7 MAIN WEST 17-2 488 SCOOP 3 F49

S/ 00 / 4
MAIN WEST 483 SCOOP CHARGER | aeeumu/atfTormy Ceraod

]‘S‘\ 4l MisSing A4S Aepfloced 2258y %@_
MAIN WEST #7 MRS o0 06
MAIN WEST #3 MRS

ons s
MAIN WEST
MAIN WEST
MAIN WEST
MAIN WEST
JAMESON WARD
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION Taken INITIAL’S
NOTE’S

INSPECTION OF NON-PERMISSIBLE ELECTRICAL

2MSHAQ05784



PERMISSIBILITY WEEKLY DATE ENDING _¢ f/o7 -7

6 May 2007

BLAIN FILLMORE HUGH ARRIOTTI

#2 AIR# 1 & # 2 DIESEL WELDERS
COMPRESSOR,
BANANA DUSTER, BUCKIN WILLY,
# 5 SLINGER DUSTER #5 #6 #7 GEHL
TERRA PRO #1 #4 975

SIGNED S I g n atu ATE, “/»*/3’07

2MSHA05785



INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF DEFECTS,
INSPECTION TAG ON AND DATED, FIRE SUPPRESSION SYSTEM IS
IN GOOD CONDITION AND OPERATIONAL, CAPS ARE ON
NOZZLES, NOZZLES LOCATION IS CORRECT, ALL COMPONENTS
ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE OPERATIONAL, FUEL SHUT
OF VALVES IN GOOD CONDITION AND LOCATION IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL ACCUMULATIONS,
STARTER FLUID IS IN PROPER CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF CLOSING FUEL
CAP IS WORKING PROPERLY, HIGH PRESSURE FUEL LINES
GUARDED OR COVERED PROPERLY, FUEL LINES PROTECTED
FROM DAMAGE, FUEL TANK GUARD IN PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE SIZE, CORRECT
TYPE OF FUSE, BATTERY COVERS IN PLACE, WIRING OF PROPER
SIZE, MAIN DISCONNECT WORKING PROPERLY, WIRING BUSHED
THROUGH METAL WALLS, WIRING SECURED DOWN, CHECK
AUDIBLE WARNING DEVICE WORKING CORRECTLY, CHECK
NEUTRAL START SWITCH, ALL BARE ELECTRICAL TERMINALS
ARE INSULATED, ALL REQUIRED LIGHTS ARE WORKING, CHECK
FUEL LINE ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON ENGINE, ALL
GLASS IN GOOD CONDITION, OPERATIONAL CONTROLS
WORKING PROPERLY, SPARK ARRESTER INTACT, MACHINE
PARKING BRAKE AND SERVICE BRAKES WORKING PROPERLY,
EMERGENCY STOP PANIC BARS CORRECTLY IN GAGE BRAKING
SYSTEM AND STOP MACHINE, WITHIN 5 SECONDS OF ENGINE
SHUT DOWN (HEAVY DUTY ONLY)

2MSHA05786



INSPECTION OF PERMISSIBLE DIESEL EQUIPMENT (HEAVY DUTY)

INTAKE AIR SYSTEM, CHECK FOR DAMAGE OR ALTERED, COPPER GASKET IN GOOD CONDITION, INTAKE
FLAME ARRESTER CLEAN, NO EXCESSIVE OPENINGS .018 INCH FILAMENT TYPE, NO HOLE TYPE DO
LIGHT TEST

EXHAUST SYSTEM, CHECK ALL BOLTS AND WASHERS IN PLACE AND TIGHT, ALL GASKETS INSTALLED
AND JOINTS TIGHT, EXHAUST SYSTEM FASTENERS IN PLACE AND TIGHT, EXHAUST IN GOOD CONDITION,
HOLES PLUGGED, NO CRACKS

CHECK SHUT DOWN, INTAKE VACUUM NOT TO EXCEED 25" OF WATER AT FULL THROTTLE, EXHAUST
BACK PRESSURE AT FULL THROTTLE NOT TO EXCEED 34" OF WATER, CHECK FOR AIR SYSTEM LEAKS,
SCRUBBER SYSTEM SHUT DOWN LOW WATER, HIGH TEMP. SHUT DOWN, HIGH COOLANT SHUT DOWN,
EMERGENCY INTAKE AIR SHUT OFF OPERATIONAL, BRAKES OPERATIONAL SET UP WITH IN 5 SEC. OF
SHUT DOWN, ALL COVERS AND GUARDS IN PLACE AND SECURED DOWN,

CHECK FIRE SUPPRESSION SPRAYS CAPPED, HOSED PROTECTED FROM DAMAGE, ACTUATOR
PRESSURIZED, AUTOMATIC SYSTEM FUNCTIONAL, FIRE SUPPRESSION ENGINE SHUT DOWN
OPERATIONAL, FIRE EXTINGUISHER MOUNTED, DATE AND INSPECTION TAG ATTACHED.

CHECK AUDIBLE WARNING DEVICE, MACHINE FREE OF ACCUMULATIONS, CHECK PARK BRAKE SYSTEM
IS OPERATIONAL, CHECK MACHINE CONTROLS FOR PROPER OPERATION, ALL LIGHTS WORK IN BOTH
DIRECTIONS, PACKING GLANDS INSTALLED CORRECTLY, PACKING NUTS SECURED WITH LOCKING
DEVICE, UNUSED GLANDS SPOT WELDED, CABLES AND CONDUITS ARE FLAME RESISTANT, CABLES AND
CONDUITS ARE PROTECTED FROM DAMAGE, EXPLOSION PROCF COMPARTMENTS, NO EXCESS GAPS. IN
FLAME PATHS ALL BOLTS ARE TIGHT AND IN GOOD CONDITION, XP AND 2G TAGS ARE ON, ELECTRICAL
SYSTEM IN GOOD CONDITION

2MSHA05787



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT ACTION INITIAL’S
CONDITION TAKEN
GEN MINE BANANA DUSTER 4 ~
%) A ZW,A/ AF
¢ GEN MINE #2 TERRA PRO g
0SS /
GEN MINE #5 SLINGER DUSTER P
424, BetH &r
279 | cenvme #2 ATR COMPRESSOR | 7 / ) / ﬁ/'
hL / l GEN MINE #2 WELDING TRAILER d( ///
GEN MINE #5 GEHL
&a 7
GEN MINE #6 GEHL N
poJ
GEN MINE #1 TERRA PRO 1o 17CH
,/,/ ﬂ? GEN MINE #1 975 jf :/; Z 5" E{ 7 .,/2? /‘7
GEN MINE #4 975 ] ]
Y12 | & X7
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION Action TAKEN - INITIAL’S

&

i Zaa
=

iy

2MSHA05788




PERMISSIBILITY WEEKLY DATE ENDING cj/”(;

6 May 2007

HUGH ARRIOTTI BLAIN FILLMORE

OUT-BY 2- ENTRY DIESEL EQUIPMENT -

, DIESEL BOLTER ALLCO GATOR
, #404, JEFFRY DUSTER #10 BUCKEN WHILLEY

PERMISSIBILITY
MUST BE SIGNED AND DATED

2MSHA05789



INSPECTION OF PERMISSIBLE DIESEL EQUIPMENT (HEAVY DUTY)

INTAKE AIR SYSTEM, CHECK FOR DAMAGE OR ALTERED, COPPER GASKET IN GOOD CONDITION, INTAKE
FLAME ARRESTER CLEAN, NO EXCESSIVE OPENINGS .018 INCH FILAMENT TYPE, NO HOLE TYPE DO LIGHT
TEST

EXHAUST SYSTEM, CHECK ALL BOLTS AND WASHERS IN PLACE AND TIGHT, ALL GASKETS INSTALLED AND
JOINTS TIGHT, EXHAUST SYSTEM FASTENERS IN PLACE AND TIGHT, EXHAUST IN GOOD CONDITION, HOLES
PLUGGED, NO CRACKS

CHECK SHUT DOWN, INTAKE VACUUM NOT TO EXCEED 25" OF WATER AT FULL THROTTLE, EXHAUST BACK
PRESSURE AT FULL THROTTLE NOT TO EXCEED 34" OF WATER, CHECK FOR AIR SYSTEM LEAKS, SCRUBBER
SYSTEM SHUT DOWN LOW WATER, HIGH TEMP. SHUT DOWN, HIGH COOLANT SHUT DOWN, EMERGENCY
INTAKE AIR SHUT OFF OPERATIONAL, BRAKES OPERATIONAL SET UP WITH IN 5 SEC. OF SHUT DOWN, ALL
COVERS AND GUARDS IN PLACE AND SECURED DOWN,

CHECK FIRE SUPPRESSION SPRAYS CAPPED, HOSED PROTECTED FROM DAMAGE, ACTUATOR PRESSURIZED,
AUTOMATIC SYSTEM FUNCTIONAL, FIRE SUPPRESSION ENGINE SHUT DOWN OPERATIONAL, FIRE
EXTINGUISHER MOUNTED, DATE AND INSPECTION TAG ATTACHED.

CHECK AUDIBLE WARNING DEVICE, MACHINE FREE OF ACCUMULATIONS, CHECK PARK BRAKE SYSTEM IS
OPERATIONAL, CHECK MACHINE CONTROLS FOR PROPER OPERATION, ALL LIGHTS WORK IN BOTH
DIRECTIONS, PACKING GLANDS INSTALLED CORRECTLY, PACKING NUTS SECURED WITH LOCKING DEVICE,
UNUSED GLANDS SPOT WELDED, CABLES AND CONDUITS ARE FLAME RESISTANT, CABLES AND CONDUITS
ARE PROTECTED FROM DAMAGE, EXPLOSION PROOF COMPARTMENTS, NO EXCESS GAPS. IN FLAME PATHS
ALL BOLTS ARE TIGHT AND IN GOOD CONDITION, XP AND 2G TAGS ARE ON, ELECTRICAL SYSTEM IN GOOD
CONDITION

2MSHAQ5790



INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF DEFECTS, INSPECTION TAG ON AND DATED, FIRE SUPPRESSION
SYSTEM IS IN GOOD CONDITION AND OPERATIONAL, CAPS ARE ON NOZZLES, NOZZLES LOCATION IS CORRECT,
ALL COMPONENTS ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE OPERATIONAL, FUEL SHUT OF VALVES IN GOOD CONDITION AND LOCATION
IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL. ACCUMULATIONS, STARTER FLUID IS IN PROPER CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF CLOSING FUEL CAP IS WORKING PROPERLY, HIGH PRESSURE FUEL
LINES GUARDED OR COVERED PROPERLY, FUEL LINES PROTECTED FROM DAMAGE, FUEL TANK GUARD IN
PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE SIZE, CORRECT TYPE OF FUSE, BATTERY COVERS IN PLACE,
WIRING OF PROPER SIZE, MAIN DISCONNECT WORKING PROPERLY, WIRING BUSHED THROUGH METAL WALLS,
WIRING SECURED DOWN, CHECK AUDIBLE WARNING DEVICE WORKING CORRECTLY, CHECK NEUTRAL START
SWITCH, ALL BARE ELECTRICAL TERMINALS ARE INSULATED, ALL REQUIRED LIGHTS ARE WORKING, CHECK
FUEL LINE ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON ENGINE, ALL GLASS IN GOOD CONDITION, OPERATIONAL
CONTROLS WORKING PROPERLY, SPARK ARRESTER INTACT, MACHINE PARKING BRAKE AND SERVICE BRAKES
WORKING PROPERLY, EMERGENCY STOP PANIC BARS CORRECTLY IN GAGE BRAKING SYSTEM AND STOP
MACHINE, WITHIN 5 SECONDS OF ENGINE SHUT DOWN (HEAVY DUTY ONLY)

2MSHA05791



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA05792



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
Vs

GEN MINE JEFFREY DUSTER #13 C}Q 5

GEN MINE STEAM CLEANER

GEN MINE DIESEL GATOR #15

GEN MINE #10 BUCKIN WILLY

v}
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN

2MSHA05793




VEHICLE

CONDITIONS AND COMMENTS

WEEK OF

SAFE TO OPERATE

EMMISSIONS & FIRE SUPP.

DEFECT OR
CONDITION

CORRECTIVE ACTION

#1975

77

#4-975

423

#5-GEHL

#6-GEHL

#1-GEHL

#4-4110

#1 TERRA
PRO

WEEKLY H.D. & PERMISSIBLE VEHICLE CHECK

2MSHA05794



PERMISSIBILITY WEEKLY DATE ENDING 122/4; lz& ﬁ

6 May 2007

JAMSON WARD

MAIN WEST SECTION

4978 MINER,
, #13-8 FLETCHER BOLTER
CAIBRATE CH 4 WITH 2.5 GAS

Signatureg

2MSHA05795



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE CPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA05796



PERMISSIBILITY MUST BE SIGNED DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
" MAIN WEST #3 ROOF BOLTER [3aL /5 hr— KeD/q 7~
- // FCumnlg 1/eh 5 L2 5, éy%———\
: MAIN WEST 4978 MINER 472
G-l pel & o |
MAIN WEST re
B MAIN WEST 4978 MINER cal ﬁﬁ: % — T P57l
j “// CAL 2.5 GAS D2. 5SS /
’ MAIN WEST P
\
MAIN WEST
MAIN WEST
MAIN WEST
MAIN WEST
MAIN WEST
JAMSON WARD
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN

2MSHA05798
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PERMISSIBILITY WEEKLY DATE ENDING _ S - ’{2— oz

T May 2007

TIM HARPER

SOUTH CRANDALE 3" EAST

SO. CRANDALL& CRANDALL PHONES, D- BOXES, WELDERS, %Ef N
HEAT TAPE BELT SCALES PED SYSTEM PRESSURE WASHER
# 4 STAMLER FEEDER

! SECTION TRANS, KITCHEN LIGHT & MICROOWAVE
| CAR, CHARGER TRICKLE DUSTER

UNTRACK & CHARGERS
BOTH BELT KITCHEN’S, DUSTER @ XC 3 M.W.

TRICKLE DUSTER XC 8 M. N,

DATE S ~/A- O~

2MSHAQ5799




INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOQUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA05800



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FCR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:
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PERMISSIBILITY WEEKLY DATE ENDING_&S 7=~ €22

7 May 2007

TIM HARPER
3" NORTH

4590MINER # 9 ROOFBOLTER
# 12919 FEEDER BREAKER
MICROW #6 44 SHUTTLE CAR
# 45 SHUTTLE CAR TRICKLE DUSTER 550519120032
488 SECTION SCOOP AND CHARGER HEAT LAMP #6

DATE S — /2 -0

2MSHA05804
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INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05805



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROV]DED,.(.)VERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEQUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA05806
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PERMISSIBILITY weekly date ending 24

6 May 2007

HUGH ARRIOTTI BLAIN FILLMORE

ISUZU TRUCK’S

- | ghature ez
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INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF
DEFECTS, INSPECTION TAG ON AND DATED, FIRE
SUPPRESSION SYSTEM IS IN GOOD CONDITION
AND OPERATIONAL, CAPS ARE ON NOZZLES,
NOZZLES LOCATION IS CORRECT, ALL
COMPONENTS ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE
OPERATIONAL, FUEL SHUT OFF VALVES IN GOOD
CONDITION AND LOCATION IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL
ACCUMULATIONS, STARTER FLUID IS IN PROPER
CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF
CLOSING FUEL CAP IS WORKING PROPERLY, HIGH
PRESSURE FUEL LINES GUARDED OR COVERED
PROPERLY, FUEL LINES PROTECTED FROM
DAMAGE, FUEL TANK GUARD IN PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE
SIZE, CORRECT TYPE OF FUSE, BATTERY COVERS
IN PLACE, WIRING OF PROPER SIZE, MAIN
DISCONNECT WORKING PROPERLY, WIRING
BUSHED THROUGH METAL WALLS, WIRING
SECURED DOWN, CHECK AUDIBLE WARNING
DEVICE WORKING CORRECTLY, CHECK NEUTRAL
START SWITCH, ALL BARE ELECTRICAL
TERMINALS ARE INSULATED, ALL REQUIRED
LIGHTS ARE WORKING, CHECK THAT FUEL LINES
ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON
ENGINE, ALL GLASS IN GOOD CONDITION,
OPERATIONAL CONTROLS WORKING PROPERLY,
SPARK ARRESTER INTACT, MACHINE PARKING
BRAKE AND SERVICE BRAKES WORKING
PROPERLY, EMERGENCY STOP PANIC BARS
CORRECTLY ENGAGE BRAKING SYSTEM AND
STOP MACHINE, WITHIN 5 SECONDS OF ENGINE
SHUT DOWN (HEAVY DUTY ONLY)

2MSHA05809



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF
NEEDED, FIRE EXTINGUISHER INSPECTION TAG AND DATED, SELF ACTUATING FIRE
SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY TO REMOVE POWER FROM
EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR
AIR TANKS ARE NOT EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS
PROPERLY INSTALLED, ADDITIONAL INSULATION PROVIDED ON ENTRANCE GLAND
IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND GROUND
CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH METAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL
CONTROLLERS PLUGGED OR COVERED, DOORS TO ELECTRICAL CIRCUITS ARE
SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION, ELECTRICAL CABLES AND
CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT
FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE
IDENTIFIED CORRECTLY, RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS
ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF PLUG AND MACHINE, STRAIN
CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES
COMMUNICATION LINES AND HIGH VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT,
UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES
FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO
ROOF AND RIB HAZARDS, AREA WELL ROCK DUSTED

2MSHA05810
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PERMISSIBILITY WEEKLY DATE ENDING

6 May 2007

FOSTER MCAURTHER

ALL PORTABLE AND PERMANENT PUMP’S

M S|gnature GGy

2MSHA05812



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE
EXTINGUISHER INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE
AND WIRED CORRECTLY TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE
PROTECTED AND PROPER LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS
BOTTLES OR AIR TANKS ARE NOT EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED,
ADDITIONAL INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED
CORRECTLY, MONITOR AND GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH
MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED
OR COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD
CONDITION, ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP
SWITCHES WORK CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR
PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED
CORRECTLY, RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS
FOR LOCK OUT OF PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL
INSULATION, DUST COVERS FOR RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND
HIGH VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB
HAZARDS, AREA WELL ROCK DUSTED

2MSHA058'\ 3



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED,
GROUND AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARP EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL
CONDITION OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND
STUFFING BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT
PROPERLY CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME
RESISTANCE, PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM
DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY
LOCK DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB
CERTIFICATION TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS
TO PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS,
(BATTERY BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED
OUT, BOTTLES NOT DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION,
INSPECTION TAG ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05814



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
» SHP PUMP P 5-36
5 /p¢s57| XC15 RETURN & =
XC39 MW 6.4 HP PUMP P 6.4
5967 | RETURN i 0,3 EM
XC 39 MW 13HP PUMP P13 -
597 | RETURN 34 X EM
XC 44 M.W. 6.4 KW PUMP P6.4
S | RETURY | 5 & FM
XC 47 M.W. 6.4KW PUMP P
9.7 | RETURN 6.4-30 oK EmM
1°TEAST 2 G PUMP
BLEEDER SYSTEM
PUMPS
XC 52 1STEAST | 13 HP PUMP SC
07 #18 oK Em
XC5 BLEEDER | 13 HP PUMP N )
5Fa7 X Em
XC35 2EAST 13HP PUMP
S0 & EM
2™° EAST 2 G PUMP
SYSTEM
XC33 5HP PUMP
s e | mDEAST X FM
XC 20 DBOXES#7 &
58 RED OUT & EN
XC 23 SHP PUMP P# 23 FM
5-F-A BLEEDER (X
XC-52 15TEAST | 13 HP P# 52 ¥
NOTE’S

2MSHA05815



DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
15T WEST &2 2G PUMP
WEST SYSTEM
BLEEDER
XC121% 2GP13-1
5 777 | WEST XK EM
XC 1 BLEEDER | 2GPI13-2
5. 7.1 15T WEST X FM
XC7 2G P 133
2NDWEST
&.77-67| BLEEDER & AN\
DOG LEG 2" 2G P134 "
WEST
5.72.¢51 | BLEEDER & M
3*° | EFT 2GPs5-1 i
5707 a8 =M
REGULATOR 2GP5-2 Y
5 7,07 31/4 d FZ M
3 1% CORNER 2GP 13-5 )
5 .67 X FM
3 % CORNER 2GP28-1
Sy o) /5.4 FM
3 % BLEEDER 2G 5-3
5157 aC EM
31%XC2 2G 5-4
S Aow) X FM
3%XCS5 2G 5-5 —
53677 XK FM
3% XC 10 2G 56 —
5 7.0 »4 M
3 % CORNER 2G 30hp pump
5.0 K £\
3 % CORNER 2G30hp pump
7057 K Fm

PERMISSIBILITY MUST BE SIGNED AND DATED
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PERMISSIBILITY WEEKLY DATE ENDING_ 2%~

13 May 2007

NICK MILLS

#5 & 7 848 BATTERY CAR’S
BELT PORTAL DUSTER
BELT PORTAL MAGNET"S & CONTROLLER’S
MAIN LINE TRICKLE DUSTER’S

, DIESEL GENERATOR BATTERY BOSTER #1

SOUTH CRANDALL PUMPS
ALL CRANDALL MINE BELTS & TAKE- UPS
BELT BRAKES

SIG

2MSHA05817
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INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHAO581 8



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA05819



i

PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
’ TAKEN
P e A
GENERAL % Atz
GENERAL #5 sgBarTERY | O.0.S A’
57567 | vixe SHUTTLE CAR Fag s P e
GENERAL #78gBaTTERY | 0.0.S &Aea//%
55,1559 MINEXCIMW | SHUTTLE CAR 2 | A7
GENERAL #5 BOLTER 0.0.5 Chectds”
L7507 MINE XC82 MW | SINGLE BOOM Tda A
GEN MINE 213 LEENORES &W
XC 86 MW ROOF BOLTER
5 00S Fag AT
GEN MINE #6 BATERY SC 00S _, 4&5 /g/
5507 XC4MW Taz At
- GEN. MINE GARY’S OFFICE BATTERY BOSTER#1 U @Y7 Frine
Sl od /kéleogr'arz s
- ». [
,‘ oMSH 05820



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
G/ G foipn |yt ExPrigundy
_ BELT PORTAL TRICKLE , 1Sy
5507 DUSTER#ST4471 OF 1hPechin Ty > ./V,/”f
A A =z~ 4
BELT PORTAL CONTROL BOXES, : ‘ g7/
5501 ET.C. i< of ”'%Q,fg 4k€/l/ﬁ; /WL—(
MAGNET# 1HEAD |/ 6 2F #rae | Checked 2t
-/45.5o) PELT PORTAL ROLLER s éﬂ,’_ “ fWC&/bﬂ . &:;// et
GEN. MINE HoF or ploert | Seasy.
£t 2 on | P | e
NOTE’S
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT ACTION | INITIAL’S
CONDITION TAKEN
2"EASTBELT | 10HP PUMP SC #P24
5-/5-07]| HEAD ROLLER o5 CZ‘W%E!/ g
#3BELTXC7 | 10 HP STAMCOR #P5
G151 oS Cheadifley | AV
3™ EAST XC23 | 5HPPUMP #P7 a7 o 7
5:/?’.07 FH gtz /té/m alf A~ //;6{
" EASTXCI9 | 5 HP PUMP #P6 85w g
5/5-07 _ oo% (/cc%cé_ %M
- /ﬂrz EASTBELT | 5HP PUMP #P25 oS é/e%ﬂ/p{,/ ey
va/;-07 3PEASTXC24 | 13 HP PUMP # P4 ,Zu w2 485 been /é Lo ) /7 Pz
3" EASTXC 24 | 5 HP PUMP #P23 )y P il OAeee”
757 LE rn5 T | 22t | AT
5567 3 EASTXC7 | #18 2CIRCUIT D-BOX s e ot %W«/ e
TPEASTXC 19 | #13 2CIRCUIT D-BOX 7 Vivo Togper P
S N
I 1STEAST | BREKLY #3 AND CONTROLLER | 2/ &,
51507 SOUTH CRANDALE Tt pfditd), K oA el
v
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION TAKEN INITIAL’S
oMSHAO 5822



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT ACTION | INITIAL’S
CONDITION TAKEl‘\I
‘ #] BELT 6.4PUMP SC #P1 /oA P W | aheect”
54677 PORTAL Of b, |? 2 S
#1 BELT 10HP PUMP SC #P2 Yol at popg | shechnt »
&-/5-¢7 | OVERCAST 4 ﬂlfﬁ//aﬂévq 2 ///”/
107 XC22mainso | 5 HP PUMP #15 SO.CRANDALL OOS 44&&% s
SO. CRANDALL | 6.4 KW STANCOR PUMP SC X5 oy Bh< u/%é/eo(/
4 507 ROCK ROOMS | #P12 Y Z:'/,/ EXFrittrrsbes A
/ @d 3\ s
4/ | SO-CRANDALL | LEE NORIS ROOF BOLTER 008 cﬁeﬂ% A A
SC INTAKE SHP SC #18 ¢/ G i CbccHeH 2/
5) BOTTOM OF atl ok
507 | sLope Upen /acPccNion o s
P 1TEASTXCI18 | 5 HP SC#P8 OW g/ s alr | & heckea”
i rrme o, /}tyto;f,;m,, 27 p 7 s
S5 | SCNORTH SHP #P9 1B o | checkarl oz
RETURN FACE Fiwe of o ety P %
- SOUTHMAIN | 54KW SC #P10 00S e #:: Sy | Stasch ed
57807 xC1 me«, ﬂ‘k@ Altn M
L 5?7, 5 XC2 #4BELT | SHP#PI1 00S aAMaff__ e,
5% -
/57 BORE HOLE SHP SC #P5-13 00S . 0@4% e
XC 24 S0. 10HP SC #P14 Peaf Kort?, yz e/ e A4 :
. CRANDLL SO. -
;‘/;'07 MAIN ﬂ/bm PMral M
~ 2ND EAST SHP PUMP SC #P19 It Chectozyl
5/ 707| ™NTAKE fup 15 ’bla'?” Al Ca ///‘/L
oA Locatis :
3RD EAST 6.4 KW STANCOR PUMP SC .
4 15-(57| BELT DRIVE #P21 005 04&%/ A
4
NOTE’S

bxr for /Mﬂ 13 LY Hor 3%

$ /9 _ale ot on¥ of Selvze.
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INTTIAL’S
TAKEN
#1 BEL 3.6 HP PUMP¥ Sob ¥ o/#v/ 7
f/{ 2] DRVE nvoar |- . C/Z-r” 7 T
xc1#1BELT | 10mpPuMPHP1 | 4P /5 e L, Cleciect
e s |7 g Ry
#1 BELTTAIL |/#HP PUMP #P3 ah ok ot e | Checked 4 )
51557 NG gt | O S ok ion ok Yasah
XC 6 M.W. 6.4 KW PUMP Gl ol a fime | Checket an
5/{07 BELT LINE #PASTANCOR rsseinn /,{/ ///%
1TSOUTH XC | 5 HP PUMP #P5 g/l ek Gt Fiwe< Chtche 2
51507 4o FLvGHT oF it ip . Vakadul
XC 38 M.W. 5 HP PUMP #P8 @H o/ pof FormC Cheeeralf
55 07| BELT FYGHT O inttct or Y L
XC 39 M.W. ssxweoMp iR | BH o art Frim VA L. ettt
57/-47 BELT FYGHT o) st Z iy
—. XC 45 M.W. 41150 HP PUMPE: | e Bt e
Stroe #1 CONTROLLER | % daXe. \nm::* Z@w 4 @-ﬂ\
S5~ | XCa45sMW. misomprowp | O 2bdinme 0¥ Creeken CDF
e _ o
XC 47T MW 6.4 KW PUMP al/ol a7 Frin—< | o pecHel
é’ «//'p7 BELT #P10 STANCOR ﬂ,d 508, &f-,;,,, 2zl o ’// M
Y I G fymt 2L ecfeet i
XC 46 M.W. 13 HP PUMP#P11
$lpo? FYGHT 2L 1t an 2,z | P
- rot D
srma Yoo | e | e e ey T B S
- 30NO #1 6.4 STANCOR ) y
/6 7| BELTTAIL #:23 00s Yap P s’
T NO. HE #
§-/5607| Roligr - | Fvour | 008 Checkidyy, | oo
XC 46 MAIN SHPPUMPPIS | 2/ ok’ af Tim< e bocotled oy
5 '/7'"0 1| WEST I\T:IiIKE of /:16,//07"./”’ l.:[[ / /’M
~ XC 40 5 HP PUMP #P6 Y, F Fim Ahecked
5-}5-¢77| WEST FYGHT ”f: /ﬁg’;}c o P e
150 HP PUMP wndh. ol Al -
— XC 45 M.W. z
e | |V | Lt | o
XC 65 MW 2CERCUITDBOX | #// 2K a¥ er Cb eokedd =4 ,
707 #12 2l 1\ 1 o0e cfion y/ a M
;_/ 5.p7 XC 63 MW 5HP PUMP @/ okl ot f—‘,}.:: < CAW V4 A
7, Y. 4
T Tl | SR P g P ’ —
S0 Vol Elypt Lo Cock Dt | put bl Dt e | TS
NOTE’S

T eitd



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT ‘ CONDITION ACTION INITIAL’S
TAKEN .
N 2 e | ChAleRKet 2
XC 50 M.W. 18 HP PUMP#P13
5/509 | INTAKE STANCOR oFrépecty, - 2 -~ a/%/o[
_] xcsimw. sanppoMpepta | P4 "/ ot Frivee | Clrep et Ry
§/407] INTAKE STANCOR A A2 2 Y L
XC 68 M.W. 64HP PUMPHPIS | o/ o8 2 Fdret | Ao e Tt 5 7
575-07| INTAKE FLYGHT slySpcet o el e
SO.CRANDAL | #18 D-BOX Z, //; e Frm e CLgeiico b
XC 6.5 3% . an Ay
47 /// EAST oF 1esres ¥iop &
15" RIGHT 13HPPUMPEP 17 | P St clbeckert oy’ oits
57h9) | sEALs OF i echion oA
: 1 RIGHT 1 % HP PUMP # @) o o1 Checkerd ot
G-Jb7| seaLs Pi8 2 f ) eb e oy — P A
NE UMP el
g;ﬂuﬁ mer . ) VA % @l o# =¥ eloCe e ol
time of irdtectivy ot | A7
NOTE’S
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DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN )
SO. #1 BELT DRIVE 4
CRANDALL AND LIGHTS 008 <
XC1
G507 f?’ A
SO. 3* EAST BELT
CRANDALL AND TAKE UP 008 %{éﬁ/ /V,,)
5/507 SUP 500 Y7
S0. #2 BELT DRIVE & -
CRANDALL LIGHTS 00s Zhe c)/; 7
e, 2z | A
‘ SO. BBELTDRIVE, | Pz
' CRANDALL LIGHTS & BRAKE
CONTROLER & e e
z TAKE-UP
; 57507 ;,%, P
t ) #1 BELT SCALES YR
&/ 5| CRANDALL 008 Lty
SO. #4 BATTERY 00s Che &Afc‘?
CRANDALL COAL HAULER 7/ ot
S/t0) 24 —rd
SO 2 EAST BELT 008 Z W
CRANDALL & CONTROLLER it
4907 754/
SO CRANDALE | SUPER 500 &
. CONTROLLER | 0OS gt 4‘/7/
i 2 EAST 7/
lsor Lz ~
L CRANDALE #1 LEE NORSE 00S A 7
Z1507 i/;;, P
SO.
CRANDALL
SO.CRANDALL
SO.
CRANDALL
SO.
CRANDALL
NOTES:
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT | = CONDITION ACTION INITIAL’S
TAKEN
XC3 #1 DRIVE & O accuniula fogres egreas5el ¥ chsl))
5 /ézf} MAIN NORTH | TAKE-UP Mﬁ_/‘f/‘&fw’ém s 7 yy “ S
XCs #2DRIVE & S/ IR A Frie Pl el £Xfeirtoslad
£77-:67| MANWEST | TAKE-UP 2F ;4/60‘7},;/ 71/4; > AT
XC 39 #3 DRIVE & A/ op at-Fmte liaste bt )
/6o manwest | Takeup fabpection, At e et
XC 69 #4 DRIVE & Floaf coc! st s, af
ff/én MAIN WEST | TAKE-UP ttaml gtions a4 Nl
XC 70 #ABELTBRAKE | Floar Lowl A Y
$/6-07 | MaN wEsT ax“,“,/ﬂﬁ/MM ses i ﬂ ~
XC1 SOMAINS #1
SOMAINS BELT DRIVE & c leeeted
Hbs7 TAKE-UP 25, Vagg L7
XC 33 ]3;: i NORTH ] g # f Fmee | P G
MAIN WEST ; - %
ﬁ/ﬂﬂ DRIVE. oF i 5/Wf/"“ ahlf [?;-%4,‘ f ;ﬁ /V/V(
XC 103 MAIN | #5 DRIVE & Coal eewreiletind -V Esdcol Ay v,
5Y/7-07| WEST TAKE-UP %u//djs’(,iaf )5';: =1 a2
MAINWEST | #6BELIDRIVE | @ o/ ar Fim® | .checfalyby
%7/1767 | SHORT BELT o 1uesp eh o P /W‘/C
MAIN WEST #7BELTDRIVE | flpfm pea Fof el pstd
5/7-07 | SECTIONBELT | TAKE-UP }\; J#, ,:FJ'/‘L 7 ﬁnf&dm A A
XC 6 3™ 3*> NORTH #2 ! el Lomilae
5+ 767 NortH BELT DRIVE s %”MMT( f ;/Fa A ,; I At
NOTES:

2M

SHA05827



PERMISSIBILITY WEEKLY DATE ENDING & ~/%

13 May 2007

HUGH ARRIOTTI BLAIN FILLMORE

OUT-BY 2- ENTRY DIESEL EQUIPMENT
, DIESEL. BOLTER ALLCO GATOR
, # 404, JEFFRY DUSTER #10 BUCKEN WHILLEY
patE S /907
PERMISSIBILITY

MUST BE SIGNED AND DATED

2MSHA05828



INSPECTION OF PERMISSIBLE DIESEL EQUIPMENT (HEAVY DUTY)

INTAKE AIR SYSTEM, CHECK FOR DAMAGE OR ALTERED, COPPER GASKET IN GOOD CONDITION, INTAKE
FLAME ARRESTER CLEAN, NO EXCESSIVE OPENINGS .018 INCH FILAMENT TYPE, NO HOLE TYPE DO LIGHT
TEST

EXHAUST SYSTEM, CHECK ALL BOLTS AND WASHERS IN PLACE AND TIGHT, ALL GASKETS INSTALLED AND
JOINTS TIGHT, EXHAUST SYSTEM FASTENERS IN PLACE AND TIGHT, EXHAUST IN GOOD CONDITION, HOLES
PLUGGED, NO CRACKS

CHECK SHUT DOWN, INTAKE VACUUM NOT TO EXCEED 25" OF WATER AT FULL THROTTLE, EXHAUST BACK
PRESSURE AT FULL THROTTLE NOT TO EXCEED 34" OF WATER, CHECK FOR AIR SYSTEM LEAKS, SCRUBBER
SYSTEM SHUT DOWN LOW WATER, HIGH TEMP. SHUT DOWN, HIGH COOLANT SHUT DOWN, EMERGENCY
INTAKE AIR SHUT OFF OPERATIONAL, BRAKES OPERATIONAL SET UP WITH IN 5 SEC. OF SHUT DOWN, ALL
COVERS AND GUARDS IN PLACE AND SECURED DOWN,

CHECK FIRE SUPPRESSION SPRAYS CAPPED, HOSED PROTECTED FROM DAMAGE, ACTUATOR PRESSURIZED,
AUTOMATIC SYSTEM FUNCTIONAL, FIRE SUPPRESSION ENGINE SHUT DOWN OPERATIONAL, FIRE
EXTINGUISHER MOUNTED, DATE AND INSPECTION TAG ATTACHED.

CHECK AUDIBLE WARNING DEVICE, MACHINE FREE OF ACCUMULATIONS, CHECK PARK BRAKE SYSTEM IS
OPERATIONAL, CHECK MACHINE CONTROLS FOR PROPER OPERATION, ALL LIGHTS WORK IN BOTH
DIRECTIONS, PACKING GLANDS INSTALLED CORRECTLY, PACKING NUTS SECURED WITH LOCKING DEVICE,
UNUSED GLANDS SPOT WELDED, CABLES AND CONDUITS ARE FLAME RESISTANT, CABLES AND CONDUITS
ARE PROTECTED FROM DAMAGE, EXPLOSION PROCF COMPARTMENTS, NO EXCESS GAPS. IN FLAME PATHS
ALL BOLTS ARE TIGHT AND IN GOOD CONDITION, XP AND 2G TAGS ARE ON, ELECTRICAL SYSTEM IN GOOD
CONDITION

2MSHA05829



INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF DEFECTS, INSPECTION TAG ON AND DATED, FIRE SUPPRESSION
SYSTEM IS IN GOOD CONDITION AND OPERATIONAL, CAPS ARE ON NOZZLES, NOZZLES LOCATION IS CORRECT,
ALL COMPONENTS ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE OPERATIONAL, FUEL SHUT OF VALVES IN GOOD CONDITION AND LOCATION
IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL ACCUMULATIONS, STARTER FLUID IS IN PROPER CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF CLOSING FUEL CAP IS WORKING PROPERLY, HIGH PRESSURE FUEL
LINES GUARDED OR COVERED PROPERLY, FUEL LINES PROTECTED FROM DAMAGE, FUEL TANK GUARD IN
PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE SIZE, CORRECT TYPE OF FUSE, BATTERY COVERS IN PLACE,
WIRING OF PROPER SIZE, MAIN DISCONNECT WORKING PROPERLY, WIRING BUSHED THROUGH METAL WALLS,
WIRING SECURED DOWN, CHECK AUDIBLE WARNING DEVICE WORKING CORRECTLY, CHECK NEUTRAL START
SWITCH, ALL BARE ELECTRICAL TERMINALS ARE INSULATED, ALL REQUIRED LIGHTS ARE WORKING, CHECK
FUEL LINE ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON ENGINE, ALL GLASS IN GOOD CONDITION, OPERATIONAL
CONTROLS WORKING PROPERLY, SPARK ARRESTER INTACT, MACHINE PARKING BRAKE AND SERVICE BRAKES
WORKING PROPERLY, EMERGENCY STOP PANIC BARS CORRECTLY IN GAGE BRAKING SYSTEM AND STOP
MACHINE, WITHIN 5 SECONDS OF ENGINE SHUT DOWN (HEAVY DUTY ONLY)

JMSHAQ5830



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 L.BS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOQUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
GEN MINE JEFFREY DUSTER #13 0 O j
GEN MINE STEAM CLEANER
sod
GEN MINE DIESEL GATOR #15 O a j

T

/

. /? GEN MINE #10 BUCKIN WILLY 542 &/J/,,', ,? A "'"" /,,74 ,‘y q// ﬁ /;

NOTE’S

LIST ALL ELECTRICAL HAND TOOL’S

DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN
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VEHICLE

CONDITIONS AND COMMENTS

WEEK OF

SAFE TO OPERATE

EMMISSIONS & FIRE SUPP.

DEFECT OR
CONDITION

CORRECTIVE ACTION

#1975

75¢

#4-975

Y30

#5-GEHL

#6-GEHL

#1-GEHL

#4-4110

#1 TERRA
PRO

WEEKLY H.D. & PERMISSIBLE VEHICLE CHECK
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13 May 2007

HUGH ARRIOTTI BLAIN FILLMORE

ISUZU TRUCK’S

S | gnaturc ey,
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INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF
DEFECTS, INSPECTION TAG ON AND DATED, FIRE
SUPPRESSION SYSTEM IS IN GOOD CONDITION
AND OPERATIONAL, CAPS ARE ON NOZZLES,
NOZZLES LOCATION IS CORRECT, ALL
COMPONENTS ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE
OPERATIONAL, FUEL SHUT OFF VALVES IN GOOD
CONDITION AND LOCATION IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL
ACCUMULATIONS, STARTER FLUID IS IN PROPER
CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF
CLOSING FUEL CAP IS WORKING PROPERLY, HIGH
PRESSURE FUEL LINES GUARDED OR COVERED
PROPERLY, FUEL LINES PROTECTED FROM
DAMAGE, FUEL TANK GUARD IN PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE
SIZE, CORRECT TYPE OF FUSE, BATTERY COVERS
IN PLACE, WIRING OF PROPER SIZE, MAIN
DISCONNECT WORKING PROPERLY, WIRING
BUSHED THROUGH METAL WALLS, WIRING
SECURED DOWN, CHECK AUDIBLE WARNING
DEVICE WORKING CORRECTLY, CHECK NEUTRAL
START SWITCH, ALL BARE ELECTRICAL
TERMINALS ARE INSULATED, ALL REQUIRED
LIGHTS ARE WORKING, CHECK THAT FUEL LINES
ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON
ENGINE, ALL GLASS IN GOOD CONDITION,
OPERATIONAL CONTROLS WORKING PROPERLY,
SPARK ARRESTER INTACT, MACHINE PARKING
BRAKE AND SERVICE BRAKES WORKING
PROPERLY, EMERGENCY STOP PANIC BARS
CORRECTLY ENGAGE BRAKING SYSTEM AND
STOP MACHINE, WITHIN 5 SECONDS OF ENGINE
SHUT DOWN (HEAVY DUTY ONLY)

2MSHA05835



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF
NEEDED, FIRE EXTINGUISHER INSPECTION TAG AND DATED, SELF ACTUATING FIRE
SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY TO REMOVE POWER FROM
EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR
AIR TANKS ARE NOT EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS
PROPERLY INSTALLED, ADDITIONAL INSULATION PROVIDED ON ENTRANCE GLAND
IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND GROUND
CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH METAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL
CONTROLLERS PLUGGED OR COVERED, DOORS TO ELECTRICAL CIRCUITS ARE
SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION, ELECTRICAL CABLES AND
CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT
FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE
IDENTIFIED CORRECTLY, RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS
ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF PLUG AND MACHINE, STRAIN
CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES
COMMUNICATION LINES AND HIGH VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT,
UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES
FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO
ROOF AND RIB HAZARDS, AREA WELL ROCK DUSTED

OMSHA05836



DATE | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
J=171¢ ziso Kﬂlﬂa /2 1 vz’ EL
# 28ISUZU 7{,)/ 7/,” > / )
54/§ # 291SUZU No5 \
S- 1% | ¢ s MZ iw/ o 7‘44[;///% /
4 4/@ 4 32ISUZU ,// oy (9 ‘@ / [
L=y somm Winsdisld 7 2 pasred |G
# 46ISUZU A///:L// &,/ ) _
5”/7 #_4718UZU 45,7{//14«44; 77«( 24 7fr’£/ /]//
419 | # 21020 X / ) 5
ool wn | i Trmd 77
F-7] | v 4 1500 5 /m s /WV/ 77
£e/G | #9 suzu Ve
% /5 [ /fw, Ry 7
5. /q # 12 ISUZU i/:
:{.,7,5’ # 1 ISUZU /7 /: 744[// dé// %—‘:
/% | v wsomw Hoed S, £ U neince! e
S=r9| + 2oz 2/ bhs #Y s [Potrieed | 57
( /4 # 21ISUzZU ST 7 / &7r
{ -/? # 221SUZU 7 X3 2;:»
j.,{z # 231SUZU %rv/z;;‘ A
PERMISSIBILITY
MUST BE SIGNED AND DATED
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN
1/2“ DRILL = ot {;/
4 "|GRINDER & /
BATTERY > /
CHARGER {

2MSHA05837




PERMISSIBILITY WEEKLY DATE ENDING JC/M?

13 May 2007

BLAIN FILLMORE HUGH ARRIOTTI

#2 AIR# 1 & # 2 DIESEL WELDERS
COMPRESSOR,
BANANA DUSTER, BUCKIN WILLY,
#5 SLINGER DUSTER #5 #6 #7 GEHL
TERRA PRO #1 #4 975

SIGNED Slgnature pare_J 25-07




INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF DEFECTS,
INSPECTION TAG ON AND DATED, FIRE SUPPRESSION SYSTEM IS
IN GOOD CONDITION AND OPERATIONAL, CAPS ARE ON
NOZZLES, NOZZLES LOCATION IS CORRECT, ALL COMPONENTS
ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE OPERATIONAL, FUEL SHUT
OF VALVES IN GOOD CONDITION AND LOCATION IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL ACCUMULATIONS,
STARTER FLUID IS IN PROPER CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF CLOSING FUEL
CAP IS WORKING PROPERLY, HIGH PRESSURE FUEL LINES
GUARDED OR COVERED PROPERLY, FUEL LINES PROTECTED
FROM DAMAGE, FUEL TANK GUARD IN PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE SIZE, CORRECT
TYPE OF FUSE, BATTERY COVERS IN PLACE, WIRING OF PROPER
SIZE, MAIN DISCONNECT WORKING PROPERLY, WIRING BUSHED
THROUGH METAL WALLS, WIRING SECURED DOWN, CHECK
AUDIBLE WARNING DEVICE WORKING CORRECTLY, CHECK
NEUTRAL START SWITCH, ALL BARE ELECTRICAL TERMINALS
ARE INSULATED, ALL REQUIRED LIGHTS ARE WORKING, CHECK
FUEL LINE ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON ENGINE, ALL
GLASS IN GOOD CONDITION, OPERATIONAL CONTROLS
WORKING PROPERLY, SPARK ARRESTER INTACT, MACHINE
PARKING BRAKE AND SERVICE BRAKES WORKING PROPERLY,
EMERGENCY STOP PANIC BARS CORRECTLY IN GAGE BRAKING
SYSTEM AND STOP MACHINE, WITHIN 5 SECONDS OF ENGINE
SHUT DOWN (HEAVY DUTY ONLY)

2MSHA05839



INSPECTION OF PERMISSIBLE DIESEL EQUIPMENT (HEAVY DUTY)

INTAKE AIR SYSTEM, CHECK FOR DAMAGE OR ALTERED, COPPER GASKET IN GOOD CONDITION, INTAKE
FLAME ARRESTER CLEAN, NO EXCESSIVE OPENINGS .018 INCH FILAMENT TYPE, NO HOLE TYPE DO
LIGHT TEST

EXHAUST SYSTEM, CHECK ALL BOLTS AND WASHERS IN PLACE AND TIGHT, ALL GASKETS INSTALLED
AND JOINTS TIGHT, EXHAUST SYSTEM FASTENERS IN PLACE AND TIGHT, EXHAUST IN GOOD CONDITICN,
HOLES PLUGGED, NO CRACKS

CHECK SHUT DOWN, INTAKE VACUUM NOT TO EXCEED 25" OF WATER AT FULL THROTTLE, EXHAUST
BACK PRESSURE AT FULL THROTTLE NOT TO EXCEED 34" OF WATER, CHECK FOR AIR SYSTEM LEAKS,
SCRUBBER SYSTEM SHUT DOWN LOW WATER, HIGH TEMP. SHUT DOWN, HIGH COOLANT SHUT DOWN,
EMERGENCY INTAKE AIR SHUT OFF OPERATIONAL, BRAKES OPERATIONAL SET UP WITH IN 5 SEC. OF
SHUT DOWN, ALL COVERS AND GUARDS IN PLACE AND SECURED DOWN,

CHECK FIRE SUPPRESSION SPRAYS CAPPED, HOSED PROTECTED FROM DAMAGE, ACTUATOR
PRESSURIZED, AUTOMATIC SYSTEM FUNCTIONAL, FIRE SUPPRESSION ENGINE SHUT DOWN
OPERATIONAL, FIRE EXTINGUISHER MOUNTED, DATE AND INSPECTION TAG ATTACHED.

CHECK AUDIBLE WARNING DEVICE, MACHINE FREE OF ACCUMULATIONS, CHECK PARK BRAKE SYSTEM
IS OPERATIONAL, CHECK MACHINE CONTROLS FOR PROPER OPERATION, ALL LIGHTS WORK IN BOTH
DIRECTIONS, PACKING GLANDS INSTALLED CORRECTLY, PACKING NUTS SECURED WITH LOCKING
DEVICE, UNUSED GLANDS SPOT WELDED, CABLES AND CONDUITS ARE FLAME RESISTANT, CABLES AND
CONDUITS ARE PROTECTED FROM DAMAGE, EXPLOSION PROOF COMPARTMENTS, NO EXCESS GAPS. IN
FLAME PATHS ALL BOLTS ARE TIGHT AND IN GOOD CONDITION, XP AND 2G TAGS ARE ON, ELECTRICAL
SYSTEM IN GOOD CONDITION

2MSHA05840



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT ACTION INITIAL’S
CONDITION TAKEN
GEN MINE BANANA DUSTER / i o / 5 =
£-/9 Aa Whe /% Jire Ja 41.{/
GEN MINE #2 TERRA PRO ,
MINE TER oL 6 /
, GEN # 5 SLINGER DUS
ﬁ/? AR o 4ﬂ /ﬁ/ ﬂf(://”f//
# COMP -
.D/"ﬁ GEN MINE /L?t‘,/ oy %«z/»j ﬁf
4 {
) 7/ o /.4 GEN MINE # 2 WELDING TRAILER é( (
GEN MINE #5 GEHL
09 5 \
GEN MINE #6 GEHL 20 5 X
\
GEN MINE #1 TERRA PRO 00 5 /
GEN MINE -
S92t Ui s |Bopained | 7
4495 4 _/@M,/ g~
-\
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE TOOL CONDITION Action TAKEN INITIAL’S
4! /'%m/ Ly al A
/g / 71/ éﬁ{ //

2MSHA05841




i

PERMISSIBILITY WEEKLY DATE ENDING.S - f -0

13 May 2007

LARRY POWELL JESS GILBERT RYAN MANN ISRAEL P%TERSEN

WEEKLY EXAM’S HAVE -
POWER CENTER’S,
SWITCH GEAR’S
DISTRIBUTION BOXES
CAPACITOR BANK

DATE

S-14-0)
ST 19-0)

e




INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION COF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:
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PERMISSIBILITY MUST BE SIGNED AND DATED

SOUTH CRANDALL MINE
DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
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SWITCH GEAR

PERMISSIBILITY MUST BE SIGNED AND DATED
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PERMISSIBILITY MUST BE SIGNED AND DATED
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PERMISSIBILITY WEEKLY DATE ENDINGjr —F

13 May 2007

JAMSON WARD

MAIN WEST SECTION

, 4978 MINER,
, # 13-8 FLETCHER BOLTER
CAIBRATE CH 4 WITH 2.5 GAS

nature
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INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROCF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY )

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA05850



PERMISSIBILITY MUST BE SIGNED DATED
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PERMISSIBILITY WEEKLY DATE ENDING 5%1-9-07

13 May 2007

RUSS LARSON

ALL CAP LAMP’S1 AND CHARGER’S

SIGNED
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/
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INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED,
GROUND AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL
CONDITION OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND
STUFFING BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT
PROPERLY CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME
RESISTANCE, PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM
DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY
LOCK DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB
CERTIFICATION TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS
TO PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS,
(BATTERY BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED
OUT, BOTTLES NOT DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION,
INSPECTION TAG ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05853



2 2 7/ PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | EQUIPMENT CHARGERS CONDITION ACTION INITIAL’S
ABOVE SHOP TAKEN
/ é #1CAPLAMP & CHARGER /62 C
S {
| # 2caPLAMP & cHARGER

# 3 CAPLAMP & CHARGER

#4 CAP LAMP & CHARGER

# 6 CAP LAMP & CHARGER

# 7CAP LAMP & CHARGER

ey

# 9 CAP LAMP & CHARGER

R RE RTR

#10 CAP LAMP & CHARGER

#11 CAPLAMP & CHARGER

# 12 CAP LAMP & CHARGER

#13 CAPLAMP & CHARGER

#14 CAP LAMP & CHARGER

#15 CAP LAMP & CHARGER

#16 CAP LAMP & CHARGER

#17 CAP LAMP & CHARGER

# 18 CAP LAMP & CHARGER

# 19 CAP LAMP & CHARGER

#20 CAP LAMP & CHARGER

#21 CAP LAMP & CHARGER

—]

P & CHARGER

LG

#23 CAPLAMP & CHARGER

/¢

#24 CAP LAMP & CHARGER

LG

#25 CAPLAMP & CHARGER

e

AP LAMP & C:

26

#27CAP LAMP & CHARGER

/

#28 CAP LAMP & CHARGER

16

#29 CAP LAMP & CHARGER

L e

oA

RROR BB A
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT

CONDITION

ACTION
TAKEN

INITIAL’S

#31 CAPLAMP & CHARGER

X

A

#32 CAP LAMP & CHARGER

/

#33 CAPLAMP & CHARGER

[

#34 CAP LAMP & CHARGER

/

#35 CAPLAMP & CHARGER

<

CAP LAMP

&0

#37CAPLAMP & CHARGER

# 38 CAP LAMP & CHARGER

@<
f

#39 CAP LAMP & CHARGER

# 40 CAP LAMP & CHARGER

#41 CAP LAMP & CHARGER

# 42 CAP LAMP & CHARGER

#43 CAP LAMP & CHARGER

#44 CAP LAMP & CHARGER

#45 CAP LAMP & CHARGER

# 46 CAP LAMP & CHARGER

#47 CAP LAMP & CHARGER

# 48 CAP LAMP & CHARGER

#49 CAP LAMP & CHARGER

#50C CHARGER

#51 CAP LAMP & CHARGER

# 52 CAP LAMP & CHARGER

C

# 54 CAP LAMP & CHARGER

#55 CAP LAMP & CHARGER

#56 CAP LAMP & CHARGER

%§%&®§N

Vi

NOTE’S
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s, PERMISSIBILITY MUST BE SIGNED AND DATED
DATE | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN

/ é # 57 CAP LAMP & CHARGER k g C

/é # 58 CAP LAMP & CHARGER

o<
/ é #60 CAP LAMP & CHARGER %’
|
|

/& #61 CAP LAMP & CHARGER

—<€
/ # 62 CAP LAMP & CHARGER

/ # 63 CAP LAMP & CHARGER

j #64 CAP LAMP & CHARGER

#65 CAP LAMP & CHARGER

#66 CAP LAMP & CHARGER

#67 CAP LAMP & CHARGER

# 68 CAPLAMP & CHARGER

#69 CAP LAMP & CHARGER

#70 CAP LAMP & CHARGER

#71 CAP LAMP & CHARGER

#72 CAP LAMP & CHARGER

#73 CAP LAMP & CHARGER

#74 CAP LAMP & CHARGER l

#75 CAP LAMP & CHARGER

#76 CAP LAMP & CHARGER

# 77 CAP LAMP & CHARGER

[ #78 CAP LAMP & CHARGER

l #79 CAP LAMP & CHARGER

#81 CAP LAMP & CHARGER

b
/f | #e2capLaMP & cHARGER D< /g/

NOTE’S

j
/ G #80 CAP LAMP & CHARGER
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT

CONDITION

ACTION
TAKEN

INITIAL’S

# 83 CAP LAMP & CHARGER

2

/6
,/

# 84 CAP LAMP & CHARGER

|

# 85 CAP LAMP & CHARGER

/

# 86 CAP LAMP & CHARGER

/

# 87 CAP LAMP & CHARGER

|

# 88 CAP LAMP & CHARGER

(

# 89 CAP LAMP & CHARGER

/6

#90 CAP LAMP & CHARGER

#91 CAP LAMP & CHARGER

#92 CAP LAMP & CHARGER

493 CAP LAMP & CHARGER ]

#94 CAP LAMP & CHARGER

#95 CAP LAMP & CHARGER

#96 CAP LAMP & CHARGER

#97 CAP LAMP & CHARGER

# 98 CAP LAMP & CHARGER

#99 CAP LAMP & CHARGER

# 100 CAP LAMP & CHARGER

# 101CAP LAMP & CHARGER

# 102CAP LAMP & CHARGER

# 103CAP LAMP & CHARGER

]
e

# 104CAP LAMP & CHARGER

Pm———

# 105CAP LAMP & CHARGER

# 106CAP LAMP & CHARGER

/

# 107CAP LAMP & CHARGER

Y

# 108CAP LAMP & CHARGER

NOTE’S
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CONDITION

ACTION
TAKEN

INITIAL’S

#109 CAP LAMP & CHARGER

7
A

#110 CAP LAMP & CHARGER

a
€
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PERMISSIBILITY WEEKLY DATE ENDING 5 /7 8/

13 May 2007

RUSS LARSON

CRANDALL MINE CONSPEC SYSTEM
SOUTH CRANDALL MINE CONSPEC SYSTEM

SIGNED

DATE ;9—‘7/ ? 07

2MSHAQ05859



PERMISSABILITY MUST BE SIGNED AND DATED

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CL.AMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LCCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05860



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
CRANDALL CONSPEC SYSTEM )
51707 | e A< e
SO. CRANDALL CONSPEC SYSTEM
5/ )-07| Ve O /g -

>4

Jectiezz oly

/Z%W /_/4:

54907

7 .
W/%// %W

=

NOTE’S

LIST ALL ELECTRICAL HAND TOOL’S

DATE

TOOL CONDITION

ACTION
TAKEN

/a4
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PERMISSIBILITY WEEKLY DATE ENDING 8 = /8 -7

13 May 2007

TIM HARPER
3" NORTH

4590MINER # 9 ROOFBOLTER
# 12919 FEEDER BREAKER
MICROW #6 44 SHUTTLE CAR
# 45 SHUTTLE CAR TRICKLE DUSTER 550519120032
488 SECTION SCOOP AND CHARGER HEAT LAMP #6

oate S 57

2MSHA05862



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05863



PERMISSIBILITY MUST BE SIGNED DATED

DATE LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
| TAKEN
3* NORTH 4590 MINER Cowdifiord ¢85 |CA a/( e Prlawe /
- ( sdhs, Cive Supp
S-/2 Jood BN (<
-~ . | 3 NORTH #9 ROOF BOLTER EORdTIVRT T |[ChecRed 71 /)
S-/3 %@c}d Clasme fa#x é//.?
] 7/4 ‘4& 2
~ ... | 3 NORTH #29 TRAINSFORMER comd idienns s eched €/ cakdn
543 ya@& %fe. Protection ‘F\%V ,
.~ .. | 3®NORTH Comod 4,000 i85 | checkad Z7re
(3 HIEE R BREAKER 7{(-,;;4:;2 Protectdois, €obld (ﬁ
| 3™ NORTH MICROWAVE 5 checked Cable)
5i/j 74@ {,uz,lqsure bre..k o {(y/
) 3" NORTH 44 shuttle car COd: #6683 i 5 [CR e(./< ed_ @ (aw..-_
fa OI P
3* NORTH #45 shuttle car Cond ;Lo § caeu«d ( /&.—\ 4 3
‘%’/] J PSS 25 foF \W
/ 2ot
- 3™ NORTH TRICKLE DUSTER v '
S-/¥ SC898 Oo0S yoloss e
5 3" NORTH 488 SECTION SCOOP # . . -
24 oS Oas _ i
- 3% NORTH & CHARGER #11 C ol Zovro 15 | CAgRed Frve J
o e Feed Ly, e
7 3 NORTH s ClhecKed cabh]”
S -L7 27 Y /Uﬂxfﬂfb/t&ara (ﬁ
S~/ | 3 NORTH HEAT LAMP #7 Feoencl i /c‘dbif;’:7€ | G
3* NORTH i ¢
3" NORTH 4590 MINER ﬁﬂ%oflgi}’&s
mon!|
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION TAKEN INTTIAL’S
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PERMISSIBILITY WEEKLY DATE ENDING S = /%- &7

13 May 2007

TIM HARPER

SOUTH CRANDALE 3" EAST

SO. CRANDALL& CRANDALL PHONES, D- BOXES, WELDERS,
HEAT TAPE BELT SCALES PED SYSTEM PRESSURE WASHER
#4 STAMLER FEEDER
SECTION TRANS, KITCHEN LIGHT & MICROOWAVE
CAR, CHARGER TRICKLE DUSTER
UNTRACK & CHARGERS
BOTH BELT KITCHEN’S, DUSTER @ XC 3 M.W.
TRICKLE DUSTER XC 8§ M. N.

pATE S =/ ¢~0O7

2MSHA05866



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA05867



PERMISSIBILITY MUST BE SIGNED DATED

DATE

LOCATION

EQUIPMENT

CONDITION

ACTION
TAKEN

INITIAL’S

SOUTH
CRANDALL

3-/3
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STAMLER FB

O0S
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¢

7
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SECTION TRANS
#18

O0S

ooS
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SOUTH
CRANDALL

SOUTH
CRANDALL
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SOUTH
CRANDALL

SOUTH
CRANDALL
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CRANDALL

SOUTH
CRANDALL

SOUTH
CRANDALL

SOUTH
CRANDALL

SOUTH
CRANDALL

SOUTH
CRANDALL

NOTE’S

LIST ALL ELECTRICAL HAND TOOL’S

DATE

TOOL

CONDITION

ACTION
TAKEN

INITIAL’S
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- PERMISSIBILITY MUST

BE SIGNED AND DATED
DATE | LOCATION | EQUIPMENT CONDITION ACTION INITTIAL’S
TAKEN
GEN MINE
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gy ’ \ S5 . I
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S /3| norTH ’0,&;&}' . [uards, Elve ,ﬂmk/c%"dd JO
T i 935Sy DaFFed, :
S|P A | RS EHe T Bepair | o2
> GEN. MINE # UNITRAC CHARGER | jiqDs s0agq 177088 | pitd e o/ eiw beg
$-/3 B sSSP s | dea s l"-cbl,lca é/(/(/
XC 89 MAIN TRICKLE DUSTER . s S Checled Plaime
~/¢ | so# BeLT Cowd.t.ons Ahs e protedy
‘5/ 4 #4 A3 - ) 5'92;;. ; J/"///
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S-/y 43 O6S Oes =
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3~ /% | NorTH #1 Zood. b AhE, Giiaicls Flandf ({O/
+, | GEN MINE BOOM TRUCK Vs Lo /
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5’| CRANDALL | & pusTER so.5 o0 =
LIST ALL ELECTRICAL HAND TOOL’S
DATE | ToOL CONDITION ACTION INITIAL’S
TAKEN
NOTE’S
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DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN P
— | GEN.MINE BELT WINDER #1 T
543 00S OO0S o
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jféj deviee o) AP /((‘_’ Pacr (10
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5-/3 10-58 636 _Food Frotection, caste, slid @
GEN. MINE MILLER WELDER | _{yaJ Sy
‘ an Vewt guard : (/
\5/’ 5 #353049 bfe Vi and d}f:ma ﬁ efPdcr \_-((0
_ | ITEASTXC-13 | #19 D-BOX Coididio P Che Ked cuable,
S-7 Feoll 7 |G prger 7| 2
SO.CRANDALL | PHONE SYSTEM ;
5-/3 Food. farhed  Vor
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MAIN WEST SECTION 5/'/// 4

DARWON STANFEILD

SECTION TRANS #30 HEAT LAMP #6
MICROWAVE #6 151958 SCOOP & CHARGER

2MSHA05872



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

DEISEL

2MSHA05873



EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE ARCUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHAO05874



DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
NI I=
S /3 | MAIN WEST SECTION TRANS #30  |[125:4 ’i%éi";_ﬁw-«d ﬂ/@
- MAIN WEST HEAT LAMP #6
/i3 Bt Aucnee)wid | Lodlice &
MAIN WEST MICROWAVE #6 L
Sl Condifion o) fom - |95
MAIN WEST 17-2 488 SCOOP
£ %
MAIN WEST 488 SCOOP CHARGER . nok
S /14 ourklng Ropo Nz) s
T
MAIN WES #7 MRS On € 0,
MAIN WEST #3 MRS
¢S Ps
MAIN WEST
MAIN WEST
MAIN WEST
MAIN WEST
JAMESON WARD
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION Taken INITIAL’S
NOTE’S

INSPECTION OF NON-PERMISSIBLE ELECTRICAL

oMSHAQ5875



PERMISSIBILITY WEEKLY DATE ENDING 57 7

13 May 2007

FOSTER MCAURTHER

ALL PORTABLE AND PERMANENT PUMP’S

2MSHA05876



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE
EXTINGUISHER INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE
AND WIRED CORRECTLY TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE
PROTECTED AND PROPER LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS
BOTTLES OR AIR TANKS ARE NOT EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED,
ADDITIONAL INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED
CORRECTLY, MONITOR AND GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH
MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED
OR COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD
CONDITION, ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP
SWITCHES WORK CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR
PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED
CORRECTLY, RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS
FOR LOCK OUT OF PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL
INSULATION, DUST COVERS FOR RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND
HIGH VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB
HAZARDS, AREA WELL ROCK DUSTED

2MSHA05877



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED,
GROUND AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARP EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL
CONDITION OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND
STUFFING BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT
PROPERLY CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME
RESISTANCE, PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM
DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY
LOCK DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB
CERTIFICATION TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS
TO PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS,
(BATTERY BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED
OUT, BOTTLES NOT DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION,
INSPECTION TAG ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05878



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
SHP PUMP P 5-36
<. (7.0 | XC15 RETURN Qf =003
XC39 MW 6.4 HP PUMP P 6.4
5" /(p->] | RETURN 35 0o 4 CM
XC 39 MW 13HP PUMP P13 -
S Ut T RETURN 34 OQ F M
XC 44 M.W. 6.4 KW PUMP P6.4
5" 14 _0—7 RETURN 33 d F:M
XC 47 M.W. 6.4KW PUMP P -
516677 | RETURN 6.4-30 oc. F M
1 EAST 2 G PUMP
BLEEDER SYSTEM
PUMPS
XC 52 1" EAST | 13 HP PUMP SC
5567 #18 & =M
XC5 BLEEDER | 13 HP PUMP
5SS o4 A
XC35 2EAST 13HP PUMP —
S\U567 oC =M
2" EAST 2 G PUMP "
SYSTEM
XC33 5HP PUMP
5.{5477 | 2NDEAST & EM
XC 20 DBOXES#7 &
5 (507 RED OUT oC F‘ M
XC23 SHP PUMP P# 23
5 /507 BLEEDER &‘ (: M
XC-52 1TEAST | 13 HPP#52 _
5/507 9.8 EM
NOTE’S




DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
15" WEST &2 2G PUMP
WEST SYSTEM
BLEEDER @
XC121% 2GP13-1
5114077 | WEST X EM
XC 1 BLEEDER | 2GP13-2
5. /407 | 1 WEST X =12AN
XC7 2G P 133
2NDWEST
5.4/ 47 | BLEEDER o EM
DOG LEG 2™ 2G P134
WEST
S. 1g-07 | BLEEDER X EM
3*P LEFT 2G P 5-1
S 14 X M
REGULATOR 2G P52
S0 | 314 X M
3 1, CORNER 2GP 135
5 40T X m
3 1% CORNER 2GP28-1
5407 /»4 AN
3% BLEEDER | 2G5-3
L1487 4 FM
3 4% XC2 2G 54
5 /467 X EM
3% XC5 2G 5-5
5. /t07 & TN
31%XC 10 2G 56
51467 & M
3 % CORNER 2G 30hp pump
S-14-07 & al
3 1% CORNER 2G30hp pump CC
47

PERMISSIBILITY MUST BE SIGNED AND DATED

2MSHA05880




PERMISSIBILITY WEEKLY DATE ENDING

MAIN WEST SECTION

JASON FURRH

#13269 FEEDER BREAKER
12-65C 12-8 SC 129 S/C 12-11 S/C
#5.6 MRS’S

DATE S "' 7-0O7

SIG

S-11-on

2MSHA05881



PERMISSABILITY MUST BE SIGNED AND DATED

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATICN

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05882



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
f MAIN WEST FEEDER BREAKER 13269 ALLMWLATTOJ\) WASHE .
5//‘ Coal / tege sHED >
5'//‘ MAIN WEST 12-6 SC NO tontEr 4T | YEeD T Kemwi <
MINVE STITE Flg m ,ntfzmm
S MAIN WEST - Migsave CEAD STAL | QEPLACED  wrid
//‘ 12-8 8C Loave gy  wopRk f Ve gnE >
MAIN WEST - MESSTN- RED 23f R EPLAED (v2TH
s [t 12-11 SC Tre vt apy. | G 5
] - DBT -
5 / 7¢ | MAIN WEST 129 8/C 00s 00S 3
#5 MRS O _
& / f MAIN WEST #6 MRS soMmEont REMAEY | TALeED poO5 __
¢ 005 TAL ArTN o
MAIN WEST
MAIN WEST
MAIN WEST
MAIN WEST
JASON FURR
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE TOOL CONDITION ACTION INITIAL’S
TAKEN

2MSHA05883




o™

PERMISSIBILITY

May 2007

GRAVEYARD

LOW & MEDIUM VOLTAGE
MONTHLY CIRCUIT BREAKER TEST’S
HIGH VOLTAGE TEST’S SUB-STATION
SURFACE H.V. VISUAL DIS-CONNECT

SIGNED

DA%E 51125;4“2 7

oOMSHA05884



MONTHLY TEST’S OF ALL TRANSFORMER
CIRCUIT BREAKER’S

FUNCTIONAL TEST’S OF AUXILIARY CIRCUIT’S

DATE | [OCATION EQUIP CONTROL ‘| . GROUND | GROUND COND. INITIALS
POWER .| MONITOR | FAULT FOUND
e ACTION
TAKEN
K5 SECTION , K /)
A’; % | MW SECTION TRANS #29 % ﬂ l
MW XC
5;4 % 4 #2 BELT
DRIVE L /D
. 7 TRANS # $ F—~ ﬁ( <
/> _y MN XC6 #1 BELT
2 DRIVE . /Q
’ TRANS #2 %« % <
5/; X/C 40 MW #1 CAP
2 / BANK
2) 7S0KVAR K 4 /o
;/ X/C 14 3% #16 TRANS .
2 / NORTH 1750 KVA ﬂ g g@' ) ﬁ
/0 ? 950 480V M yd

NOTE’S

OMSHA05886



MONTHLY TEST’S OF ALL TRANSFORMER
CIRCUIT BREAKER’S

FUNCTIONAL TEST’S OF AUXILIARY CIRCUIT’S

DATE | [ OCATION EQUIP CONTROL { GROUND | GROUND | COND. INITIALS
, POWER MONITOR | FAULT FOUND
ACTION
TAKEN

z MAIN WEST X/C 3
24>/ | SHORT BELT #27 TRANS
1000 KVA

€} #6 AND #7 BELT 950/480 V.

Py MAIN WEST -
z }/ SECTION TRANS. #30 TRANS

ER
</

XC _4'3‘“’ NORTH #14 600 KVA

%}% ) 950 480

X/C 2 SO MAINS #23 1000 KVA
/%'%7

</
L

&L | |l
a e | K& o<
s | xcr2mam west | #171000KVA o | & e ’ /0
7 é%? XC69 MAIN WEST :i%;‘%‘?gs é< C§< ) C /O
}/; #9 TRANS
39 XC44 MAIN WEST '
% pEY | s | %
%ﬁ /| xcaoMAIN wesT | #5 TRANS |
% = P /5
Z | | &
| s <

950 480V
&/ # 8 TRANS
XC29 MAIN WEST
é 7 500 KVA i
/
950/480 V.
NOTE’S

2MSHA05887



SUB-STATION CIRCUIT SETTING’S

INCOMING POWER

OVER CURRENT RELAY
CT RATIO 600:5

TAP SETTING- g
TIME SETTING- 3

INST. SETTING- 7

GROUND FAULT SETTING
CT RATIO 9:1

TAP SETTING- 2

TIME SETTING- 3

SURFACE FEEDER

OVER CURRENT RELAY
CT RATIO 100:5

TAP SETTING L/

TIME SETTING- }’ . 9

INST. SETTING- &/

GROUND FAULT SETTING
CT RATIO 9:1

TAP SETTING- Z

—

TIME SETTING-__, &

7200 U.G. FEEDER

OVERCURRENT RELAY
CT RATIO 100:5

TAP SETTING- 9
TIME SETTING- (4

INST. SETTING- 7
UNDER VOLTAGE RELAY

TAP SETTING- ? 0

TIME SETTING- 5

GROUND FAULT SETTING
CT RATIO 9:1

TAP SETTING- 2

TIME SETTING- 6

7200 LOAD-OUT

OVER CURRENT RELAY
CT RATIO 100:5

TAP SETTING Z! i E

TIME SETTING-__ &

INST. SETTING S

GROUND FAULT SETTING
CTRATIO9:1"

TAP SETTING- l
TIME SETTING {

12470 U.G. FEEDER

OVERCURRENT RELAY
CT RATIO 100:5

TAP SETTING-
TIME SETTING-

INST. SETTING-
UNDER VOLTAGE RELAY

TAP SETTING

TIME SETTING

GROUND FAULT SETTING
CT RATIO 9:1

TAP SETTING

TIME SETTING

2MSHA05888



MONTHLY EXAM OF DIST. BOXES

.| DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN

%5:/&’7 X/C 26 MW #10 DIST BOX C'/eCkét/ttmﬂ/ 2 f
%%7 X/C 499 MW #9 DIST BOX (%ec/(&?/m/w}d’c é/{)
'5/25/.37 XC 40 M.W. # 8 DIST. BOX C/edk&éuq/ﬂé l F
;/ XC 16 MAIN ;

Z%? NORTH #11 DIST. BOX %ecécq/cmo/ e v

XC 39 8O. MAIN | # 16 DIST. BOX

00 >

P

NOTE’S

OMSHA05889



HIGH VOLTAGE SWITCH GEAR

MONTHLY EXAM’S

7200 VOLT

& e(/a/ id, (<

DATE LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
_6/ g w. :

S | | chotde 2/
‘% %7 XC40 M. W. #3 S;Zgg(‘l,%i}?AR C 48 (f Q/4/k/ & é p
5725 w. -

A R R L7

. g |

é .f;&) XC24 MW, #7 S\’;IZI(')I;)C\KI{O(I}JI'SI‘AR % oc /{ @/4/ g/ % é P
XC 69 MW. # 8 SWITCH GEAR i

L/l

NOTE’S

2MSHA05890



PERMISSIBILITY
May 2007

BILAIN FILLMORE HUGH ARRIOTTI

STACKER BELT CONTROL ROOM
#1,2,3,8&4FAN’S & CONTROLLERS
UNDERGROUND PARKING LIGHTS

AIR COMPRESSOR, BATHHOUSE PUMP ROOM
OLD SMOKING ROOM

SIGN DATE § -3/ vbj

2MSHA05891



PERMISSIBILITY MUST BE SIGNED AND DATED

MONTHLY PERMISSIBILITY
DATE | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN -
#1,2,3&4 FAN
7471 CONTROLLER &[ % (
OLD SMOKING ROOM i
r 0k )
110volt #10 air
compressor 0£
PARKING AREA
LIGHTS pk
SHOWER PUMP ROOM
pl
STACKER BELT
CONTROL ROOM QK,
# 1 MINE FAN (QV
#72 MINE FAN or
\ #3 MINE FAN 0[ (
# 4 MINE FAN
\ 8

2MSHA05892



PERMISSIBILITY

May 2007

HUGH ARRIOTTI BLAIN FILLMORE

TELEPORTER
ROCK DUST SILO
ISUZU, & DIESEL SHOP
SHOP OFFICE
CIRCUIT BREAKER TEST’S ON DIST. BOX IN SHOP

DATE £- 2/-07

2MSHA05893



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
ﬁ‘f ROCK DUST
CRES X 2
ISUZU SHOP 0 / /
coxance 10| g,y plymed] /
SHOP OFFICE Y,V
DIST. BOX
CIRCUIT BREAKERS A /(
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE TOOL CONDITION ACTION INITIAL’S
TAKEN
VAR, ¢
T |7 K ;,
/‘W M 1

44 pordn

Loms_

74

7

2MSHA05894



PERMISSIBILITY

May 2007

HUGH ARRIOTTI BLAIN FILLMORE

WAREHOUSE & OFFICE’S
DRAW OFF TUNNEL
LOAD-OUT METHANE MONITOR
SHOP BATHHOUSE, UPPER BATHHOUSE
UPPER OFFICE’S SC MCC ROOM SUB STAITIO
OIL STAITION

pate B — FV-© \

PERMISSIBILITY MUST BE SIGNED AND DATED

2MSHA05895



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE
EXTINGUISHER INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE
OPERATIVE AND WIRED CORRECTLY TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT
DOWN, NOZZLES ARE PROTECTED AND PROPER LOCATION, HOSE ARE SECURED AND PROTECTED
FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED,
ADDITIONAL INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED
CORRECTLY, MONITOR AND GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS
THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS
PLUGGED OR COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS
IN GOOD CONDITION, ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE,
EMERGENCY STOP SWITCHES WORK CORRECTLY, START AND STOP SWITCHES WORK PROPERLY,
CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED
CORRECTLY, RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED,
PROVISIONS FOR LOCK OUT OF PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH
ADDITIONAL INSULATION, DUST COVERS FOR RECEPTACLES IN PLACE, GROUND STRAPS ARE
HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES
AND HIGH VOLTAGE CABLE , IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER
VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB
HAZARDS, AREA WELL ROCK DUSTED

S MSHA0EB



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH,
SIZE OF CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, I.D. TAG ON NIP, STRAIN CLAMPS
INSTALLED, GROUND AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER
REEL TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME
PATH, DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS,
GENERAL CONDITION OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND
STUFFING BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING,
CONDUIT PROPERLY CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME
RESISTANCE, PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM
DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS
SECURED BY LOCK DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER
OPERATION OF ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB
CERTIFICATION TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING
PARTS TO PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN
GOOD CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER
LEVELS ARE CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS,
( BATTERY BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT
EXPENDED OUT, BOTTLES NOT DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN
GOOD CONDITION, INSPECTION TAG ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05897



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

LOCATION

CONDITION

ACTION
TAKEN

INITIAL’S

SURFACE WAREHOUSE

/4

/-

%

UPSTAIRS OFFICE’S

oL

UPSTAIR’S
LUNCHROOM 2 K
CONFERENCE ROOM /4
SHOP BATHHOUSE 1)/4
UNDERGROUND A ol /. ¢ ﬂ
OFFICE’S /a2 @M %
7
UNDERGROUND et /[9 Oy
BATHHOUSE v A
CONSPEC BOTH MINES
oL
SOUTH CRANDALI 300
HP AIR COMPRESSOR O/
HEATER IN AIR
COMPRESSOR ROOM oy
SUB STAITION o
SC MCC ROOM -
OIL STATION oc
STAKER BELT

/4

-

2MSHA05898




PERMISSIBILITY WEEKLY DATE ENDING ~ =26

20 May 2007

FOSTER MCAURTHER

ALL PORTABLE AND PERMANENT PUMP’S

S | gnature

2MSHA05899



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE
EXTINGUISHER INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE
AND WIRED CORRECTLY TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE
PROTECTED AND PROPER LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS
BOTTLES OR AIR TANKS ARE NOT EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED,
ADDITIONAL INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED
CORRECTLY, MONITOR AND GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH
MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED
OR COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD
CONDITION, ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP
SWITCHES WORK CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR
PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED
CORRECTLY, RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS
FOR LOCK OUT OF PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL
INSULATION, DUST COVERS FOR RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND
HIGH VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB
HAZARDS, AREA WELL ROCK DUSTED

2MSHA05900



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED,
GROUND AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARP EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL
CONDITION OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND
STUFFING BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT
PROPERLY CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME
RESISTANCE, PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM
DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY
LOCK DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB
CERTIFICATION TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS
TO PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS,
(BATTERY BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED
OUT, BOTTLES NOT DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION,
INSPECTION TAG ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
5HP PUMP P 5-36
£.20/.47| XC15 RETURN X EM
XC39 MW 6.4 HP PUMP P 6.4
S.22 «57| RETURN 35 & £
XC 39 MW 13HP PUMP P13 -
52307 | RETURN 34 X EM
XC 44 M.W. 6.4 KW PUMP P6.4
593 ) RETURN 33 a F' M
XC47TM.W. 6.4KW PUMP P
£ .53 47 | RETURN 6.4-30 o M
1TEAST 2 G PUMP
BLEEDER SYSTEM
PUMPS .
XC 52 1STEAST | 13 HP PUMP SC
5.2207 #18 & Em
XC5 BLEEDER | 13 HP PUMP
522.67 =4 £m
XC35 2EAST 13HP PUMP
52267 & F
2" EAST 2 G PUMP
SYSTEM
XC33 SHP PUMP
5 zz o') 2NDEAST a F M
XC 20 DBOXES#7 &
5.2207 RED OUT oC =M
XC 23 SHP PUMP P# 23
&.22077 | BLEEDER < M
XC-52 ISTEAST | 13 HPP#52
S-220) X EM
NOTE’S
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITTIAL’S
TAKEN
15T WEST &2 2G PUMP
WEST SYSTEM
BLEEDER
XC12 15 2GP13-1
21467 | WEST 54 Em
xs(r: 1 BLEEDER | 2GP13-2
21-47 17" WEST & F m
XC7 2G P 133
2NDWEST
5.2)-07| BLEEDER X EM
DOG LEG 2™ 2G P13-4 )
WEST
s 2/-07 | BLEEDER e =M
3*"° LEFT 2GP5-1
52047 X EM
REGULATOR 2G P52
2067 | 314 X M
3 1% CORNER 2G P 13-5
52067 X FM
3 1% CORNER 2GP28-1
5267 X FM
3 1 BLEEDER 2G 5-3
B}/—m 0.3 M
314 XC2 2G 5-4
5a/67 X M
3uXC5 2G 5-5
5.2167 X EM
3 1% XC 10 2G 5-6 —
5.3]-47 v M
3 % CORNER 2G 30hp pump
5301 A M
3 % CORNER 2G30hp pump
S.2)-67 e FM

2MSHA05903
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INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED,
GROUND AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL
CONDITION OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND
STUFFING BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT
PROPERLY CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME
RESISTANCE, PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM
DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY
LOCK DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB
CERTIFICATION TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS
TO PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS,
(BATTERY BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED
OUT, BOTTLES NOT DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION,
INSPECTION TAG ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05905
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT CHARGERS
ABOVE SHOP

CONDITION

ACTION
TAKEN

INITIAL’S

#1CAPLAMP & CHARGER

# 2 CAP LAMP & CHARGER

2N
|

# 3 CAP LAMP & CHARGER

#4 CAP LAMP & CHARGER

|
<

ol 25

# 6 CAP LAMP & CHARGER

o«

# 7CAP LAMP & CHARGER

/

4§ eAPEAMP-& CHARGER——— (22"

# 9 CAP LAMP & CHARGER

=

#10 CAP LAMP & CHARGER

#11 CAP LAMP & CHARGER

#12 CAP LAMP & CHARGER

#13 CAP LAMP & CHARGER

#14 CAP LAMP & CHARGER

#15 CAP LAMP & CHARGER

#16 CAP LAMP & CHARGER

#17 CAP LAMP & CHARGER

#18 CAP LAMP & CHARGER

#19 CAP LAMP & CHARGER

#20 CAP LAMP & CHARGER

#21 CAP LAMP & CHARGER

~———1#72ICAPLAMP & CHARGER — |

r=22)

#23 CAP LAMP & CHARGER

#24 CAP LAMP & CHARGER

— [ #25CAFLAMP & CHARGER—"¢

0223

#26 CAP LAMP & CHARGER

rRR R

#27 CAP LAMP & CHARGER

#28 CAP LAMP & CHARGER

"\_

#29 CAP LAMP & CHARGER

4)
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT

CONDITION

ACTION
TAKEN

INITIAL’S

#31 CAPLAMP & CHARGER

R0

#32 CAPLAMP & CHARGER

#33 CAPLAMP & CHARGER

#34 CAP LAMP & CHARGER

#35 CAP LAMP & CHARGER

36 CAPFAMR-& CHARGER |

#37 CAP LAMP & CHARGER

#38 CAP LAMP & CHARGER

#39 CAPLAMP & CHARGER

# 40 CAP LAMP & CHARGER

#41 CAPLAMP & CHARGER

#42 CAP LAMP & CHARGER

#43 CAP LAMP & CHARGER

# 44 CAP LAMP & CHARGER

#45 CAP LAMP & CHARGER

# 46 CAP LAMP & CHARGER

#47 CAP LAMP & CHARGER

# 48 CAP LAMP & CHARGER

&/ | #49 CAPLAMP & CHARGER
4 ’ #50 CAP LAMP & CHARGER——
A t/ #51 CAPLAMP & CHARGER
Q,/ ¢/ | #52CAPLAMP & CHARGER
___|wsverrsman gcuarair g2 ¢
A9 | #54CAPLAMP & CHARGER @ l
=2 é/ #55 CAPLAMP & CHARGER ‘& 1
Q-y #56 CAP LAMP & CHARGER /QK /e (
{ &
NOTE’S

MSHA05907
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
A y #57 CAP LAMP & CHARGER o< ﬁ ,</
M # 58 CAP LAMP & CHARGER (04 i }
R P
A4/ | #60CAPLAMP & CHARGER 8

24

#61 CAP LAMP & CHARGER

/

#62 CAP LAMP & CHARGER

/

#63 CAP LAMP & CHARGER

#64 CAP LAMP & CHARGER

#65 CAP LAMP & CHARGER

#66 CAP LAMP & CHARGER

A %/# 67 CAPLAMP & CHARGER

#68 CAP LAMP & CHARGER

#69 CAP LAMP & CHARGER

#70 CAP LAMP & CHARGER

#71 CAP LAMP & CHARGER

#72 CAP LAMP & CHARGER

#73 CAP LAMP & CHARGER

#74 CAP LAMP & CHARGER

#75 CAP LAMP & CHARGER

#76 CAP LAMP & CHARGER

/

#77 CAP LAMP & CHARGER

/

#78 CAP LAMP & CHARGER

/

#79 CAP LAMP & CHARGER

2t

# 80 CAP LAMP & CHARGER

2y

# 81 CAP LAMP & CHARGER

2y

# 82 CAP LAMP & CHARGER

NOTE’S

2MSHA05908



PERMISSIBILITY MUST BE SIGNED AND DATED

EQUIPMENT

CONDITION

ACTION
TAKEN

INITIAL’S

# 83 CAP LAMP & CHARGER

O

48

# 84 CAP LAMP & CHARGER

# 85 CAP LAMP & CHARGER

# 86 CAP LAMP & CHARGER

|t

# 87 CAP LAMP & CHARGER

#88 CAP LAMP & CHARGER

# 89 CAP LAMP & CHARGER

#90 CAP LAMP & CHARGER

#91 CAP LAMP & CHARGER

#92 CAP LAMP & CHARGER

| #91CAPLAMP & CHARGER | /

#94 CAP LAMP & CHARGER

#95 CAPLAMP & CHARGER

#96 CAP LAMP & CHARGER

#97 CAP LAMP & CHARGER

#98 CAP LAMP & CHARGER

#99 CAP LAMP & CHARGER

#100 CAP LAMP & CHARGER

# 101CAP LAMP & CHARGER

# 102CAP LAMP & CHARGER

# 103CAP LAMP & CHARGER

# 104CAP LAMP & CHARGER

# 105CAP LAMP & CHARGER

# 106CAP LAMP & CHARGER

#107CAP LAMP & CHARGER

24

# 108CAP LAMP & CHARGER

+

NOTE’S

2MSHA05909
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT

CONDITION

ACTION
TAKEN

INITIAL’S

2

# 109 CAP LAMP & CHARGER

&

e

a4

#110 CAPLAMP & CHARGER

o
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PERMISSIBILITY WEEKLY DATE ENDING 5 -24C) /

20 May 2007

RUSS LARSON
CRANDALL MINE CONSPEC SYSTEM
SOUTH CRANDALL MINE CONSPEC SYSTEM

DATE_ 4 * ngﬁ 7

2MSHA05911



PERMISSABILITY MUST BE SIGNED AND DATED

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05912



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
CRANDALL CONSPEC SYSTEM /
£-7407 | e AL 1
SO. CRANDALL CONSPEC SYSTEM
k2407 o Q= /4

V.

~

Sz

AL

s Al

e

24

AY

NOTE’S

LIST ALL ELECTRICAL HAND TOOL’S

DATE

TOOL

CONDITION

ACTION
TAKEN

INITIAL’S

e YI7

Lol (et

)

Yf%

(I~

2MSHA05913



~ PERMISSIBILITY WEEKLY DATE ENDING £< <

20 May 2007

NICK MILLS

S

#5 &7 848 BATTERY CAR’S
BELT PORTAL DUSTER
BELT PORTAL MAGNET’S & CONTROLLER’S
MAIN LINE TRICKLE DUSTER’S
, DIESEL GENERATOR BATTERY BOSTER #1
SOUTH CRANDALL PUMPS
ALL CRANDALL MINE BELTS & TAKE- UPS
BELT BRAKES

_pate_Z 2407

SIG

2MSHA05914




INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF .
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED




INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROCF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY ‘

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
GENERAL
207 | BT #5 sagparTErRy | O.0.5 cbeo %
A/~07 | MINE SHUTTLE CAR s < AT
5, | GENERAL g7ssBariery | O-0.S 4.4-4&///
5"/"07 | MINEXCI MW | SHUTTLE CAR Ve =y
GENERAL #5BOLTER 0.0.5 542 e ’
5%2)-57 | MINE XC82MW | SINGLE BOOM Fog. M
GEN MINE 213 LEENORES chec ;é/
o | xessmw ROOF BOLTER o
567 00S )’f; M
GEN MINE #6 BATERY SC 00S chec o ,
52107 | XCo4 MW W/: 7%
GEN. MINE GARY'S OFFICE | BATIERY BOSTER# AT A
5-2/-07 at o e ‘W/’ﬁ

2MSHA05917



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
. TAKEN
atf 7 Checfrer”
BELT PORTAL TRICKLE
507 DUSTER#ST4471 7‘76;‘ fﬂg}& o | Z7 7 o7 AE7
) BELT PORTAL CONTROL BOXES, z’ ok ;’:’ Frone cbtcker? nsf
ANl ETC. 7 ';tf::&/’/:% 2 5{‘ - 2l
MAGNET # L HEAD | #/4 0FCAF Fact’ | £ bee K- e
- BELT PORTAL
S0 ROLLER é/(//; WSpe ;gﬁ/% o e
GEN. MINE DIESEL ot ent 45 (74 Sea//bl.wf 7 é/;
501 GENERATOR 4 /0 7 /M/7
NOTE’S

2MSHA05918




PERMISSIBILITY MUST BE SIGNED AND DATED

- Al DATE | LOCATION EQUIPMENT s ACTION | INITIAL’S
B CONDITION TAKEN
S 2*EASTBELT | 10HP PUMP SC #P24 Lo L
5224 uEaD ROLLER 705 4 7?";/ ///l/(_
5 #3BELTXC7 | 10HP STAMCOR #P5 505 che % M
,, 3 EASTXC 23 | 5HP PUMP #P7 U o /C a¥ Fine| cbhedtar”,
57 _ 04 inSfectitn YA/ gt 1
22y T"EASTXCI9 | 5 HP PUMP #P6 ﬁs ; ;/ea/// );,; AT
2" EASTBELT | 5 HP PUMP #P25
£ "2 Pcw/ é;’ Py /:'//,. %%/-P(/C /M/lq
3 EASTXC24 | 13 HP PUMP # P4 P L0 P ,
52207 “ @m;z(/t SelVioe (f’ ;{;%'um e
- 3°EASTXC 24 | 5HPPUMP #P23 ol gl ar- - I 4
7 2207 Frpme a/',},g,g,‘/o‘h /Z/ M
520-07 | 3"EASTXC7 | #18 2CIRCUIT D-BOX Alaki 7 oo | Choeoliar’o/fp)— N
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NOTE’S /ﬂoff Loctk on F13 12 5401)(/
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION TAKEN INITIAL’S
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT ACTION | INITIAL’S
CONDITION TAKEI:I
#1 BELT 6.4PUMP SC #P1 al o g~ Checke
52(-07 | PORTAL Fime of 1aSPefi] arl ol A
#1 BELT 10HP PUMP SC #P2 ﬂ,.,&?ﬁ/ /Zé/dﬁea{ ot
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52 P o
- SO. CRANDALL | LEE NORIS ROOF BOLTER 008 Clhe e
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5 2/07| XC1 ch j‘/?/g/ P
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F2lo| "™ cos e
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572107 v o Plie | 2pain | AT
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
: TAKEN ,
Coble £ut Lefo /e’
52} py DRIVE wverr g0 5 AT
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S2-01| wsoutnxc | suppumpups | PH I R Frie € ahe oot an /{//(/(
#6 FLYGHT i// 1o 07{—,;,” . AZ///M
— W, A o ar Fiomr | Cle ey
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XC 45 M.W. s 150apPuMPE | PH OK s i) Cletc Lt )
5007 #1 CONTROLLER ,ﬂ (W5 e e Fiom .4 ot
57097 XCHMW. #2 150 HP PUMP M@f "{ ’; s W’Zﬁé‘// _///'/Z
XC 47 MW 6.4 KW PUMP ﬂ// HEAF P it | chtotbect ey
5p| BELT #P10 STANCOR of insyectipm Lo/ Ao
B g/ afFoinrt| ehotpsccetony
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507 PRESSUREPUMP | g/ 1 e 522 prpi_ o L /%(/[
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XC 45 M.W. 8
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'? A A 794
Jal-07 / ™ L35 of [nSgectid o € A, A /V//’/b
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN P
/ Foore® o
ol St | s e e | T e | o2y
XC 51 MW. catprumpipis |27 0K OF T7l | L fop ol
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A s e te 7
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o110y west | of ., e et 1

NOTE'S_fut= Lock o K18 P-LoK
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/ T T -
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i DATE | LOCATION { EQUIPMENT CONDITION ACTION INITIAL’S
| TAKEN :
i sO. #1 BELT DRIVE oy /
: CRANDALL AND LIGHTS 008 2ala
x XC1 W
l; S0y 7?/
1 SO. 3*® EAST BELT
| 52| CRANPALL | AND TAKE UP 008 Checke! e
207 SUP 500 ﬁ//
SO. #2 BELT DRIVE & v
- CRANDALL | [1GHTS 008 4Xc¢%e/ g
A-07 7&/
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CRANDALL LIGHTS & BRAKE | 0OS o heckeA o
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$ a
, 5107 TAKEUP Gl 1
S0. #1 BELT SCALES 4 /&/
o dee g
2/-0% | CRANDALL 008 F oy ALY
SO. #4 BATTERY 008
CRANDALL COAL HAULER VA uké/
207 7/79/ AT
SO 2 EAST BELT 008
CRANDALL & CONTROLLER &A“&/ et
5207 %-
SO CRANDALE | SUPER 500 & % 2 /
CONTROLLER 00s ccn 7&/
2 EAST
2159 e A
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) 502 7% /f//l%
SO.
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE LOCATIbN EQUIPMENT CONDITION | ACTION INITIAL’S
TAKEN

XC3 #1 DRIVE & 54,”( //zy.e

42457 | MAINNORTH | TAKE-UP a 6"/5{ oS @ //"’/l
XC5 #2 DRIVE & ey Woﬁ@ p(/'e_,sL Zf/{/
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5240)| M | raceur ocs, ! Ay
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?__2‘/ MAIN WEST BELT /& 5 7;%4/ V4 /// M
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57-04-p%7| WEST TZEE-UP * d;/pf«%{ oS bt P o Lt
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/.17*07 ;Iﬁl;vizlf #7 BELT DRIVE é/l”;i/ dy} oArmd 22 /g% 7

ol gecamiz v, XA :

5-) 47| SECTION BELT | TAKE-UP ' o _ “ A e
XC 6 3 3*"° NORTH #2 : >

5}2‘/~47 NORTH BELT DRIVE ﬂvﬂ 5, 7;%’%’6/[, ’/ P

NOTES: qﬂf '/
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PERMISSIBILITY WEEKLY DATE ENDING % -z7-¢7

20 May 2007

HUGH ARRIOTTI BLAIN FILLMORE

OUT-BY 2- ENTRY DIESEL EQUIPMENT

, DIESEL BOLTER ALLCO GATOR
, # 404, JEFFRY DUSTER #10 BUCKEN WHILLEY

. Z S"" —
DATE 5 i
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INSPECTION OF PERMISSIBLE DIESEL EQUIPMENT (HEAVY DUTY)

INTAKE AIR SYSTEM, CHECK FOR DAMAGE OR ALTERED, COPPER GASKET IN GOOD CONDITION, INTAKE
FLAME ARRESTER CLEAN, NO EXCESSIVE OPENINGS .018 INCH FILAMENT TYPE, NO HOLE TYPE DO LIGHT
TEST

EXHAUST SYSTEM, CHECK ALL BOLTS AND WASHERS IN PLACE AND TIGHT, ALL GASKETS INSTALLED AND
JOINTS TIGHT, EXHAUST SYSTEM FASTENERS IN PLACE AND TIGHT, EXHAUST IN GOOD CONDITION, HOLES
PLUGGED, NO CRACKS

CHECK SHUT DOWN, INTAKE VACUUM NOT TO EXCEED 25" OF WATER AT FULL THROTTLE, EXHAUST BACK
PRESSURE AT FULL THROTTLE NOT TO EXCEED 34" OF WATER, CHECK FOR AIR SYSTEM LEAKS, SCRUBBER
SYSTEM SHUT DOWN LOW WATER, HIGH TEMP. SHUT DOWN, HIGH COOLANT SHUT DOWN, EMERGENCY
INTAKE AIR SHUT OFF OPERATIONAL, BRAKES OPERATIONAL SET UP WITH IN 5 SEC. OF SHUT DOWN, ALL
COVERS AND GUARDS IN PLACE AND SECURED DOWN,

CHECK FIRE SUPPRESSION SPRAYS CAPPED, HOSED PROTECTED FROM DAMAGE, ACTUATOR PRESSURIZED,
AUTOMATIC SYSTEM FUNCTIONAL, FIRE SUPPRESSION ENGINE SHUT DOWN OPERATIONAL, FIRE
EXTINGUISHER MOUNTED, DATE AND INSPECTION TAG ATTACHED.

CHECK AUDIBLE WARNING DEVICE, MACHINE FREE OF ACCUMULATIONS, CHECK PARK BRAKE SYSTEM IS
OPERATIONAL, CHECK MACHINE CONTROLS FOR PROPER OPERATION, ALL LIGHTS WORK IN BOTH
DIRECTIONS, PACKING GLANDS INSTALLED CORRECTLY, PACKING NUTS SECURED WITH LOCKING DEVICE,
UNUSED GLANDS SPOT WELDED, CABLES AND CONDUITS ARE FLAME RESISTANT, CABLES AND CONDUITS
ARE PROTECTED FROM DAMAGE, EXPLOSION PROOF COMPARTMENTS, NO EXCESS GAPS. IN FLAME PATHS
ALL BOLTS ARE TIGHT AND IN GOOD CONDITION, XP AND 2G TAGS ARE ON, ELECTRICAL SYSTEM IN GOOD
CONDITION
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INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF DEFECTS, INSPECTION TAG ON AND DATED, FIRE SUPPRESSION
SYSTEM IS IN GOOD CONDITION AND OPERATIONAL, CAPS ARE ON NOZZLES, NOZZLES LOCATION IS CORRECT,
ALL COMPONENTS ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE OPERATIONAL, FUEL SHUT OF VALVES IN GOOD CONDITION AND LOCATION
IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL ACCUMULATIONS, STARTER FLUID IS IN PROPER CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF CLOSING FUEL CAP IS WORKING PROPERLY, HIGH PRESSURE FUEL
LINES GUARDED OR COVERED PROPERLY, FUEL LINES PROTECTED FROM DAMAGE, FUEL TANK GUARD IN
PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE SIZE, CORRECT TYPE OF FUSE, BATTERY COVERS IN PLACE,
WIRING OF PROPER SIZE, MAIN DISCONNECT WORKING PROPERLY, WIRING BUSHED THROUGH METAL WALLS,
WIRING SECURED DOWN, CHECK AUDIBLE WARNING DEVICE WORKING CORRECTLY, CHECK NEUTRAL START
SWITCH, ALL BARE ELECTRICAL TERMINALS ARE INSULATED, ALL REQUIRED LIGHTS ARE WORKING, CHECK
FUEL LINE ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON ENGINE, ALL GLASS IN GOOD CONDITION, OPERATIONAL
CONTROLS WORKING PROPERLY, SPARK ARRESTER INTACT, MACHINE PARKING BRAKE AND SERVICE BRAKES
WORKING PROPERLY, EMERGENCY STOP PANIC BARS CORRECTLY IN GAGE BRAKING SYSTEM AND STOP
MACHINE, WITHIN 5 SECONDS OF ENGINE SHUT DOWN (HEAVY DUTY ONLY)
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INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
2,
‘7,/% | oEn e JEFFREY DUSTER #13 ocs
/
STEAM CLEANER
’/ GEN MINE oo
!
i
1.
z GEN MINE DIESEL GATOR #15 coo |
/ #10 BUCKIN WILLY I By y,
J GEN MINE /‘ﬁ/:;L o tod | g A
{ / / \
\
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN
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WEEKLY H.D. & PERMISSIBLE VEHICLE CHECK

VEHICLE CONDITIONS AND COMMENTS WEEK OF
a5~ 7 Az
SAFE TO OPERATE EMMISSIONS & FIRE SUPP. DEFECT OR CORRECTIVE ACTION
CONDITION
#1975
v/ ol
#4975 . /C
Y/ ¢

#5-GEHL

100G
#6-GEHL

i
#7-GEHL (
#44110 I
#1 TERRA ]

{

PRO
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PERMISSIBILITY weekly date ending -------

20 May 2007

HUGH ARRIOTTI BLAIN FILLMORE

F

ISUZU TRUCK’S

patE & ~25 -/

!
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INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF
DEFECTS, INSPECTION TAG ON AND DATED, FIRE
SUPPRESSION SYSTEM IS IN GOOD CONDITION
AND OPERATIONAL, CAPS ARE ON NOZZLES,
NOZZLES LOCATION IS CORRECT, ALL
COMPONENTS ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE
OPERATIONAL, FUEL SHUT OFF VALVES IN GOOD
CONDITION AND LOCATION IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL
ACCUMULATIONS, STARTER FLUID IS IN PROPER
CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF
CLOSING FUEL CAP IS WORKING PROPERLY, HIGH
PRESSURE FUEL LINES GUARDED OR COVERED
PROPERLY, FUEL LINES PROTECTED FROM
DAMAGE, FUEL TANK GUARD IN PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE
SIZE, CORRECT TYPE OF FUSE, BATTERY COVERS
IN PLACE, WIRING OF PROPER SIZE, MAIN
DISCONNECT WORKING PROPERLY, WIRING
BUSHED THROUGH METAL WALLS, WIRING
SECURED DOWN, CHECK AUDIBLE WARNING
DEVICE WORKING CORRECTLY, CHECK NEUTRAL
START SWITCH, ALL BARE ELECTRICAL
TERMINALS ARE INSULATED, ALL REQUIRED
LIGHTS ARE WORKING, CHECK THAT FUEL LINES
ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON
ENGINE, ALL GLASS IN GOOD CONDITION,
OPERATIONAL CONTROLS WORKING PROPERLY,
SPARK ARRESTER INTACT, MACHINE PARKING
BRAKE AND SER VICE BRAKES WORKING
PROPERLY, EMERGENCY STOP PANIC BARS
CORRECTLY ENGAGE BRAKING SYSTEM AND
STOP MACHINE, WITHIN 5 SECONDS OF ENGINE
SHUT DOWN (HEAVY DUTY ONLY)
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INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF
NEEDED, FIRE EXTINGUISHER INSPECTION TAG AND DATED, SELF ACTUATING FIRE
SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY TO REMOVE POWER FROM
EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR
AIR TANKS ARE NOT EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS
PROPERLY INSTALLED, ADDITIONAL INSULATION PROVIDED ON ENTRANCE GLAND
IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND GROUND
CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH METAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL
CONTROLLERS PLUGGED OR COVERED, DOORS TO ELECTRICAL CIRCUITS ARE
SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION, ELECTRICAL CABLES AND
CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT
FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE
IDENTIFIED CORRECTLY, RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS
ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF PLUG AND MACHINE, STRAIN
CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES
COMMUNICATION LINES AND HIGH VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT,
UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES
FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO
ROOF AND RIB HAZARDS, AREA WELL ROCK DUSTED
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DATE | EQUIPMENT CONDITION ACTION INITIAL’S
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PERMISSIBILITY WEEKLY DATE ENDING £ “2&-c>7

20 May 2007

LARRY POWELL JESS GILBERT RYAN MANN ISRAEL PETERSEN

WEEKLY EXAM’S HAVE
POWER CENTER’S,
SWITCH GEAR’S
DISTRIBUTION BOXES
CAPACITOR BANK

DATE 2 AL P

SIG
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PERMISSIBILITY MUST BE SIGNED AND DATED

CRANDALL MINE
DATE | LOCATION EQUIPMENT CONDITION ACTION INITTAL’S
TAKEN
52 4fay| SUEACE #1TRANS el g ar Fhee] oppeert oy .
o7 600 KVA of heleatrim 2i =
563 XC6 #2 TRANS X ot Trsptadine Vo % GK
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MAIN WEST 1250 KVA 950/480
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PERMISSIBILITY MUST BE SIGNED AND DATED

SOUTH CRANDALL MINE
DATE | LOCATION | EQUIPMENT CONDITION ACTION INITTAL’S
TAKEN
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SWITCH GEAR

PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
S XC4 #2 SWITCH GEAR 00/0')' VW“’ On WWW( <
/7/} MAIN WEST 7200 VOLT él’/ G J
all oK M f/M Choe el ot/
47| XC40 #3 SWITCH GEAR
5401 MAIN WEST 7200 VOLT ol %ftof . o /(/‘/f
I N =
. ILe
533 Pvg d:.;, pn
XC 24 #7 SWITCH GEAR R
A’g MAIN WEST 7200 VOLT ,aol ( 45 uxs\vv A ¢ f [‘0‘ A
& XC 69 # 8 SWITCH GEAR ALENS ’»’
/ZZ" MAIN WEST 7200 VOLT QMM?O\ M e ) CK
atolat e | checfel =/
52407 vavvest | | 0P anspection o/ s
XC6SOUTH | DUEL 7200V N 2 OF e | clbodbopt oo s
f ,27—07 Iél&l;;g&m SWITCHGEAR#11 | 4/ /,’151_&0;%% o7& ” /V/Vf e
‘ #3DRIVE
XC 21 SOUTH | #DAULSWICTH | @/ o4l o 7 Frwe| < Lo ://;/’
§ 24, CRANDALL | 7200 o i 5Pl it 2K | AT
XC12S0UTH [ #1'SWITICHGEAR | g/ g 2/ #,im® Clheckel o2/
5;2?407 CRANDALL 7200 VOLT of /145/{6 “ow . ot |
NOTE'S
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PERMISSIBILITY MUST BE SIGNED AND DATED

s/

DISTRIBUTION BOXES
DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
| xcis #DIST BOX #11 ZZZ g Lo/l | /0% %%dyg L
5,2 Y-7| MAIN NORTH cleri’s = vz
XC 40 ssostEox | 27,04 ‘”:;»,f';“’ Cheled 2y
42407 | MAN WEST : oF riespectior Py e
XC50 MAIN HISTEOX 11 g s,y/h & [Frstalies
5 29| WEST locis
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' 3® NORTH #16 D BOX AN oK AF Fnt gl | checHed 77
f.Z’f-o? XiIC4 I‘ﬂép‘(t{l'ﬂﬂ& fﬂ//y:i/ M
1= MW X/C 71 #12D- BOX P oel | pr ~)
52¢d] e 2PC | A
NOTE’S
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PERMISSIBILITY WEEKLY DATE ENDING -2 ..

MAIN WEST SECTION

DARWON STANFEILD

SECTION TRANS #30 HEAT LAMP #6
MICROWAVE #6 151958 SCOOP & CHARGER




INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL. AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

DEISEL

2MSHA05942



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FL.A= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

OMSHA05943



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
5/25 | MAINWEST SECTION TRANS #30  [ASLUPMIaz 07 2 Eoned T7ans. OF El O¢
MAIN WEST HEAT LAMP #6 < T .~
5/as condidion ok None Os
¢/ MAIN WEST MICROWAVE #6 ‘
25 aCcumulg.{!gpa Clea ne.& ls
MAIN WEST 17-2 488 SCOOP
5/ Q T FaYaR & ong
MAIN WEST 488 SCOOP CHARGER
5’/2( cordilign o) ore O}
WES
MAIN WEST #7 MRS 00.$
MAIN WEST 48 MRS
©o0S
MAIN WEST
MAIN WEST
MAIN WEST
MAIN WEST
JAMESON WARD
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION Taken INITIAL’S
NOTE’S

2MSHA05944



........

PERMISSIBILITY WEEKLY DATE ENDING_ 5-2¢- o7

MAIN WEST SECTION

JASON FURRH

#13269 FEEDER BREAKER
12-658C 12-8 SC 129 S/C 12-11 S/C
#5,6 MRS’S

.73 -
DATE g o7

SIG!
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PERMISSABILITY MUST BE SIGNED AND DATED

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHAQ05946
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PERMISSIBILITY MUST BE SIGNED AND DATED
; DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
: TAKEN
S }13 MAIN WEST FEEDER BREAKER 13269 ::w‘::Nc;;” ';\;A K‘:E_"';“ <+ 32:%?:::;‘-2.3?0 (-_‘_\-:M? 1;_
IT AWD ATTACHED T FAMeE
| Sl | MAINWEST | 12-6 SC TS BT B | Noate vean e
&ﬁi MENT, STTD PR MNTTS
& B )~LS MAIN WEST 12-8 SC ML VM VALAT T 6N DEE R EAMSE D * .S'
oT\- /c.&k; {t-eease]| waswes
MAIN WEST - ACLOMR T ESN ©REAIED
5 Jl; 12 11 SC Ox /c.ol-\_-} RN M\ﬂ‘_; ? T
$ ]2y | MAIN WEST 129 8/C 00S DBT coS <
1 LY EE MAIN WEST #5 MRS OO o0 Sc“-:\':f;b -
; Ly MAIN WE #6 MRS c | ——
Jus | MAIN WEST 0O > 00D e | >
. MAIN WEST
} MAIN WEST
l MAIN WEST
MAIN WEST
JASON FURR
| NOTE’S
l
LIST ALL ELECTRICAL HAND TOOL’S
‘ DATE TOOL CONDITION ACTION INITIAL’S
’ TAKEN
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PERMISSIBILITY WEEKLY DATE ENDING __ 9 ~28-°7)

20 May 2007

BLAIN FILLMORE HUGH ARRIOTTI

#2 AIR# 1 & # 2 DIESEL WELDERS
COMPRESSOR,
BANANA DUSTER, BUCKIN WILLY,
# 5 SLINGER DUSTER #5 #6 #7 GEHL
TERRA PRO #1 #4 975

g 525 77

SIGNJ DAT

2MSHA05948



INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT

(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF DEFECTS,
INSPECTION TAG ON AND DATED, FIRE SUPPRESSION SYSTEM IS
IN GOOD CONDITION AND OPERATIONAL, CAPS ARE ON
NOZZLES, NOZZLES LOCATION IS CORRECT, ALL. COMPONENTS
ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE OPERATIONAL, FUEL SHUT
OF VALVES IN GOOD CONDITION AND LOCATION IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL ACCUMULATIONS,
STARTER FLUID IS IN PROPER CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF CLOSING FUEL
CAP IS WORKING PROPERLY, HIGH PRESSURE FUEL LINES
GUARDED OR COVERED PROPERLY, FUEL LINES PROTECTED
FROM DAMAGE, FUEL TANK GUARD IN PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE SIZE, CORRECT
TYPE OF FUSE, BATTERY COVERS IN PLACE, WIRING OF PROPER
SIZE, MAIN DISCONNECT WORKING PROPERLY, WIRING BUSHED
THROUGH METAL WALLS, WIRING SECURED DOWN, CHECK
AUDIBLE WARNING DEVICE WORKING CORRECTLY, CHECK
NEUTRAL START SWITCH, ALL BARE ELECTRICAL TERMINALS
ARE INSULATED, ALL REQUIRED LIGHTS ARE WORKING, CHECK
FUEL LINE ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON ENGINE, ALL
GLASS IN GOOD CONDITION, OPERATIONAL CONTROLS
WORKING PROPERLY, SPARK ARRESTER INTACT, MACHINE
PARKING BRAKE AND SERVICE BRAKES WORKING PROPERLY,
EMERGENCY STOP PANIC BARS CORRECTLY IN GAGE BRAKING
SYSTEM AND STOP MACHINE, WITHIN 5 SECONDS OF ENGINE
SHUT DOWN (HEAVY DUTY ONLY)

2MSHA05949



INSPECTION OF PERMISSIBLE DIESEL EQUIPMENT (HEAVY DUTY)

INTAKE AIR SYSTEM, CHECK FOR DAMAGE OR ALTERED, COPPER GASKET IN GOOD CONDITION, INTAKE
FLAME ARRESTER CLEAN, NO EXCESSIVE OPENINGS .018 INCH FILAMENT TYPE, NO HOLE TYPE DO
LIGHT TEST

EXHAUST SYSTEM, CHECK ALL BOLTS AND WASHERS IN PLACE AND TIGHT, ALL GASKETS INSTALLED
AND JOINTS TIGHT, EXHAUST SYSTEM FASTENERS IN PLACE AND TIGHT, EXHAUST IN GOOD CONDITION,
HOLES PLUGGED, NO CRACKS :

CHECK SHUT DOWN, INTAKE VACUUM NOT TO EXCEED 25" OF WATER AT FULL THROTTLE, EXHAUST
BACK PRESSURE AT FULL THROTTLE NOT TO EXCEED 34" OF WATER, CHECK FOR AIR SYSTEM LEAKS,
SCRUBBER SYSTEM SHUT DOWN LOW WATER, HIGH TEMP. SHUT DOWN, HIGH COOLANT SHUT DOWN,
EMERGENCY INTAKE AIR SHUT OFF OPERATIONAL, BRAKES OPERATIONAL SET UP WITH IN 5 SEC. OF
SHUT DOWN, ALL COVERS AND GUARDS IN PLACE AND SECURED DOWN,

CHECK FIRE SUPPRESSION SPRAYS CAPPED, HOSED PROTECTED FROM DAMAGE, ACTUATOR
PRESSURIZED, AUTOMATIC SYSTEM FUNCTIONAL, FIRE SUPPRESSION ENGINE SHUT DOWN
OPERATIONAL, FIRE EXTINGUISHER MOUNTED, DATE AND INSPECTION TAG ATTACHED.

CHECK AUDIBLE WARNING DEVICE, MACHINE FREE OF ACCUMULATIONS, CHECK PARK BRAKE SYSTEM
IS OPERATIONAL, CHECK MACHINE CONTROLS FOR PROPER OPERATION, ALL LIGHTS WORK IN BOTH
DIRECTIONS, PACKING GLANDS INSTALLED CORRECTLY, PACKING NUTS SECURED WITH LOCKING
DEVICE, UNUSED GLANDS SPOT WELDED, CABLES AND CONDUITS ARE FLAME RESISTANT, CABLES AND
CONDUITS ARE PROTECTED FROM DAMAGE, EXPLOSION PROOF COMPARTMENTS, NO EXCESS GAPS. IN
FLAME PATHS ALL BOLTS ARE TIGHT AND IN GOOD CONDITION, XP AND 2G TAGS ARE ON, ELECTRICAL
SYSTEM IN GOOD CONDITION

2MSHA05950



PERMISSIBILITY MUST BE SIGNED AND DATED

b
DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
' GEN MINE BANANA DUSTER . /
GEN MINE #2 TERRA PRO '
[ crs /
I
GEN MINE #5 SLINGER DUSTER ol S |
2L er LA DA
#2 AIR COMPRESSOR - el ageng . .
GEN MINE MNely // M/uz% GO G vy L /Z/\%
GEN MINE #2 WELDING TRAILER on /
GEN MINE #5 GEHL /
£05 |
| | GENMINE #6 GEHL ]
, 0oes |
“\ !
GENMINE #1 TERRA PRO o5
™| GEN MINE
#1975 :
8
GEN MINE #4975 /
s /’
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION Action TAKEN INITIAL’S
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PERMISSIBILITY WEEKLY DATE ENDING_S=%5

20 May 2007

JAMSON WARD

MAIN WEST SECTION

, 4978 MINER,
, #13-8 FLETCHER BOLTER
CAIBRATE CH 4 WITH 2.5 GAS

S

Sighatureg
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INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITICN,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA05953




INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL., COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05954




PERMISSIBILITY MUST BE SIGNED DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITTAL’S
TAKEN
L MAIN WEST #3 ROOF BOLTER A CCARTTWitE 7075 T4 Sheel —

'5;) w53/ 75 1Gpbon 5 M7§w W eFlted e
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/5@?/ 132 125 P — 1= _
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L MAIN WEST 4978 MINER Cc= l78rad e iwhtn | FEST 2
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MAIN WEST =
MAIN WEST
MAIN WEST
MAIN WEST
MAIN WEST
MAIN WEST
JAMSON WARD
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE TOOL CONDITION ACTION INITIAL’S
TAKEN
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PERMISSIBILITY WEEKLY DATE ENDING _
20 May 2007
™™ MPER

SOUTH CRANDALE 3" EAST

SO. CRANDALL& CRANDALL PHONES, D- BOXES, WELDERS,
HEAT TAPE BELT SCALES PED SYSTEM PRESSURE WASHER
# 4 STAMLER FEEDER
SECTION TRANS, KITCHEN LIGHT & MICROOWAVE
CAR, CHARGER TRICKLE DUSTER
UNTRACK & CHARGERS
BOTH BELT KITCHEN’S, DUSTER @ XC 3 M.W.
TRICKLE DUSTER.XC 8 M. N.

-
| % 2MSHA05956
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INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED
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INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8” BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:
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PERMISSIBILITY WEEKLY DATE ENDING S Ré-<7

20 May 2007
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INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:
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INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED
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PERMISSIBILITY

/

May 2007 (7’1

HUGH ARRIOTTI BLAIN FILLMORE

D-9 CAT, KOMATSU LOADER,
LOAD-OUT BUILDING,RE-CLAIM BELT
RE-CLAIM TUNNEL, TOOL SHED
STACKER TUBE
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INSPECTION OF PERMISSIBLE DIESEL EQUIPMENT (HEAVY DUTY)

INTAKE AIR SYSTEM, CHECK FOR DAMAGE OR ALTERED, COPPER GASKET IN GOOD
CONDITION, INTAKE FLAME ARRESTER CLEAN, NO EXCESSIVE OPENINGS .018 INCH
FILAMENT TYPE, NO HOLE TYPE DO LIGHT TEST

EXHAUST SYSTEM, CHECK ALL BOLTS AND WASHERS IN PLACE AND TIGHT, ALL GASKETS
INSTALLED AND JOINTS TIGHT, EXHAUST SYSTEM FASTENERS IN PLACE AND TIGHT, EXHAUST
IN GOOD CONDITION, HOLES PLUGGED, NO CRACKS

CHECK SHUT DOWN, INTAKE VACUUM NOT TO EXCEED 25" OF WATER AT FULL THROTTLE,
EXHAUST BACK PRESSURE AT FULL THROTTLE NOT TO EXCEED 34" OF WATER, CHECK FOR
AIR SYSTEM LEAKS, SCRUBBER SYSTEM SHUT DOWN LOW WATER, HIGH TEMP. SHUT DOWN,
HIGH COOLANT SHUT DOWN, EMERGENCY INTAKE AIR SHUT OFF OPERATIONAL, BRAKES
OPERATIONAL SET UP WITH IN 5 SEC. OF SHUT DOWN, ALL COVERS AND GUARDS IN PLACE
AND SECURED DOWN,

CHECK FIRE SUPPRESSION SPRAYS CAPPED, HOSED PROTECTED FROM DAMAGE, ACTUATOR
PRESSURIZED, AUTOMATIC SYSTEM FUNCTIONAL, FIRE SUPPRESSION ENGINE SHUT DOWN
OPERATIONAL, FIRE EXTINGUISHER MOUNTED, DATE AND INSPECTION TAG ATTACHED.

CHECK AUDIBLE WARNING DEVICE, MACHINE FREE OF ACCUMULATIONS, CHECK PARK
BRAKE SYSTEM IS OPERATIONAL, CHECK MACHINE CONTROLS FOR PROPER OPERATION, ALY,
LIGHTS WORK IN BOTH DIRECTIONS, PACKING GLANDS INSTALLED CORRECTLY, PACKING
NUTS SECURED WITH LOCKING DEVICE, UNUSED GLANDS SPOT WELDED, CABLES AND
CONDUITS ARE FLAME RESISTANT, CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE,
EXPLOSION PROOF COMPARTMENTS, NO EXCESS GAPS. IN FLAME PATHS ALL BOLTS ARE
TIGHT AND IN GOOD CONDITION, XP AND 2G TAGS ARE ON, ELECTRICAL SYSTEM IN GOOD
CONDITION

INSPECTION OF NON PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF DEFECTS, INSPECTION TAG ON AND
DATED, FIRE SUPPRESSION SYSTEM IS IN GOOD CONDITION AND OPERATIONAL, CAPS ARE
ON NOZZILES, NOZZLES LOCATION IS CORRECT, ALL COMPONENTS ARE MOUNTED
SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE OPERATIONAL, FUEL SHUT OF VALVES IN GOOD
CONDITION AND LOCATION IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL ACCUMULATIONS, STARTER FLUID IS IN PROPER
CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF CLOSING FUEL CAP IS WORKING PROPERLY,
HIGH PRESSURE FUEL LINES GUARDED OR COVERED PROPERLY, FUEL LINES PROTECTED
FROM DAMAGE, FUEL TANK GUARD IN PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE SIZE, CORRECT TYPE OF FUSE, BATTERY
COVERS IN PLACE, WIRING OF PROPER SIZE, MAIN DISCONNECT WORKING PROPERLY,
WIRING BUSHED THROUGH METAL WALLS, WIRING SECURED DOWN, CHECK AUDIBLE
WARNING DEVICE WORKING CORRECTLY, CHECK NEUTRAL START SWITCH, ALL BARE
ELECTRICAL TERMINALS ARE INSULATED, ALL. REQUIRED LIGHTS ARE WORKING, CHECK
FUEL LINE ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON ENGINE, ALL GLASS IN GOOD CONDITION,
OPERATIONAL CONTROLS WORKING PROPERLY, SPARK ARRESTER INTACT, MACHINE
PARKING BRAKE AND SERVICE BRAKES WORKING PROPERLY, EMERGENCY STOP PANIC
BARS CORRECTLY IN GAGE BRAKING SYSTEM AND STOP MACHINE, WITHIN S SECONDS OF
ENGINE SHUT DOWN(HEAVY DUTY ONLY)
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DATE | EQUIPMENT CONDITION ACTION INITIAL’S
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PERMISSIBILITY WEEKLY DATE ENDING 5*2:07

27 May 2007

LARRY POWELL JESS GILBERT RYAN MANN ISRAEL PETERSEN

WEEKLY EXAM’S HAVE
POWER CENTER’S,
SWITCH GEAR’S
DISTRIBUTION BOXES
. .CAPACITOR BANK

/JL

SIGNED DATE

Signature
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INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TA}SS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:
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SWITCH GEAR

PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN

XC 4 yoswicacEar |2 OF @7 Fiee | clectied o1

é—/'¢7 MAIN WEST 7200 VOLT oF 1S cHipec o< M
XC 40 43 SWIICHGEAR | @Y s ¥ Fine | checherd =/

é -[¢7 | MAIN WEST 7200 VOLT a/' /JzS/g&f', I A /M

an ol a ¥ Frine Cheched 2

XC 88 #4 SWITCH GEAR ; 4

&-/-0| MAN WEST 7200 VOLT of rnpection . ehet
XC A #7 SWITCH GEAR hne Sof fipirg |adusted /2 Z 77

é~/~a7 MAIN WEST 7200 VOLT AY 2 it s o - al ok 7
XC 69 #8SWICHCEAR |CAF K Tagged | alt o etey

é'/’d? MAIN WEST 7200 VOLT ons Ol 0, 5€
XC 40 CAPACTIOR BANK | Z7, ’a/ 2T Yime | gheckel ay et

ép,] MAIN WEST # // ms/ﬂto/' 104 o o
XC6SOUTH | DUEL 7200V ar/ e 4¢ Yiece | cfhceKen =/ '

29-97| MANSOUTH | sWITCHGEAR#11 | P 145/€cT7 041 _zl
“30-0

{ #°07| craxpaLL #3DRIVE - 7
XC21 SOUTH | #SDAULSWICTH | #/Z g~ a * 7/‘75»{, checfed 4 _

52407 | CRANDALL | 7200 I wspect on oK A7

_ XC12S0UTH | #1'SWITCHGEAR | ) 2/ A7 fom<| ohicckar 2’
430-07| CRANDALL 7200 VOLT e /;,5,. e D 2 M

NOTE’S

2MSHA05973



PERMISSIBILITY MUST BE SIGNED AND DATED

DISTRIBUTION BOXES
DATE | LOCATION | EQUIPMENT CONDITION ACTION INITTAL’S
TAKEN
XC 16 wistBox 11 | P oK At frme | ChceKerd &y
5%8-07T| MAIN NORTH 2F 1St n ' 2 i
XC 40 #8 DIST. BOX 2/ oK gt 11| checkel ntt
é'/’ﬂ MAIN WEST ﬂ/méﬂo;‘fm gL, s
XC50 MAIN # DIST. BOX AN oK F frme et Bk 2o g
b/-p7 | VEST of juSpectiom - AT
XC6MAN | FODSTBOX ™1 2/ 2 g frme | checfal o4 _z
b/-e7 | VEsT ety ol 7
. SO CRANDALL cF 1 74 clee el nt/
#°%-»7 | BoAR HOLE #6 DIST- BOX Onyf— - e | #f A—/Mfﬁ/ /V/M
107 3* NORTH #16 D- BOX N g at frmme cheered p4f
é' o[ xC4 ot 1#50e et om VYA W
MW X/C 71 #12 D- BOX A o/ copt 7o | ShecRer” 25
A L3800 F e 2’ oy
NOTE’S

2MSHA05974




PERMISSIBILITY WEEKLY DATE ENDING_& -Z-¢7

277 May 2007

* NICK MILLS

#5 & 7 848 BATTERY CAR’S
BELT PORTAL DUSTER
BELT PORTAL MAGNET’S & CONTROLLER’S

MAIN LINE TRICKLE DUSTER’S )

, DIESEL GENERATOR BATTERY BOSTER #1
SOUTH CRANDALL PUMPS
ALL CRANDALL MINE BELTS & TAKE- UPS
BELT BRAKES

DATE 25 7 O

SIG!

2MSHAO05975




INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED CR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF

PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR

RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED :

2MSHA05976



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05977



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
GENERAL
GENERAL #5 saspaTTEry | O.0.S LhecKed S
24-07 | MINE SHUTTLE CAR 7’&7,
GENERAL s788BaTTERY | O.0.S che kel y
51967 | MNEXCIMW | SHUTTLE CAR 724 L
oo
GENERAL #5BOLTER 0.0.8 Check
4457 | MINE XC82MW | SINGLE BOOM G A
GEN MINE 213 LEENORES checked »
XC 86 MW ROOF BOLTER 00S 7 A
52407 7
GEN MINE #6 BATERY SC 00S Chesfeol s
5o4-g7 | XCOA MW ﬁ/f
GEN. MINE GARY’S OFFICE BATTERY BOSTERAL ZAecAz
52407 vy 4 a/n AN

2MSHA05978




%

PERMISSIBILITY MUST BE SIGNED AND DATED

- {'DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
S TAKEN
BELT PORTAL TRICKLE et pp & "/ Che kot
$:2-07 DUSTERASTHTL | yzjuce ;/n«d/ﬁ =t T | et
BELT PORTAL CONTROL BOXES, Pl o ar | Checllsl .
SHoy ETC. A o onsp \ztl o~ ~FT
MAGNET # 1 HEAD Y
£at0p| PETPORTAL ROLLER Float A5 7~ Y %L-aoz M
GEN. MINE Loton Sarchoo
5 27 ggl\?g{ATOR Pl o/c/\({t y 4 /b/f/%/ Lty
7 i 7 7 7
NOTE’S

2MSHA05979



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT ACTION INITIAL’S
CONDITION TAKEN
2“EASTBELT | 10HP PUMP SC #P24 o cheok /
- (o4
ﬁi )07 HEAD ROLLER > 7= Ay
5207 #3BELT XC 7 10 HP STAMCOR #P5 poS e Z,,’{/ A
3®EASTXC23 | 5HPPUMP #pP7 QU X L g b
5’%107 PP 1 5fPcc# /7 g2 T
1"EASTXC19 | 5 HP PUMP #P6 ﬂfﬁ@:
6077 P d%%// e’
. 2“EASTBELT | 5 HP PUMP #P25 leck.
£ 2007 2 S e <y
R 'zt
iﬂ%y 3°EASTXC24 | 13 HPPUMP # P4 4 &,6/+ P
"1 3®EASTXC 24 | 5 HP PUMP #P23 sl s &7 checKes
52407 _ 2¥ frcn<_ ﬁ{% gx | AT
& 2G| 3" EASTXCT | #182CIRCUIT D-BOX Fr/of arf ime| G ay | oot
3*EASTXC19 | #13 2CIRCUIT D-BOX Grl 2 K a 2 4ecieol
52907 " FaA C asl ALY
1STEAST | BREKLY #3 AND CONTROLLER | 3 /7 0 K e | Lhots et
5 M09 SOUTH CRANDALE of ,;@/eaé?ﬁﬂ 2/ .- A
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION TAKEN INTTIAL’S

2MSHA05980




H

PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT ACTION | INITIAL’S
CONDITION TAKEN
#1 BELT 6.4PUMP SC #P1 ajl oK ar | gf<eeS
574-97 | PORTAL tine of Jibtedly) P02 A
#1 BELT 10HP PUMP SC #P2. G/l e ar phecstesd
47244 OVERCAST it N Y A 1T
XC22mainso | 5 HP PUMP #15 SOCRANDALL | 0OS clec®erd
524-01 v Dt
SO. CRANDALL | 6.4 KW STANCOR PUMP SC a0z r O e, éz:;/
, ROCK ROOMS | #P12 Foite L i
527 e FocoFis ﬁ/ 7%, Al
— SO. CRANDALL | LEE NORIS ROOF BOLTER 008
51 chwizl |t
SC INTAKE SHPSCHY 23 a7 2 HKat | o L@Z/
sorocr e ol
5 209 /;As/;?/x,,, &/7 ﬂf/ e
T EAST XC18 | 5 HP SC#P8 Sd ol @ e de
57907 /7/,;! e - a7 j W
SC NORTH SHP #P9 G417 oK & CloecAe
5’%,4 < RETURNFACE Wt /7 oy /V//"I
SOUTHMAIN | 54KW SC #P10 00S Lhecier’
52-0)| X! Vog | A7
Z
G- XC2 #4BELT | SHP#P11 00S Cllcres 2
BORE HOLE SHP SC #P5-13 008 beoiet!
§ 2401 s A
XC 24 SO. 10HP SC #P14 /cuﬂ/d Sty e, % Z“/
- CRANDLL SO.
526-07| van ,4‘/»4 Serizc 7&/'&- AT
ﬁ‘EAST SHP PUMP SC #P19 purf) rof- | plhesFed
521~ o7| INIAKE M a/ca Ao A
3RD EAST 64 KW STANCOR PUMP SC 00S Lbeoied
% 94| BELTDRIVE | #P21 o A
/
NOTE'S

2MSHA05981



" PERMISSIBILITY MUST BE SIGNED AND DATED

NOTE’S

14

DATE L()CA';I'ION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
#1 BELT ssHppuMpR, | CEP  cable /
4 %07 DRIVE FLYGHT 440// W / M
XC1#1BELT | 10 HP PUMP #P1 ﬂcm// 3 boee % ,
f %07 STANCOR Lot Loca brpn /&/&/V % M
#1BELTTAIL |/suppumpi#ps | < ///’ A2 /ZLWU cheHbd W
52001 W op oo [0F 10 S iz £/
I T el W Al R D
52907 /7/4’ mﬁe?-/ t.onm JZ/ :
IT'SOUTHXC | sHPPUMP#PS |&/ ok 47‘ rine ARPZE 4 7
52997 #6 FLYGHT wlibtection i
XC 38 MW. suppuMp#ps | A/ OK G F el Cl&c/&f 4//
5" 29y | BELT FYGHT of nSfectipn ///V(
9 XC 39 M.W. 35KWPUMP#p9 | X OK o fum€ Cﬁw/:/’/
(S| BT | o ol s o Fio “ Zzal
XC 45 M.W. #1150 HP PUMPE | &R OU akf Frme€ checkeo s 0/
foiq‘07 #1 CONTROLLER I; /KS/f,& f’m K 7 M
4 rime ) ck(ot-aﬁ <
5. | XC45MW. #2150HPPUMP | #4 5 ,h:‘/i ctigre 2 Y
mta Flhml | chce af | L,
XC 47 MW 6.4 KW PUMP o 9y
507 | BELT #P10 STANCOR cotve o 2K, ./M’{/t _.
| xcasmw. 13 HP PUMP#P11 4// ar fimet (;Aeo/(c’&( A Aty
501 FYGHT of idpection, 2K
XC46 MW. sp1200 HP HIGH | @A, 0K at Frmt clecRel 2 i
;’—027,07 PRESSURE PUMP P 0"610 ec H o ) M B
3®NO#1 6.4 STANCOR ’ e’ B
5240+ BELT TALL #P23 00s che "}:-7/ At §
[ 3®NO. HEAD | 5 HP PUMP #P7 - clec KA
4'24~p+ | ROLLER FYGHT oo g AT
XC 46 MAIN 5 HP PUMP P19 AL o Fertt e AW @
49457 | WEST INTAKE y/,/(l ,/;,(5’ y ;2”47 s P fg‘ 74 /Vaf»[
XC 40 MAIN 5 HP PUMP #P6 z € | 2lee. =7 E
5707 | WEST FYGHT ® ,,,6'24 A ;,';f &é’/?;{/ W ,
R 150 HP PUMP 205 Clie K e -
XC 45 M.W.
G254 osna V> /W/l
XC 65 MW 2CERCUITDBOX | ca // o & a¥ F% checellay - - ;
I 2497 . ol jegsict o TET |
XC 63 MW SHP PUMP an ox ot rime | cfQCcA et & .
£ #T BelF AT 7o K7 5Tana 2 ,,?/e?; o /X mK Lt
g e} /0 2| ad st af 3 XY ar
5 207 M Tash, gumtf 2f /Aﬁlcbﬁ':tt V74 M

2MSHA05982




PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
: TAKEN .
XC 50 M.W. 1sHPPUMPHPIS | & Hok af fine C/Ak"/ﬂjfw/dﬁ //
5 2Gr7 | INTAKE STANCOR OF 15 bion . T
XC 51 M.W. satpPUMPRLs | ANOK AF Frim & cHhecke lay s
5290~ | INTAKE STANCOR oF 15 b m Y T
_ XC 68 MW. sauPPUMPEPLs | AX oKX & F tome | Checkelay
527 | INTAKE FLYGHT O 1tsfeotionm 2L it
SO.CRANDAL | #18 D-BOX Al 0K ot ééw;fe/af
5:20.07| East | PFrlespec iz o a7
15" RIGHT 13 HP PUMP# P 17 d//,”(df’ Yome Lbeced ov
f';Zf.oy SEALS 0///!5]%0/:;,,4/ o /M,o(
1T RIGHT 1% HP PUMP # AT ppC G g177°C | gle=leol
$24-97| SEALS P18 2Easfee biom - 2 v ATy
NEXTED P [ g framp Gl 0/ af posme | Checked a2y P
ik L Mwblty o rispec tion. w
NOTE’S

2MSHA05983




DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN )
SO. #1 BELT DRIVE 4 c/
CRANDALL AND LIGHTS 008 e c;{
52)7, 77 XC1 % W
80. 3™ EAST BELT
CRANDALL AND TAKE UP 008 Ch vyf;o/
5290 ; SUP 500 Vags // M
SO. #2 BELT DRIVE & 7
CRANDALL LIGHTS 00s Chec K7 2 A
SHon Yazs A
SO. #3 BELT DRIVE, ’
CRANDALL LIGHTS & BRAKE | 008 Checfe ¢¢/
CONTROLER &
TAKE-UP 775
57 hececo /M
SO. #1 BELT SCALES
£.29-07| CRANDALL 008 ches 7 /,M
SO. #4 BATTERY 008
CRANDALL COAL HAULER checpbe <’
3607 v2g | MM
SO 2 EAST BELT 00S
CRANDALL & CONTROLLER ékﬁ’(é/
5207 Vg A
SO CRANDALE | SUPER 500 & cles / 7
CONTROLLER 00s 7/
2 EAST 3
L5407 // // “
CRANDALE #1 LEE NORSE 00S
29-01 dt&/&/ @_ et
/
SO.
CRANDALL
SO.CRANDALL
SO.
CRANDALL
SO.
CRANDALL
NOTES:

2MSHA05984




PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
XC3 #1 DRIVE & 1] RLLnsn” =S,
57| MANNORTH | TAKE-UP W lovrs 4eot ) M
XC5 #2 DRIVE & ;// T f #rine |l eched” o/ /sz
5 2704 MANWEST | TAKEUP A ieSfec biom 22
XC 39 #3 DRIVE & GH 2K Gop Bt € plte A 2y
% -29-5 7| MAIN WEST TAKE-UP 1 Spect-o Py M
XC 69 #4 DRIVE & M155:3-3 Byl oo 5 P! bzflppit 5
D J4-olf MANWEST | TAKE-UP Accumulp Yins5 wWashk AT
N XC 70 #4 BELT BRAKE 4!/0/(479 S € Cheeled 277 o
9 24-67 MaN WEST OF 1ogfectiam o 4
XC1 SO.MAINS #1
z; SO.MAINS BELT DRIVE & / W%/ / i Fed e
Hry TAKEUP [operiy aga,n 1
XC33 3* #1 NORTH c / /( ,,/
3 BELT ecke.
' 5/% o7 MARTWEST DRIVE. oo 5 Ve ‘/(/'/'Z
f“}%ﬁ XC 103 MAIN im & Loal acchmumlaty;| . Mg/,@g;/ —
MAIN WEST #6BELTDRIVE | S/ AcCttMye w e
5459\ sHorTBELT é% “sh A
MAIN WEST #TBELTDRIVE | Lo/ acurl, .
%24-4% SECTION BELT | TAKE-UP \ “oTey Mféf/ i
XC63% 3* NORTH #2 )
594-9%| NORTH BELT DRIVE 005 Cheche %q/ W
/
NOTES:

2MSHA05985



PERMISSIBILITY WEEKLY DATE ENDING/ L-2-07

MAIN WEST SECTION

JASON FURRH

#13269 FEEDER BREAKER
12-65C 128 SC 129 S/C 12-11 S/C
#5.6 MRS’S

SIGNI DATE_ b-2~ 97

2MSHA05986



PERMISSABILITY MUST BE SIGNED AND DATED

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

9MSHA05987



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
MAIN WEST FEEDER BREAKER 13269 |ACLUMULATION
2 Con | LREASE VIABWED =3
6 / ) MAIN WEST 12-6 SC NSO LOWNLER o MO LBNCER an
MIVE  PLOPERTY MINE pRoptety | o
- ACeVMUVLAT TON
©/y | MAIN WEST 12-8 SC ety e NASWIED 5
- Ac TToN)
¢ / ! MAIN WEST 12-115C @::::::/Q;k WASHED >
6/ MAIN WEST 129 §/C 00S DBT oo ~
b MAIN WEST #5 MRS Thi—Ed 0%
/1 S O'O‘S' ('_1—°ﬂ 1
[ MAIN WEST #6 MRS Th-LD 00%
th > O.0.5. et -
MAIN WEST
MAIN WEST
MAIN WEST
| MAIN WEST
JASON FURRWH

NoTE's. FE 12-6 SC 3 TS woT AT cRamDAL MINE

SITE PN LONEER | MNEEDS To BE PEMOUED FROM

THITS ’OE&MISS Dacw ET/
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN

2MSHA05988




PERMISSIBILITY WEEKLY DATE ENDING

27 May 2007

FOSTER MCAURTHER

ALL PORTABLE AND PERMANENT PUMP’S

2MSHA05989



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE
EXTINGUISHER INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE
AND WIRED CORRECTLY TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE
PROTECTED AND PROPER LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS
BOTTLES OR AIR TANKS ARE NOT EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED,
ADDITIONAL INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED
CORRECTLY, MONITOR AND GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH
MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED
OR COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD
CONDITION, ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP
SWITCHES WORK CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR
PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED
CORRECTLY, RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS
FOR LOCK OUT OF PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL
INSULATION, DUST COVERS FOR RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND
HIGH VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB
HAZARDS, AREA WELL ROCK DUSTED

2MSHA05990



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, 1.D. TAG ON NIP, STRAIN CLAMPS INSTALLED,
GROUND AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARP EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL
CONDITION OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND
STUFFING BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT
PROPERLY CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME
RESISTANCE, PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM
DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY
LOCK DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB
CERTIFICATION TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS
TO PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS,
(BATTERY BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED
OUT, BOTTLES NOT DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION,
INSPECTION TAG ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA05991



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE { LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
SHP PUMP P 5-36
5 5[ (1] XC13 RETURN ac 210
XC39 MW 6.4 HP PUMP P 6.4 /
53557 RETURN 35 S 22 LAN
XC 39 MW 13HP PUMP P13 -
5.3 7| RETURN 34 o &
XC 44 M.W. 6.4 KW PUMP P6.4
“3067 RETURN 33 &, 2TAN
XC 47 M.W. 6.4KW PUMP P
2507 RETURN 6.4-30 &C £IA
1STEAST 2 G PUMP
BLEEDER SYSTEM
PUMPS
XC 52 1STEAST | 13 HP PUMP SC
3967 #18 & N
XC5 BLEEDER | 13 HP PUMP ’
S39¢) K EM
XC35 2EAST 13HP PUMP
52957 C EM
2" EAST 2 G PUMP
SYSTEM
XC33 SHP PUMP
29-5) 2NDEAST &, EAN
XC 20 DBOXES#7 & ’
S375] RED OUT & EN
XC 23 SHP PUMP P# 23
5:9947| BLBEDER o8 EM
XC-52 1TEAST | 13 HP P#52 "
53567 oC FrN
NOTE’S

2MSHA05992




DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
15T WEST &2 2G PUMP SYSTEM
WEST
BLEEDER
XC12 1% 2GP13-1
6 [-077 | WEST eC (TAN
XC 1 BLEEDER | 2GP13-2
bl | 17 WEST & M
XC7 2GP 133
' INDWEST
(>-[->7 | BLEEDER +  aC M
DOG LEG 2'® 2G P13-4
WEST
(-7 | PLEEDER & i
3® LEFT 2GP5-1 -
| o- /0] s & M
REGULATOR 2G P52 Y
G-l-47 | 31 ¢4 FN
3 % CORNER 2G P 13-5
b 107 2.3 EM
3 1 CORNER 2GP28-1 —
67 6.8 FiM
3% BLEEDER | 2G 53
o[-0 o 8 EW
3% XC2 2G 5-4
bol07 o W\
3%XC5 2G 5-5
b-/-07 K FM
314XC 10 2G 5-6 —
b-[67 oC EM
i /.07 3 % CORNER 2G 30hp pump & };—
A. /07 3 % CORNER 2G30hp pump d‘ F W\

PERMISSIBILITY MUST BE SIGNED AND DATED

2MSHA05993




PERMISSIBILITY weekly date ending ---—-- b-A

27 May 2007

HUGH ARRIOTTI BLAIN FILLMORE

ISUZU TRUCK’S

DATE 9 ~3(— O

2MSHA05994



INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF
DEFECTS, INSPECTION TAG ON AND DATED, FIRE
SUPPRESSION SYSTEM IS IN GOOD CONDITION
AND OPERATIONAL, CAPS ARE ON NOZZLES,
NOZZLES LOCATION IS CORRECT, ALL
COMPONENTS ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE
OPERATIONAL, FUEL SHUT OFF VALVES IN GOOD
CONDITION AND LOCATION IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL
ACCUMULATIONS, STARTER FLUID IS IN PROPER
CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF
CLOSING FUEL CAP IS WORKING PROPERLY, HIGH
PRESSURE FUEL LINES GUARDED OR COVERED
PROPERLY, FUEL LINES PROTECTED FROM
DAMAGE, FUEL TANK GUARD IN PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE
SIZE, CORRECT TYPE OF FUSE, BATTERY COVERS
IN PLACE, WIRING OF PROPER SIZE, MAIN
DISCONNECT WORKING PROPERLY, WIRING
BUSHED THROUGH METAL WALLS, WIRING
SECURED DOWN, CHECK AUDIBLE WARNING
DEVICE WORKING CORRECTLY, CHECK NEUTRAL
START SWITCH, ALL BARE ELECTRICAL
TERMINALS ARE INSULATED, ALL REQUIRED
LIGHTS ARE WORKING, CHECK THAT FUEL LINES
ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON
ENGINE, ALL GLASS IN GOOD CONDITION,
OPERATIONAL CONTROLS WORKING PROPERLY,
SPARK ARRESTER INTACT, MACHINE PARKING
BRAKE AND SERVICE BRAKES WORKING
PROPERLY, EMERGENCY STOP PANIC BARS
CORRECTLY ENGAGE BRAKING SYSTEM AND
STOP MACHINE, WITHIN 5 SECONDS OF ENGINE
SHUT DOWN (HEAVY DUTY ONLY)

2MSHA05995



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF
NEEDED, FIRE EXTINGUISHER INSPECTION TAG AND DATED, SELF ACTUATING FIRE
SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY TO REMOVE POWER FROM
EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR
AIR TANKS ARE NOT EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS
PROPERLY INSTALLED, ADDITIONAL INSULATION PROVIDED ON ENTRANCE GLAND
IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND GROUND
CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH METAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL
CONTROLLERS PLUGGED OR COVERED, DOORS TO ELECTRICAL CIRCUITS ARE
SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION, ELECTRICAL CABLES AND
CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT
FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE
IDENTIFIED CORRECTLY, RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS
ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF PLUG AND MACHINE, STRAIN
CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES.
COMMUNICATION LINES AND HIGH VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT,
UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES
FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO
ROOF AND RIB HAZARDS, AREA WELL ROCK DUSTED

2MSHA05996



DATE | EQUIPMENT CONDITION ACTION INITIAL’S
= TFAKEN
57,;,7 # 271SUZU el wrmdled i j% g/ A
’ # 281SUZU e A ‘
5’4'23 # 291SUZU ok bk, Lol é‘% w y/ s )
# 31ISUZU . ) )
> T =
‘573! # 32ISUZU /\Ie/( wﬂ/"/%%’g ﬂ,,{ f&{,g Ar }‘b{é
Shoy | # 361U2U £ / \
# 461SUZU s \
Shg | # 4710z ;mé_%_ﬁlﬁéf___ﬁg—a_ \
' # 2 ISUZU A K \
# 3 1SUZU \
47 \
v | # 4 sUZU oy
g/i #9 ISUZU O
577/ # 11 ISUZU /’ 6 Eia /%« %« 7,///
q" 7 / v LAy .
/3, # 12 ISUZU /1.4 /
Sl |+ 1 1Uz0 pod Bsbe Y/
5730 4 441SUZU "Beobolobe Limee | 2
# 20 ISUZU f
5_’/21 # 211SUZU k.
# 221ISUZU 0e5
3'7” # 231SUZU '%/ y A
Shn |2 ¥ /mﬁ % L
PERMISSIBILITY
MUST BE SIGNED AND DATED
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN
1/2 “ DRILL
4 ¥”|GRINDER
BATTERY
CHARGER

2MSHA05997



MAIN WEST SECTION

DARWON STANSFEILD

SECTION TRANS #30 HEAT LAMP #6
MICROWAVE #6 151958 SCOOP & CHARGER

PATE S - R 7~

2MSHA05998



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

DEISEL

2MSHA05999



NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA06000



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
S/Q 7 [ MAINWEST | SECTIONTRANS #30 Accymatadions | Clecas] AN
MAIN WEST HEAT LAMP #6 wer DY
S\'/Q7 egu.l, :;-'6 loacl AP'pQ:/Qd oc
MAIN WEST MICROWAVE #6 o
5/27 Condiflon _OK Nor, ds
MAIN WEST 17-2 488 SCOOP -
o3 ot B HE
MAIN WEST 488 SCOOP CHARGER [ no Re tt& oOver “ 0
5'/27 Chueges Oler Chorgp s ﬂ‘(
MAIN WEST #1 MRS 7
ool
MAIN WEST #8 MRS
0of§
MAIN WEST
MAIN WEST
MAIN WEST
MAIN WEST
DARWON
STANSFIELD
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION Taken INITIAL’S
NOTE’S

2MSHA06001




PERMISSIBILITY WEEKLY DATE ENDING_& <2 -2

27 May 2007

TIM HARPER
3" NORTH

4590MINER # 9 ROOFBOLTER
# 12919 FEEDER BREAKER
MICROW #6 44 SHUTTLE CAR
# 45 SHUTTLE CAR TRICKLE DUSTER 550519120032
488 SECTION SCOOP AND CHARGER HEAT LAMP #6

SIG DATE S A7 —&7




INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED, GROUND
AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROCF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL CONDITION
OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND STUFFING
BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT PROPERLY
CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME RESISTANCE,
PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY LOCK
DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB CERTIFICATION
TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS TO
PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS, (BATTERY
BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED OUT, BOTTLES NOT
DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION, INSPECTION TAG
ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA06003



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

MSHA0B004



PERMISSIBILITY MUST BE SIGNED DATED

DATE LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
3% NORTH 4590 MINER Core Flor) S| Checkod Liane
- fae AL o -s5to
S A7 e ot }X%J)e-ﬂz’re Yo {Q
3® NORTH #9 ROOF BOLTER Condi'flors )s | CAechkoed 4ipdk
,ﬁ}7 }‘a’ad ' C-SFep, £ re S gap| é/
3 NORTH #29 TRAINSFORMER & PR == N TRy PPV =
J—:f”,? ﬁ’d 6fctk('-‘} ﬂl:’d profpelion
2 il Lo s |CAeciied e
5,;}7 3" NORTH Ergg ER BREAKER Co% :/V o~ ,.i;f ;S:cj,bi[j p —f:é: " @’
3*° NORTH MICROWAVE 5 “
$70> Fosdt & < W
3™ NORTH 44 shuttle car Corcls Lo s CA e &oc! /g 4
- it AAS, (e AN A
527 ﬂ“a"’d’ (P s |G
3* NORTH #45 shuttle car Cé/vc/ 7PN CA ket Lla
S = 2/ wd_ ﬂcrf/f, & -SHop C/'/TO/
' 3* NORTH TRICKLE DUSTER Cheartee e )
52> SC898 %’&&é Dredecthng gop., éfz
3" NORTH _
/({;7 488 SECTION SCOOP # A0S o0 F G;Z
— 3® NORTH & CHARGER #11 , CAcckeal A e
S ; ol /s, fore g rofeeAod)
RD Y ER SER. #
oo 3" NORTH B oo V] o « é&
_5—p7 | 3" NORTH HEAT LAMP #7 - o =P
3* NORTH i )
3 NORTH 4590 MINER %ﬂ%‘% %BAS
monl
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION TAKEN INITIAL’S
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PERMISSIBILITY WEEKLY DATE ENDING & 27

27 May 2007

RUSS LARSON

CRANDALL MINE CONSPEC SYSTEM
SOUTH CRANDALL MINE CONSPEC SYSTEM

2MSHA06006
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PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
CRANDALL CONSPEC SYSTEM
53101 | e A< .4
SO. CRANDALL CONSPEC SYSTEM
637 | MNE G /€C/
P A
J;,MM a/é ' {
07 M et - G<_ Vi
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE TOOL CONDITION ACTION INITIAL’S
TAKEN
63147 dﬁ:@ Ll é‘/ /g/
WW \ C
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PERMISSIBILITY WEEKLY DATE ENDING &--=—

27 May 2007

RUSS LARSON

ALL CAP LAMP’S AND CHARGER’S

DATE_ G -3 /—ﬂ?

SIGNE

2MSHA06009



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED,
GROUND AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARPE EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL
CONDITION OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND
STUFFING BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT
PROPERLY CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME
RESISTANCE, PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM
DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY
LOCK DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB
CERTIFICATION TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS
TO PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS,
(BATTERY BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED
OUT, BOTTLES NOT DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION,
INSPECTION TAG ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

oMSHA06010



M o

PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT CHARGERS
ABOVE SHOP

CONDITION

ACTION
TAKEN

INITIAL’S

37

#1CAP LAMP & CHARGER

KL

/

# 2 CAPLAMP & CHARGER

5/

# 3 CAPLAMP & CHARGER

@<
/
/.

3/

#4 CAPLAMP & CHARGER

[

—_—]

5CAP LAMP

o

# 6 CAP LAMP & CHARGER

&

# 7 CAP LAMP & CHARGER

0

7 8 CAPEAMP & CHARGER ™ |

r=24

# 9 CAP LAMP & CHARGER

# 10 CAP LAMP & CHARGER

—#11L CAP-EAMP&€HARGER |

[ %12 CAP LAMP & CHARGER

#13 CAP LAMP & CHARGER

a—_—

#14 CAP LAMP & CHARGER

# 15 CAP LAMP & CHARGER

# 16 CAP LAMP & CHARGER

#17 CAP LAMP & CHARGER

TR RR

# 18 CAP LAMP & CHARGER

—

#19 CAP LAMP & CHARGER

#20 CAP LAMP & CHARGER

#21 CAP LAMP & CHARGER

I CAP TAaMe& CHARGER— S

#23 CAP LAMP & CHARGER

SN

#24 CAP LAMP & CHARGER

#25 CAP LAMP & CHARGER

™

i

426 CAP TAMP. & CHARGER— AR 2 £

(

#27 CAP LAMP & CHARGER

X

#28 CAP LAMP & CHARGER

#29 CAP LAMP & CHARGER

N

# ;ﬁ

2MSHA06011
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7177y

7 PERMISSIBILITY MUST BE SIGNED AND DATED
DATE EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN

#31 CAP LAMP & CHARGER

R

#32 CAP LAMP & CHARGER

#33 CAP LAMP & CHARGER

#34 CAP LAMP & CHARGER

#35 CAP LAMP & CHARGER

e———#36 CAPL-AMP-& CHARGER |

#37 CAP LAMP & CHARGER

#3383 CAP LAMP & CHARGER

#39 CAP LAMP & CHARGER

# 40 CAP LAMP & CHARGER

# 41 CAP LAMP & CHARGER

# 42 CAP LAMP & CHARGER

# 43 CAP LAMP & CHARGER

# 44 CAP LAMP & CHARGER

# 45 CAP LAMP & CHARGER

# 46 CAP LAMP & CHARGER

# 47 CAP LAMP & CHARGER

# 48 CAP LAMP & CHARGER

# 49 CAP LAMP & CHARGER

A CHARGER

I

#51 CAP LAMP & CHARGER

¢/

#52 CAP LAMP & CHARGER

-— ]

# 53 CAP ,

7/

#54 CAP LAMP & CHARGER

Z / | #55cAPLAMP & CHARGER
2 / # 56 CAP LAMP & CHARGER ) YL
\ 7
NOTE’S

2MSHA06012
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00/

PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT

CONDITION

ACTION
TAKEN

INITIAL’S

3/

# 57 CAP LAMP & CHARGER

K.C

3/

# 58 CAP LAMP & CHARGER

1739 CAP TAMP & CHARGER—]

22>

3/

#60 CAP LAMP & CHARGER

%]

#61 CAP LAMP & CHARGER

&
[

#62 CAP LAMP & CHARGER

# 63 CAP LAMP & CHARGER

______——/

# 64 CAP LAMP & CHARGER

#65 CAP LAMP & CHARGER

#66 CAP LAMP & CHARGER

#67 CAP LAMP & CHARGER

# 68 CAP LAMP & CHARGER

#69 CAP LAMP & CHARGER

#70 CAP LAMP & CHARGER

#71 CAPLAMP & CHARGER

#72 CAP LAMP & CHARGER

#73 CAP LAMP & CHARGER

#74 CAP LAMP & CHARGER

#75 CAP LAMP & CHARGER

#76 CAP LAMP & CHARGER -

#77 CAP LAMP & CHARGER

#78 CAP LAMP & CHARGER

#79 CAP LAMP & CHARGER

3/

# 80 CAP LAMP & CHARGER

* [ | #s1capLAMP & CHARGER L
> ( #82 CAP LAMP & CHARGER &( /7 C
AN
NOTE’S

2MSHA06013
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W 7 PERMISSIBILITY MUST BE SIGNED AND DATED
DATE EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN

T (| #83CAPLAMP & CHARGER p( /e 4(/

/ #84 CAP LAMP & CHARGER

/ #85 CAP LAMP & CHARGER
/ #86 CAPLAMP & CHARGER I
] #87 CAP LAMP & CHARGER
] #88 CAPLAMP & CHARGER
( #89 CAPLAMP & CHARGER
B/ | #90CAPLAMP & CHARGER
4 [ | #91CAPLAMP & CHARGER

Y / #92 CAP LAMP & CHARGER

(
L
7o carTAmP EciarciR | D8 \
é<
7

7 (¢ | #94capLaMP & CHARGER

/ #95 CAP LAMP & CHARGER

/ #96 CAP LAMP & CHARGER

/ #97 CAP LAMP & CHARGER

/ #98 CAP LAMP & CHARGER

#99 CAP LAMP & CHARGER

}7 /| #100caprame & CHARGER

7 / #101CAP LAMP & CHARGER

7 # 102CAP LAMP & CHARGER

/ # 103CAP LAMP & CHARGER

/ #104CAP LAMP & CHARGER
/ #105CAP LAMP & CHARGER
» / #106CAP LAMP & CHARGER /
# 107CAP LAMP & CHARGER /
7 ) | #108CAPLAMP & CHARGER K /‘é L
7 7
NOTE’S

2MSHA06014
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0/

PERMISSIBILITY MUST BE SIGNED AND DATED

DATE

EQUIPMENT

CONDITION

ACTION
TAKEN

3/

# 109 CAP LAMP & CHARGER

&

7/

# 110 CAP LAMP & CHARGER

&<

2MSHA06015




Ptlo Descriptor Type Tag Name

A0 UPPER BATHHOUSE A0
A7 C0 #1 BELT DRIVE MAIN NORTE &I (0
ﬁ €0 XC6 MAIN NORTH TRANSFORMER R¥ AI (0
900 1C15 #1 BELT HAIN NORTH A0
4600 #1 DELT PORTAL MAIN NORTH AL 0
724,00 5C25 #1 BELT MAIN NORTH AL
AT (0 #2 BELT HEAD ROLLER MAIN WEST AL CO
S0 00 1C5 #2 BELT DRIV MAIN WEST A 0
N§{ 00 Kc4 TRANSPORMER RN MAIN WEST AI O
A8 C0 XC17 NAIN WEST #2 BELT LINE AL (0
“§4 (0 K28 MAIN WEST #2 BELT LINE AT (0
«~{0 €0 1C28 MAIN WEST 1ST S0 RETURN AI (O
~§ C0 %C39 MAIN WEST #3 BELT HEAD AL (O
=~ (0 KC41 MAIN WEST #3 BELTLINE A1 0
~43 €0 KC46 MAIN WEST #3 BELT LI AI (0
™85, €0 KC54 MAIN WEST #3 BELT LINE AL (O
>0 0 %C62 MAIN WEST #3 BELT LINE A (O
183 €0 XC67 MAIN WEST #4 BELT HEAD AT €0
~414 70 XC68 MAIN WEST #4 BELT DRIVE AT  C0
445 C0 HC77 NAIN WEST #4 BELT LINE AL (0
ATE°C0 HCB5 MAIN WEST #4 BELT LINE AT (0
ATT 0 %C69 MAIN WEST TRANSFORMER RN AI 0
<9 0 5C97 MAIN WESE #4 BELT A0
_120 00 MAIN WEST SECTION ALARK BOX A (0
A2t C0 MAIN WEST 50103 #4BELT TAIL AL (O
5000 C110 5 BELT TAILPIECE MAIN W AT (0
45310 CHARGER SCOOP MAIN WEST INTAK AT (0
A5T (0 CHARGER mini trac MAIN WEST AL (O
54 0 6 BELT TAILPIECE MAIN WEST A (0
A58 00 IC111 7 BELY DRIVE MAIN W AT €O
<E567C0 %C121 NAIN WEST #7 BELT LINE AL (0
770 50128 MAIN WEST 47 BELT LINE AT (O
369 (0 XC30 MAIN WEST SO NAINS HEAD AL (0
40 C0 SOUTH MALN 789 MW CHARGER A 0

6% C0 3RD NORTH BELT DRIVE YR )
3047 CO 3RD NORTH CHARGER Al cl
~348 €0 3RD NORTH CHARGER AL Q0
~569 C0 3RD NORTH HEAD ROLLER A

-3t0 C0 3RD NORTH 42 BELT DRIVE A0
94 C0 3RD NORTH SECTION BELT FEEDER AI  CO
S48 €0 3RD NORTH XC16 #2 BELT LINE AL  CO

261 €0 SCC 1 BELT TAIL PIRCE A0
2612 €0 SCC 18T EAST BELY DRIVE A0
2613 €0 8CC #2 BELT DRIVE A0
A70T4 0 SCC §2 BELT TAIL PIECE AL €0
#2615 (0 SCC #3 BELT DRIVE a0

~2624 (0 SCC XC18 15T EAST RETURN AL Q0
~—=2015 C0 SCC 2ND EAST HEAD ROLLER AT €0
—2839 €0 SCC #1 BELT DRIVE AL 0
~2018 €0 SCC XC19 15T EAST TRANSFORMER AI (O
2095 (0 SCC XC28 MAIN SOUTH CHARGER A (0
2036 C0 SCC X27 MAIN SOUTH CHARGER AL €0

05/30/2007 07:12:32 Page 1 2MSHA06016



Bl Descriptor Typs Tag Name

2400 €0 SCC #3 BRLT TAIL PIECE ALARM A (0
&0 00 SCC XC 7 INTAKE TRAVELRAY AL
<211 €0 SCC 3RD EAST HEAD ROLLER AL 00
¢216% €0 SCC 3RD EAST BELT DRIVE AL 00
72157 C0 SCC 3RD EAST BELT TAKE UP AT 00
270 €0 SCC 3RD EAST XCO INTAKE AL 0
21714 (0 SCC XC32 3RD EAST CHARGER AL 00
376 €0 SCC 3RD EAST QUTBY XC2 BELT A1 0
2479 €0 SCC JRD EAST INBY XC 2 BELT Al (0
2482 (0 SCC 3RD EAST INTAKE FEEDER Al €0
‘3185 C0 SCC 3RD EAST BELT TAILPIECE AL (0
<7188 CO SCC EC16 MAIN SOUTH INTAKE AT €0
<191 €0 SCC 3RD EAST XCT BELT AL €0

-97 (0 SCC RD EAST XC7 INTAKE A0
mﬁt&?ﬁmﬁﬂﬂw—w

=218 C0 8CC 3RD EAST XC13 INTAKE A0
~2215 C0 SCC 3RD EAST XC13 BELT AL 00
2248 €0 SCC 3RD EAST XC21 BELT AL
<2221 00 SCC JRD EAST XC21 INTAKE AL €0
~2224 (0 SCC 3RD EAST XC27 INTAKE AL 00
(2127 C0 SCC JRD EAST XC27 BELT AL 00
~2230 C0 SCC XC26 MAIN SOUTH INTAKE AT €O

05/30/2007 07:12:32 pagé 2 2MSHA06017



Conspec Senturion 300 POINT TAG-NAME LIST
Ptlo Descriptor Type Tag Name

2436 N0 SCC 2ND EAST HEAD ROLLER AL W
H2N0 SCC IC 7 INTAKE TRAVELWAY AL X0
~2467 N0 SCC 3RD EAST HEAD ROLLER AN
265 §0 5CC 3RD EAST BELT DRIVE AL N0
2487N0 SCC 3RD EAST BELT TAKE UP AR
41 B0 5CC 3RD EAST XCO INTAKE Al X
2177 N0 SCC 3RD EAST QUTBY XC2 BELI Al RO
2180 §0 SCC 3RD EAST INBY XC 2 BELT AL NC
—2183 N0 SCC 3RD EAST INTAKE FEEDER  AI MO
486 N0 SCC 3RD EAST BELT TAILPIECE AI NO
~HBTH0 SCC AC16 MAIN SOUTH INTAKE AL N0
~213% N0 5CC 3RD EAST XC7 BELT AL X0
“2195 §O SCC 3RD EAST XCT INTAKE YR
"213% §0 SCC 3RD EAST XC13 INTAKE ALNO
~2216 N0 SCC 3RD EAST XC13 BELT M N
~22t% N0 SCC 3RD EAST XC21 BELT YR 1)
~2222 N0 SCC 3RD EAST XC21 INTAKE YR 1)
2335 NO SCC 3RD EAST XC27 INTAKE Al
_228°N0 SCC IRD EAST XC27 BELT A M
—2231.0 SCC XC26 MAIN SOUTH INTAKE Al KO

2MSHA06018
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PERMISSIBILITY

May 2007

RUSS LARSEN

DRAW OFF TUNNEL METHANE MONITOR
MONTHLY CALIBRATIONS




PERMISSIBILITY MUST BE SIGNED AND DATED

DATE EQUIPMENT CONDITION ) ACTION INITIAL’S
TAKEN

5:2]. 7| METHANE MONITOR @< m

NOTE’S

2MSHA06020



PERMISSIBILITY WEEKLY DATE ENDING &- 3 - 7>

27 May 2007

HUGH ARRIOTTI BLAIN FILLMORE

OUT-BY 2- ENTRY DIESEL EQUIPMENT

, DIESEL BOLTER ALLCO GATOR
, # 404, JEFFRY DUSTER #10 BUCKEN WHILLEY

SIG DATE S -3 -7




INSPECTION OF PERMISSIBLE DIESEL EQUIPMENT (HEAVY DUTY)

INTAKE AIR SYSTEM, CHECK FOR DAMAGE OR ALTERED, COPPER GASKET IN GOOD CONDITION, INTAKE
FLAME ARRESTER CLEAN, NO EXCESSIVE OPENINGS .018 INCH FILAMENT TYPE, NO HOLE TYPE DO LIGHT
TEST

EXHAUST SYSTEM, CHECK ALL BOLTS AND WASHERS IN PLACE AND TIGHT, ALL GASKETS INSTALLED AND
JOINTS TIGHT, EXHAUST SYSTEM FASTENERS IN PLACE AND TIGHT, EXHAUST IN GOOD CONDITION, HOLES
PLUGGED, NO CRACKS

CHECK SHUT DOWN, INTAKE VACUUM NOT TO EXCEED 25" OF WATER AT FULL THROTTLE, EXHAUST BACK
PRESSURE AT FULL THROTTLE NOT TO EXCEED 34" OF WATER, CHECK FOR AIR SYSTEM LEAKS, SCRUBBER
SYSTEM SHUT DOWN LOW WATER, HIGH TEMP. SHUT DOWN, HIGH COOLANT SHUT DOWN, EMERGENCY
INTAKE AIR SHUT OFF OPERATIONAL, BRAKES OPERATIONAL SET UP WITH IN 5 SEC. OF SHUT DOWN, ALL
COVERS AND GUARDS IN PLACE AND SECURED DOWN,

CHECK FIRE SUPPRESSION SPRAYS CAPPED, HOSED PROTECTED FROM DAMAGE, ACTUATOR PRESSURIZED,
AUTOMATIC SYSTEM FUNCTIONAL, FIRE SUPPRESSION ENGINE SHUT DOWN OPERATIONAL, FIRE
EXTINGUISHER MOUNTED, DATE AND INSPECTION TAG ATTACHED.

CHECK AUDIBLE WARNING DEVICE, MACHINE FREE OF ACCUMULATIONS, CHECK PARK BRAKE SYSTEM IS
OPERATIONAL, CHECK MACHINE CONTROLS FOR PROPER OPERATION, ALL LIGHTS WORK IN BOTH
DIRECTIONS, PACKING GLANDS INSTALLED CORRECTLY, PACKING NUTS SECURED WITH LOCKING DEVICE,
UNUSED GLANDS SPOT WELDED, CABLES AND CONDUITS ARE FLAME RESISTANT, CABLES AND CONDUITS
ARE PROTECTED FROM DAMAGE, EXPLOSION PROOF COMPARTMENTS, NO EXCESS GAPS. IN FLAME PATHS
ALL BOLTS ARE TIGHT AND IN GOOD CONDITION, XP AND 2G TAGS ARE ON, ELECTRICAL SYSTEM IN GOOD
CONDITION

2MSHA06022



INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF DEFECTS, INSPECTION TAG ON AND DATED, FIRE SUPPRESSION
SYSTEM IS IN GOOD CONDITION AND OPERATIONAL, CAPS ARE ON NOZZLES, NOZZLES LOCATION IS CORRECT,
ALL COMPONENTS ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE OPERATIONAL, FUEL SHUT OF VALVES IN GOOD CONDITION AND LOCATION
IS CORRECT,

EQUIPMENT IS FREE OF OIL, COAL, FUEL ACCUMULATIONS, STARTER FLUID IS IN PROPER CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF CLOSING FUEL CAP IS WORKING PROPERLY, HIGH PRESSURE FUEL
LINES GUARDED OR COVERED PROPERLY, FUEL LINES PROTECTED FROM DAMAGE, FUEL TANK GUARD IN
PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE SIZE, CORRECT TYPE OF FUSE, BATTERY COVERS IN PLACE,
WIRING OF PROPER SIZE, MAIN DISCONNECT WORKING PROPERLY, WIRING BUSHED THROUGH METAL WALLS,
WIRING SECURED DOWN, CHECK AUDIBLE WARNING DEVICE WORKING CORRECTLY, CHECK NEUTRAL START
SWITCH, ALL BARE ELECTRICAL TERMINALS ARE INSULATED, ALL REQUIRED LIGHTS ARE WORKING, CHECK
FUEL LINE ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON ENGINE, ALL GLASS IN GOOD CONDITION, OPERATIONAL
CONTROLS WORKING PROPERLY, SPARK ARRESTER INTACT, MACHINE PARKING BRAKE AND SERVICE BRAKES
WORKING PROPERLY, EMERGENCY STOP PANIC BARS CORRECTLY IN GAGE BRAKING SYSTEM AND STOP
MACHINE, WITHIN 5 SECONDS OF ENGINE SHUT DOWN (HEAVY DUTY ONLY)

2MSHA06023



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTICN, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA06024



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
JEFFREY DUSTER #13
9'7,,1! GEN MINE ADrs /
GEN MINE STEAM CLEANER
/ 005
GEN MINE DIESEL GATOR #15 W 5 /
#10 BUCKIN WILLY el /
\\ e e /Aﬁ/%% A |
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN

2MSHA06025



VEHICLE

CONDITIONS AND COMMENTS

WEEK OF

W G )
SAFE TO OPERATE EMMISSIONS & FIRE SUPP. DEFECT OR CORRECTIVE ACTION
CONDITION
#1975
0
#4975
24
#5-GEHL
bos
#6-GEHL
oo 2
#1-GEHL
0o5
#4-4110
003
#1 TERRA
PRO 0
L A4 /

WEEKLY H.D. & PERMISSIBLE VEHICLE CHECK

oMSHA06026




PERMISSIBILITY WEEKLY DATE ENDING &~2

27 May 2007

BLAIN FILLMORE HUGH ARRIOTTI

#2 AIR# 1 & # 2 DIESEL WELDERS
COMPRESSOR,
BANANA DUSTER, BUCKIN WILLY,
# 5 SLINGER DUSTER #S5 #6 #7 GEHL
TERRA PRO #1 #4 975

DATE 4§ —3/ - &\

2MSHA06027



INSPECTION OF NON-PERMISSIBLE DIESEL EQUIPMENT
(HEAVY AND LIGHT DUTY)

FIRE PROTECTION, FIRE EXTINGUISHER FREE OF DEFECTS,
INSPECTION TAG ON AND DATED, FIRE SUPPRESSION SYSTEM 1S
IN GOOD CONDITION AND OPERATIONAL, CAPS ARE ON
NOZZILES, NOZZLES LOCATION IS CORRECT, ALL COMPONENTS
ARE MOUNTED SECURELY,

SAFETY SHUT DOWN SYSTEMS ARE CPERATIONAL, FUEL SHUT
OF VALVES IN GOOD CONDITION AND LOCATION IS CORRECT,

EQUIPMENT IS FREE OF OLL, COAL, FUEL ACCUMULATIONS,
STARTER FLUID IS IN PROPER CONTAINER,

FUEL SYSTEM, CHECK FOR FUEL LEAKS, SELF CLOSING FUEL
CAP IS WORKING PROPERLY, HIGH PRESSURE FUEL LINES
GUARDED OR COVERED PROPERLY, FUEL LINES PROTECTED
FROM DAMAGE, FUEL TANK GUARD IN PLACE

ELECTRICAL SYSTEM, CHECK FOR PROPER FUSE SIZE, CORRECT
TYPE OF FUSE, BATTERY COVERS IN PLACE, WIRING OF PROPER
SIZE, MAIN DISCONNECT WORKING PROPERLY, WIRING BUSHED
THROUGH METAL WALLS, WIRING SECURED DOWN, CHECK
AUDIBLE WARNING DEVICE WORKING CORRECTLY, CHECK
NEUTRAL START SWITCH, ALL BARE ELECTRICAL TERMINALS
ARE INSULATED, ALL REQUIRED LIGHTS ARE WORKING, CHECK
FUEL LINE ARE SEPARATED FROM ELECTRICAL WIRING

CHECK FOR CORRECT MSHA APPROVAL TAG ON ENGINE, ALL
GLASS IN GOOD CONDITION, OPERATIONAL CONTROLS
WORKING PROPERLY, SPARK ARRESTER INTACT, MACHINE
PARKING BRAKE AND SERVICE BRAKES WORKING PROPERLY,
EMERGENCY STOP PANIC BARS CORRECTLY IN GAGE BRAKING
SYSTEM AND STOP MACHINE, WITHIN 5 SECONDS OF ENGINE
SHUT DOWN (HEAVY DUTY ONLY)

2MSHA06028



INSPECTION OF PERMISSIBLE DIESEL EQUIPMENT (HEAVY DUTY)

INTAKE AIR SYSTEM, CHECK FOR DAMAGE OR ALTERED, COPPER GASKET IN GOOD CONDITION, INTAKE
FLAME ARRESTER CLEAN, NO EXCESSIVE OPENINGS .018 INCH FILAMENT TYPE, NO HOLE TYPE DO
LIGHT TEST

EXHAUST SYSTEM, CHECK ALL BOLTS AND WASHERS IN PLACE AND TIGHT, ALL GASKETS INSTALLED
AND JOINTS TIGHT, EXHAUST SYSTEM FASTENERS IN PLACE AND TIGHT, EXHAUST IN GOOD CONDITION,
HOLES PLUGGED, NO CRACKS

CHECK SHUT DOWN, INTAKE VACUUM NOT TO EXCEED 25" OF WATER AT FULL THROTTLE, EXHAUST
BACK PRESSURE AT FULL THROTTLE NOT TO EXCEED 34" OF WATER, CHECK FOR AIR SYSTEM LEAKS,
SCRUBBER SYSTEM SHUT DOWN LOW WATER, HIGH TEMP. SHUT DOWN, HIGH COOLANT SHUT DOWN,
EMERGENCY INTAKE AIR SHUT OFF OPERATIONAL, BRAKES OPERATIONAL SET UP WITH IN 5 SEC. OF
SHUT DOWN, ALL COVERS AND GUARDS IN PLACE AND SECURED DOWN,

CHECK FIRE SUPPRESSION SPRAYS CAPPED, HOSED PROTECTED FROM DAMAGE, ACTUATOR
PRESSURIZED, AUTOMATIC SYSTEM FUNCTIONAL, FIRE SUPPRESSION ENGINE SHUT DOWN
OPERATIONAL, FIRE EXTINGUISHER MOUNTED, DATE AND INSPECTION TAG ATTACHED.

CHECK AUDIBLE WARNING DEVICE, MACHINE FREE OF ACCUMULATIONS, CHECK PARK BRAKE SYSTEM
1S OPERATIONAL, CHECK MACHINE CONTROLS FOR PROPER OPERATION, ALL LIGHTS WORK IN BOTH
DIRECTIONS, PACKING GLANDS INSTALLED CORRECTLY, PACKING NUTS SECURED WITH LOCKING
DEVICE, UNUSED GLANDS SPOT WELDED, CABLES AND CONDUITS ARE FLAME RESISTANT, CABLES AND
CONDUITS ARE PROTECTED FROM DAMAGE, EXPLOSION PROOF COMPARTMENTS, NO EXCESS GAPS. IN
FLAME PATHS ALL BOLTS ARE TIGHT AND IN GOOD CONDITION, XP AND 2G TAGS ARE ON, ELECTRICAL
SYSTEM IN GOOD CONDITION

2MSHA06029



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITTIAL’S
TAKEN
GEN MINE BANANA DUSTER
4’74: &
[" GEN MINE #2 TERRA PRO 008
GEN MINE # 5 SLINGER DUSTER
| 0L
GEN MINE #2 AIR COMPRESSOR P { y Z /
GEN MINE #2 WELDING TRAILER
\ GEN MINE #5 GEHL 00S
GEN MINE #6 GEHL 008
GEN MINE
#1 TERRA PRO 005
/ GEN MINE #1975 0 L
V4
{ GEN MINE #4 975 cleered 2 Lim Lol
lend sf
\ ’ AR
\
NOTE’S

LIST ALL ELECTRICAL HAND TOOL’S

DATE TOOL

CONDITION

Action TAKEN

INITIAL’S

2MSHA06030




PERMISSIBILITY WEEKLY DATE ENDING b'&ﬂ>

27 May 2007

JAMSON WARD

MAIN WEST SECTION

4978 MINER,
, #13-8 FLETCHER BOLTER
CAIBRATE CH 4 WITH 2.5 GAS

2MSHA06031



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FL.A= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA0B032



PERMISSIBILITY MUST BE SIGNED DATED

DATE | LOCATION EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
MAIN WEST #3 ROOF BOLTER
/MAIN WEST 4978 MINER
LY At Ly rriptiarrns | e ASpons 5
MAIN WEST i
MAIN WEST 4978 MINER
CAL 2.5 GAS
MAIN WEST
MAIN WEST
MAIN WEST
MAIN WEST
MAIN WEST
MAIN WEST
JAMSON WARD
NOTE’S
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN

2MSHA06034




PERMISSIBILITY WEEKLY DATE ENDING & -2 ~O2

ot 27 May 2007
TIM HARPER

SOUTH CRANDALE 37 EAST

SO. CRANDALL& CRANDALL PHONES, D- BOXES, WELDERS,
HEAT TAPE BELT SCALES PED SYSTEM PRESSURE WASHER
#4 STAMLER FEEDER
SECTION TRANS, KITCHEN LIGHT & MICROOWAVE
CAR, CHARGER TRICKLE DUSTER
UNTRACK & CHARGERS
BOTH BELT KITCHEN’S, DUSTER @ XC 3 M.W.
TRICKLE DUSTER XC 8 M. N.

2MSHA06035



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE EXTINGUISHER
INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE AND WIRED CORRECTLY
TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE PROTECTED AND PROPER
LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS BOTTLES OR AIR TANKS ARE NOT
EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED, ADDITIONAL
INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED CORRECTLY, MONITOR AND
GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED OR
COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD CONDITION,
ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP SWITCHES WORK
CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED CORRECTLY,
RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS FOR LOCK OUT OF
PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL INSULATION, DUST COVERS FOR
RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND HIGH
VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB HAZARDS,
AREA WELL ROCK DUSTED

2MSHA06036



PERMISSIBILITY MUST BE SIGNED DATED

DATE

LOCATION

EQUIPMENT

CONDITION

ACTION
TAKEN

INITIAL’S

SOUTH
CRANDALL

27

SOUTH
CRANDALL

#12853
STAMLER FB

O0S

ooS

/

S -RA7

SOUTH
CRANDALL

SECTION TRANS
#18

OOS

oo

g

=
=

SOUTH
CRANDALL

SOUTH
CRANDALL

SOUTH
CRANDALL

SOUTH
CRANDALL

SOUTH
CRANDALL

SOUTH
CRANDALL

SOUTH
CRANDALL

SOUTH
CRANDALL

SOUTH
CRANDALL

SOUTH
CRANDALL

SOUTH
CRANDALL

NOTE’S

LIST ALL ELECTRICAL HAND TOOL’S

DATE

TOOL

CONDITION

ACTION
TAKEN

INITIAL’S

2MSHA06038




DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
GEN. MINE BELT WINDER #1 , .
J—
Seaz 00S olery Lo
GEN. MINE 10-58 636 ond, dioro s | eheeked Flavc pihs B
ﬁ‘] 7 c di'he ! |e-sFep 2.5l pac At {
9/":;«4';/ £ }zscmﬂ;ml /{/
GEN. MINE CHARGER CoaxlcLiod/ s CAeelleod Cable,
5 NS AL o fhl2 S,
SR 7 10-58 636 oo 5L s ,c)fef,'-:’z A7
GEN. MINE MILLER WELDER 7 Cheeked Cable
S-027 #353049 % ool CACLSArE, Adr é;/
I EAST XC-13 | #19 D-BOX Corod, Liors s |CA earied, brenwer
_{’27 ;OQ:I_ A tosure, cable, éz
SO.CRANDALL | PHONE SYSTEM
5-2 7 / codd 7(er7ze o/ é;
_ SO.CRANDALL | 110 VOLT HEAT Cortd, i ord 15 | Checked ©rearke]
SR #1 BELT TAPE e ot Cadb/e, enclostre, 6,;?
— SOUTH D BOXES FOR
O ~F7| CRANDALL | CHARGER #002 oos QoS g;?/’
GEN. MINE MINE PHONES .
S-27 /O_aaa/ e~ e ,( C/ﬂ;/
— X-C 5 MAIN BELT SCALES / CAhocked Fiv——
s —27 NORTH % @ /o/esi/zol/\'-} e/\-/c/e)‘qau @
- X-C 44 MAIN PED SYSTEM Conctds Hoord & |CAheckind Lire pro
_$=27 | WEST . / L Aection, cadltes @
X-C 49 MAIN ELECTRIC icsing Lire , —
g/ WEST PRESSURE Swrpmreion car foepe/ (_.;//0
NOTES:

2MSHA06039




PERMISSIBILITY MUST

BE SIGNED AND DATED
DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
GEN MINE
So.MAINSSO. | #1 UNITRAC Or/ cccumalat | FZpeecl oc
el )
S -7 | CRANDALL ~ior wndercove” oy | sk ofowond 6;/.0
SO.MAINS SO. | UNITRAC CHARGER#1 | comrrdi¥on iip Checked Cable,
S"‘!Z? ADX bottes, Pire G’-/
CRANDALL Foadl Prodections, piip =
Xxc7 gz%ﬁgoli?ggp #4 , far g e;k’ecz eSernscis
o MAIN WEST - ddad prealter cable (
527 MICROWAVE / eresoscre a2
XC 8 MAIN TRICKLEDUSTER#2 | Coreli Yo+~ )5 | g hev kot Frire i
- §:¢27 NORTH Pl ,0/0;‘64/13/—’, F e J,/—(;
— GEN. MINE #2 UNITRAC 0/7 G cccontnsn Lo 7 pfed o 7
5-A7 ’ ‘ 201 irmasd Sownl (/}'3
— - Cotd: Ziard /IS | Chezsced ADAK
5727 GEN. MINE #2 UNITRAC CHARGER Sl éd///QJ/'clﬂ’f_/’/a"’ecl-:v\) ﬂ
5 XC 89 MAIN TRICKLE DUSTER Coud»l\z;d = ZA;:'CKCde/M}L
'-.2 > f g Fda P Gacle
7 SO #1 BELT #4 /‘& trr: /’rale._/:lgcn} ’ G_Z
XC 14 SC MAIN | TRICKLE DUSTER !
Se2 #3 O oS oS =
XC 34 MAIN TRICKLE DUSTER A ecteed fa nc
- NORTH el A, E-5Aop -
5 ->7 #1 e e oreteertsbad (/—Z
GEN MINE BOOM TRUCK @B Coril dio |CAechked 2 2%
g-27 /s _good brasdss, &-5Aop G;Z
_ SOUTH BATTERY CHARGER B8 o oS c‘;;o
S "7 | CRANDALL & DUSTER T ool o4
LIST ALL ELECTRICAL HAND TOOL’S
DATE | TOOL CONDITION ACTION INITIAL’S
TAKEN
NOTE’S

2MSHA06040




PERMISSIBILITY WEEKLY DATE ENDING

3 June 2007
FO§IER MCAURTHER

ALL PORTABLE AND PERMANENT PUMP’S

DATE G-7-07)

oMSHA06041



INSPECTION OF NON-PERMISSIBLE ELECTRICAL EQUIPMENT

FIRE PROTECTION, FIRE EXTINGUISHER FOR DEFECTS 250 LBS. ROCK DUST IF NEEDED, FIRE
EXTINGUISHER INSPECTION TAG AND DATED, SELF ACTUATING FIRE SUPPRESSIONS ARE OPERATIVE
AND WIRED CORRECTLY TO REMOVE POWER FROM EQUIPMENT OR ENGINE SHUT DOWN, NOZZLES ARE
PROTECTED AND PROPER LOCATION, HOSE ARE SECURED AND PROTECTED FROM DAMAGE, GAS
BOTTLES OR AIR TANKS ARE NOT EXPENDED OUT.

CABLES AND CONDUITS IN GOOD CONDITION, CABLE ENTRANCE GLANDS PROPERLY INSTALLED,
ADDITIONAL INSULATION PROVIDED ON ENTRANCE GLAND IF NEEDED, CABLES ARE ENTERED
CORRECTLY, MONITOR AND GROUND CONNECTION ARE SEPARATED, BUSHED WERE PASS THROUGH
MEDAL WALLS

EQUIPMENT GUARDS ARE IN PLACE AND SECURED, OPENINGS IN ELECTRICAL CONTROLLERS PLUGGED
OR COVERED, DOORS TO ELECTRICAL CIRCUITS ARE SECURED SHUT, VISUAL WINDOWS IN GOOD
CONDITION, ELECTRICAL CABLES AND CONDUITS ARE PROTECTED FROM DAMAGE, EMERGENCY STOP
SWITCHES WORK CORRECTLY, START AND STOP SWITCHES WORK PROPERLY, CHECK EQUIPMENT FOR
PROPER OPERATION,

DISCONNECTS ARE IDENTIFIED CORRECTLY, ELECTRICAL PLUG AND RECEPTACLE IDENTIFIED
CORRECTLY, RECEPTACLES AND PLUGS IN GOOD CONDITION, CIRCUITS ARE IDENTIFIED, PROVISIONS
FOR LOCK OUT OF PLUG AND MACHINE, STRAIN CLAMPS INSTALLED AND WITH ADDITIONAL
INSULATION, DUST COVERS FOR RECEPTACLES IN PLACE, GROUND STRAPS ARE HOOKED UP,

POWER CABLE IS HUNG ON INSULATORS, GUARDED WHERE IT CROSSES COMMUNICATION LINES AND
HIGH VOLTAGE CABLE, IN GOOD CONDITION

CORRECT PROTECTION PROVIDED, OVERLOAD, SHORT CIRCUIT, GROUND FAULT, UNDER VOLTAGE,

CORRECT INSTANTANEOUS BREAKER SETTING (7 TIMES FLA=LOW 13 TIMES FLA=HIGH)
THIS IS FOR POWER CABLES ONLY, 1.25 TIMES FLA= AMPACITES SIZE FOR CABLE

EQUIPMENT FREE OF ACCUMULATIONS, 24" CLEARANCE AROUND ALL SIDES, NO ROOF AND RIB
HAZARDS, AREA WELL ROCK DUSTED

oOMSHA06042



INSPECTION OF PERMISSIBLE ELECTRICAL EQUIPMENT

TRAILING CABLE SHORT CIRCUIT PROTECTION SETTING FOR SIZE OF CABLE, APPROVED LENGTH, SIZE OF
CABLE, CONDITION OF CABLE, CONDITION OF SPLICES, LD. TAG ON NIP, STRAIN CLAMPS INSTALLED,
GROUND AND MONITOR CONNECTION SEPARATE IN REEL AND MAIN CONTROLLER

CABLE REELS SHEAVES TURN FREELY, SHARP EDGES ON FLANGES, REEL IS INSULATED, PROPER REEL
TENSION, STRAIN CLAMP HAS EXTRA INSULATION, STRAIN CLAMP INSTALLED PROPERLY

CONTROLLERS, MOTORS, EXPLOSION PROOF COMPARTMENTS, FOR EXCESSIVE OPENINGS OF FLAME PATH,
DIAMETRICAL CLEARANCE OF SHAFTS, MISSING BOLTS, LOCK WASHERS, FLAT WASHERS, GENERAL
CONDITION OF COMPARTMENT

CABLE PACKING GLANDS, CHECK FOR PROPER PACKING, MIN. 1/8" BETWEEN PACKING GLAND AND
STUFFING BOX, WIRE SEAL OR LOCKING DEVICE INSTALLED TO SECURE AGAINST LOOSENING, CONDUIT
PROPERLY CLAMPED, GLAND NOT DAMAGED

INTERMACHINE CABLES HAVE NO SPLICES, CONDUITS ARE IN GOOD CONDITION, MARKED FLAME
RESISTANCE, PROPERLY CLAMPED ON GLAND, SEPARATE FROM HYD. HOSES, AND PROTECTED FROM
DAMAGE

CHECK LIGHTS FOR OPERATION, LIGHTS SECURED DOWN, LIGHT LENS NOT DEFECTIVE, LENS SECURED BY
LOCK DEVICE LIGHTS IN GOOD CONDITION

CHECK FOR PROPER OPERATION OF CIRCUIT BREAKERS, OVERLOAD PROTECTION, PROPER OPERATION OF
ELECTRICAL CIRCUITS, EMERGENCY STOP CONTROLS, SWITCH OPERATIONS

CHECK FOR PROPER 2G APPROVAL PLATE, X/P TAGS ON EXPLOSION PROOF ENCLOSURES, CAB
CERTIFICATION TAG

CHECK FOR PROPER OPERATION OF PARKING BRAKES, SERVICE BRAKE OPERATION

CHECK FOR OIL, COAL, GREASE ACCUMULATIONS ON MACHINE, PROPER GUARDING OF ROTATING PARTS
TO PREVENT PERSONAL INJURY

CHECK BATTERY COVERS ARE SECURED, BATTERIES COVERS ARE INSULATED, RECEPTICALS ARE IN GOOD
CONDITION, LOCKING DEVICE IS INSTALLED TO PREVENT NIP FROM LOSING, CELL WATER LEVELS ARE
CORRECT, CELL CAPS IN PLACE

CHECK FIRE SUPPRESSION FOR PROPER SPRAYS, SPRAY LOCATION, SPRAYS HAVE PROTECTIVE CAPS,
(BATTERY BACKUP IS OPERATIONAL) ACTUATION BUTTON NOT SEIZED, CO2 BOTTLES NOT EXPENDED
OUT, BOTTLES NOT DAMAGE, GENERAL CONDITION OF SYSTEM, FIRE EXTINGUISHER IN GOOD CONDITION,
INSPECTION TAG ATTACHED AND EXTINGUISHER IS MOUNTED SECURELY.

COMMENTS:

2MSHA06043



PERMISSIBILITY MUST BE SIGNED AND DATED

DATE | LOCATION | EQUIPMENT CONDITION ACTION INITIAL’S
TAKEN
XC1S RETURN SHP PUMP P 5-
2.7 36 x FM
XC39 MW 6.4 HP PUMP P 6.4
b-log | RETURN |55 & Em
XC 39 MW 13HP PUMP P13 -
M RETURN 34 ér. =M
XC 44 M.W. 6.4 KW PUMP
b.(o-67 | RETURN P6.4 33 L M
XC 47 M.W. 6.4KW PUMP P
é o] | RETURN 6.4-30 154 FM
I°TEAST 2 G PUMP
BLEEDER SYSTEM
PUMPS
XC 52 15TEAST | 13 HP PUMP SC
6567 #18 L Fl ba)
XC5 BLEEDER | 13 HP PUMP
6-5671 e EM
XC35 2EAST 13HP PUMP
6567 oC FM
2D EAST 2 G PUMP
SYSTEM
XC33 SHP PUMP
6'5()7 INDEAST X F\\
XC 20 DBOXES#7 &
é S RED OUT K F M
XC 23 SHP PUMP P# 23 _
o577 | BLEEDER e EM
XC-52 ISTEAST | 13 HP P# 52
65067 X M
NOTE’S

2MSHA06044



WE ¥, 3%%&8 EOQUIPMENT CONDITION ACTION WEEK OENITIAL'S
TAKEN
1°] WEST &% AFE|T2GPURETE DESEEEBRR “CORRESERIEACTION
T | ST Qe
o ef-07 | XE 1217 2GP 13 -1 /o [=/4%
WEST T
¢+ BLEEDER | 2G P13 2
. 2 s1
6407 | Fwest &z 724
Xa 7 2GP 13.3 ’
b-t81 INDWEST
40 (| BUEEDER (X Em
DOGLEG2™ | 2G P134 '
-0 | whst K Fr\
BIEEDER
&-¢/37 | 3 LEFT 2G P 5-1 ol FEon
£-<407 1}:5 ;ULATOR 2G P 5-2 Ea I
6 ¢/ | 3 CORNER 2G P 13-5 (,(“ Em
. 3 1, CORNER 2GP28-1 -
=507 ° T ac FIN
3%, BLEEDER | 2G 53
b2/ 0T X Em
3 h XC2 2G 5-4
7 al [ LA
3% XC 5 2G 5-5
b-457 &4 i
31 XC 10 2G 5-6
b-4-07 X VAL
e =
vy, 3 ' CORNER 2G 30hp pump &" t,,/v\
L
ﬁ'l 3 1, CORNER 2G30hp pump ~C Y
@Y
==
B
| pRor

PERMISSIBILITY MUST BE SIGNED AND DATED
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