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II. Granted Petitions for Modification 
On the basis of the findings of 

MSHA’s investigation, and as designee 
of the Secretary, MSHA has granted or 
partially granted the following petitions 
for modification: 

• Docket Number: M–2008–053–C. 
FR Notice: 73 FR 80435 (December 31, 

2008). 
Petitioner: South Central Coal Co., 

Inc. (formerly Heidtman Mining, LLC), 
22279 US Hwy 271, Spiro, Oklahoma 
74959. 

Mine: Sebastian Mine, MSHA I.D. No. 
03–01736, located in Sebastian County, 
Arkansas. 

Regulation Affected: 30 CFR 75.1700 
(Oil and gas wells). 

• Docket Number: M–2009–005–C. 
FR Notice: 74 FR 23747 (May 20, 

2009). 
Petitioner: Pennacle Mining 

Company, LLC, P.O. Box 338, Pineville, 
West Virginia 24874. 

Mine: Pinnacle Mine, MSHA I.D. No. 
46–01816, located in Wyoming County, 
West Virginia. 

Regulation Affected: 30 CFR 75.1700 
(Oil and gas wells). 

• Docket Number: M–2009–006–C. 
FR Notice: 74 FR 23748 (May 20, 

2009). 
Petitioner: Spartan Mining Company, 

300 Kanawha Boulevard, East, P.O. Box 
271, Charleston, West Virginia 25321– 
0273. 

Mine: Road Fork #51 Mine, MSHA 
I.D. No. 46–01544, located in Wyoming 
County, West Virginia. 

Regulation Affected: 30 CFR 75.1700 
(Oil and gas wells). 

• Docket Number: M–2009–039–C. 
FR Notice: 74 FR 63414 (December 3, 

2009). 
Petitioner: Consol Pennsylvania Coal 

Company, 1000 Consol Energy Drive, 
Canonsburg, Pennsylvania 15317. 

Mine: Enlow Fork Mine, MSHA I.D. 
No. 36–07416, located in Washington 
County, Pennsylvania. 

Regulation Affected: 30 CFR 75.1700 
(Oil and gas wells). 

• Docket Number: M–2009–040–C. 
FR Notice: 74 FR 63414 (December 3, 

2009). 
Petitioner: Consol Pennsylvania Coal 

Company, Consol Energy Drive, 
Canonsburg, Pennsylvania 15317. 

Mine: Bailey Mine, MSHA I.D. No. 
36–07230, located in Green County, 
Pennsylvania. 

Regulation Affected: 30 CFR 75.1700 
(Oil and gas wells). 

• Docket Number: M–2009–057–C. 
FR Notice: 75 FR 3259 (January 20, 

2010). 
Petitioner: Prairie State Generating 

Company, LLC, 4274 County Highway 
12, Marissa, Illinois 62257. 

Mine: Lively Grove Mine, MSHA I.D. 
No. 11–03193, located in Washington 
County, Illinois. 

Regulation Affected: 30 CFR 75.1700 
(Oil and gas wells). 

• Docket Number: M–2010–034–C. 
FR Notice: 75 FR 57298 (September 

20, 2010). 
Petitioner: Four O Mining 

Corporation, P.O. Box 148, Vansant, 
Virginia 24656. 

Mine: No. 10 Mine, MSHA I.D. No. 
44–07217, located in Dickenson County, 
Virginia. 

Regulation Affected: 30 CFR 75.1101– 
2 (Installation of deluge-type sprays) 

• Docket Number: M–2010–035–C. 
FR Notice: 75 FR 75499 (December 3, 

2010). 
Petitioner: San Juan Coal Company, 

P.O. Box 561, Waterflow, New Mexico 
87421–0561. 

Mine: San Juan Mine 1, MSHA I.D. 
No. 29–02170, located in San Juan 
County, New Mexico. 

Regulation Affected: 30 CFR 75.500(d) 
(Permissible electric equipment). 

• Docket Number: M–2010–038–C. 
FR Notice: 75 FR 81313 (December 27, 

2010). 
Petitioner: Consol Pennsylvania Coal 

Company, 1000 Consol Energy Drive, 
Canonsburg, Pennsylvania 15317. 

Mine: Enlow Fork Mine, MSHA I.D. 
No. 36–07416, located in Washington 
County, Pennsylvania. 

Regulation Affected: 30 CFR 75.503 
(Permissible electric face equipment; 
maintenance) and 30 CFR 18.35(a)(5)(i) 
(Portable (trailing) cables and cords). 

• Docket Number: M–2010–039–C. 
FR Notice: 75 FR 81314 (December 27, 

2010). 
Petitioner: Consol Pennsylvania Coal 

Company, 1000 Consol Energy Drive, 
Canonsburg, Pennsylvania 15317. 

Mine: Bailey Mine, MSHA I.D. No. 
36–07230, located in Green County, 
Pennsylvania. 

Regulation Affected: 30 CFR 75.503 
(Permissible electric face equipment; 
maintenance) and 30 CFR 18.35(a)(5)(i) 
(Portable (trailing) cables and cords). 

• Docket Number: M–2010–040–C. 
FR Notice: 76 FR 16641 (March 24, 

2011). 
Petitioner: Kingston Mining, Inc., 

Route 1, Box 76–C, Scarbro, West 
Virginia 25917. 

Mine: Kingston No. 1 Mine, MSHA 
I.D. No. 46–08625, located in Fayette 
County, West Virginia. 

Regulation Affected: 30 CFR 75.1101– 
1(b) (Deluge-type water spray systems). 

• Docket Number: M–2010–045–C. 
FR Notice: 76 FR 2723 (January 14, 

2011). 

Petitioner: Rhino Eastern, LLC, P.O. 
Box 260, Bolt, West Virginia 25817. 

Mine: Eagle No. 1 Mine, MSHA I.D. 
No. 46–08758, located in Raleigh 
County, West Virginia. 

Regulation Affected: 30 CFR 1101– 
1(b) (Deluge-type water spray systems). 

• Docket Number: M–2010–046–C. 
FR Notice: 76 FR 2723 (January 14, 

2011). 
Petitioner: Cobra Natural Resources, 

LLC, P.O. Box 40, Wharncliffe, West 
Virginia 25651. 

Mine: Mountaineer Alma A Mine, 
MSHA I.D. No. 46–08730, located in 
Mingo County, West Virginia. 

Regulation Affected: 30 CFR 75.1101– 
1(b) (Deluge-type water spray systems). 

• Docket Number: M–2010–048–C. 
FR Notice: 76 FR 2724 (January 14, 

2011). 
Petitioner: Canyon Fuel Company, 

LLC, 597 South S.R. 24, Salina, Utah 
84654. 

Mine: Sufco Mine, MSHA I.D. No. 42– 
00089, located in Sevier County, Utah. 

Regulation Affected: 30 CFR 
75.1002(a) (Installation of electric 
equipment and conductors; 
permissibility). 

• Docket Number: M–2011–001–M. 
FR Notice: 76 FR 16643 (March 24, 

2011). 
Petitioner: Carmeuse Industrial Sands, 

1000 Oglebay Norton Drive, P.O. Box 
429, Brady, Texas 76825. 

Mine: Brady Plant, MSHA I.D. No. 41– 
01371, located in McCulloch County, 
Texas. 

Regulation Affected: 30 CFR 56.13020 
(Use of compressed air). 

Dated: September 15, 2011. 
Patricia W. Silvey, 
Certifying Officer. 
[FR Doc. 2011–24096 Filed 9–19–11; 8:45 am] 

BILLING CODE 4510–43–P 

DEPARTMENT OF LABOR 

Mine Safety and Health Administration 

Proposed Extension of Existing 
Information Collection; Automatic Fire 
Sensor and Warning Device Systems; 
Examination and Test Requirements 

ACTION: Notice of request for public 
comments. 

SUMMARY: The Mine Safety and Health 
Administration (MSHA) is soliciting 
comments concerning the proposed 
extension of an existing information 
collection, OMB Control Number 1219– 
0145. This information collection was 
originally titled Safety Standards 
Regarding Technical Study Panel 
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Recommendations on the Utilization of 
Belt Air and the Composition and Fire 
Retardant Properties of Belt Materials in 
Underground Coal Mining. OMB 1219– 
0145 has been renamed Automatic Fire 
Sensor and Warning Device Systems; 
Examination and Test Requirements to 
reflect that the information collection is 
only for extending the approval of the 
information collection related to 30 CFR 
§§ 75.1103–8(b) and (c). MSHA expects 
to subsume these provisions into OMB 
1219–0054, Fire Protection 
(Underground Coal Mines) when that 
package is renewed in January 2013. No 
provisions will then remain in OMB 
1219–0145 and the package will be 
discontinued. 

Other provisions of the original OMB 
1219–0145 package have been 
subsumed into existing information 
collection packages as follows: 

• OMB 1219–0009 subsumed 
§ 48.27(a) Training of miners assigned to 
a task in July 2011; 

• OMB 1219–0073 subsumed 
§ 75.1103–5(a)(2)(ii) Automatic fire 
sensor and warning device systems and 
the package is at OMB for its 3-year 
review; 

• OMB 1219–0088 subsumed 
§§ 75.350(a)(2), 75.350(b), 75.350(b)(7), 
75.350(b)(8), 75.350(d)(1), and 
75.350(e)(1)(v) Belt air course 
ventilation; § 75.351(e)(1)(v) 
Atmospheric monitoring systems (AMS); 
§§ 75.370(a)(3) and (f) Mine ventilation 
plan submission and approval; 
§§ 75.371(jj), 75.371(mm), 75.371(nn), 
and 75.371(yy) Mine ventilation plan 
contents; § 75.380(f)(1) Escapeways; 
bituminous and lignite mines; 
§ 75.381(e) Escapeways; anthracite 
mines; and § 75.1103–5(a) Automatic 
fire warning devices; actions, response 
in October 2010; 

• OMB 1219–0127 subsumed 
§ 75.156 AMS operator, qualifications 
and the package is at OMB for its 3-year 
review. 

The Department of Labor, as part of its 
continuing effort to reduce paperwork 
and respondent burden conducts a pre- 
clearance consultation program to 
provide the general public and Federal 
and state agencies with an opportunity 
to comment on proposed or continuing 
collections of information in accordance 
with the Paperwork Reduction Act of 
1995 (PRA95) [44 U.S.C. 3506(c)(2)(A)]. 

This program helps ensure that 
requested information collections are in 
formats appropriate to the mining 
community, that reporting is minimal, 
collection instruments are clearly 
understood, and that the impact of 
collection requirements can be properly 
assessed. 

DATES: All comments must be received 
or postmarked by midnight Eastern 
Standard Time November 21, 2011. 
ADDRESSES: Comments must be 
identified with ‘‘OMB Control Number 
1219–00145’’ and may be sent to MSHA 
by any of the following methods: 

• Federal E–Rulemaking Portal: 
http://www.regulations.gov. Follow the 
on-line instructions for submitting 
comments. 

• Facsimile: 202–693–9441. Include 
‘‘OMB 1219–00145’’ in the subject line 
of the message. 

• Regular Mail: MSHA, Office of 
Standards, Regulations, and Variances, 
1100 Wilson Boulevard, Room 2350, 
Arlington, Virginia 22209–3939. 

• Hand Delivery or Courier: MSHA, 
Office of Standards, Regulations, and 
Variances, 1100 Wilson Boulevard, 
Room 2350, Arlington, Virginia. Sign in 
at the receptionist’s desk on the 21st 
floor. 

Information Collection Requirements: 
Comments concerning the 

information collection requirements of 
this proposed rule must be clearly 
identified with ‘‘OMB 1219–00145’’ and 
sent to both the Office of Management 
and Budget (OMB) and MSHA. 

• Comments to OMB may be sent by 
mail addressed to the Office of 
Information and Regulatory Affairs, 
Office of Management and Budget, New 
Executive Office Building, 725 17th 
Street, NW., Washington, DC 20503, 
Attn: Desk Officer for MSHA. 

• Comments to MSHA may be sent by 
any of the methods listed above for 
comments on the public comment 
version of this information collection 
package. 

FOR FURTHER INFORMATION CONTACT: 
Roslyn B. Fontaine, Acting Director, 
Office of Standards, Regulations, and 
Variances, MSHA, at 
fontaine.roslyn@dol.gov (e-mail); 202– 
693–9440 (voice); or 202–693–9441 
(facsimile). 

SUPPLEMENTARY INFORMATION: 

I. Background 

The requirements related to OMB 
1219–0145 are intended to help protect 
miners by assuring that MSHA 
inspectors can verify that automatic fire 
sensor and warning device systems are 
maintained and calibrated and will 
function properly when needed. 
Technical advances have made it 
practicable to automatically detect fires 
in mines and to warn miners, helping 
prevent deaths when a fire occurs. 
MSHA requires mine operators to 
ensure these protective sensors and 
devices operate as designed and 
contribute to improved miner safety. 

II. Desired Focus of Comments 

The Mine Safety and Health 
Administration (MSHA) is soliciting 
comments concerning the proposed 
extension of information collection 
related to automatic sensing systems 
and warning devices. MSHA is 
particularly interested in comments 
that: 

• Evaluate whether the proposed 
collection of information is necessary 
for the proper performance of MSHA’s 
functions, including whether the 
information has practical utility; 

• Evaluate the accuracy of MSHA’s 
estimate of the burden of the proposed 
collection of information, including the 
validity of the methodology and 
assumptions used; 

• Suggest methods to enhance the 
quality, utility, and clarity of the 
information to be collected; and 

• Address the use of appropriate 
automated, electronic, mechanical, or 
other technological collection 
techniques or other forms of information 
technology, (e.g., permitting electronic 
submissions of responses) to minimize 
the burden of the collection of 
information on those who are to 
respond. 

A copy of the proposed information 
collection request can be obtained by 
contacting the employee listed in the 
ADDRESSES section of this notice or 
viewed on the internet by accessing the 
MSHA home page (http:// 
www.msha.gov/) and selecting ‘‘Rules 
and Regs’’, and then selecting ‘‘Fed Reg 
Docs.’’ 

III. Current Actions 

The information obtained from mine 
operators is used by MSHA during 
inspections to determine proper 
responsibility for compliance with 
safety and health standards. 

Type of Review: Extension. 
Agency: Mine Safety and Health 

Administration. 
Title: Automatic Fire Sensor and 

Warning Device Systems; Examination 
and Test Requirements. 

OMB Number: 1219–0145. 
Affected Public: Business or other for- 

profit. 
Cite/Reference/Form/etc: 30 CFR part 

75. 
Total Respondents: 890. 
Frequency: Weekly. 
Total Responses: 8,896. 
Estimated Total Burden Hours: 1,818 

hours. 
Estimated Total Burden Cost: 

$154,785. 
Comments submitted in response to 

this notice will be summarized and/or 
included in the request for Office of 
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Management and Budget approval of the 
information collection request; they will 
also become a matter of public record. 

Dated: September 15, 2011. 
Patricia W. Silvey, 
Certifying Officer. 
[FR Doc. 2011–24095 Filed 9–19–11; 8:45 am] 

BILLING CODE 4510–43–P 

NATIONAL AERONAUTICS AND 
SPACE ADMINISTRATION 

[Notice: (11–081)] 

NASA Advisory Council; Science 
Committee; Planetary Science 
Subcommittee; Meeting. 

AGENCY: National Aeronautics and 
Space Administration. 

ACTION: Notice of meeting. 

SUMMARY: In accordance with the 
Federal Advisory Committee Act, Public 
Law 92–463, as amended, the National 
Aeronautics and Space Administration 
(NASA) announces a meeting of the 
Planetary Science Subcommittee of the 
NASA Advisory Council (NAC). This 
Subcommittee reports to the Science 
Committee of the NAC. The meeting 
will be held for the purpose of 
soliciting, from the scientific 
community and other persons, scientific 
and technical information relevant to 
program planning. 

DATES: Thursday, October 13, 2011, 
2 p.m. to 4 p.m., Local Time. 

ADDRESSES: This meeting will take place 
telephonically and by WebEx. Any 
interested person may call the USA toll 
free conference call number 888–469– 
3015, pass code PSS, to participate in 
this meeting by telephone. The WebEx 
link is https://nasa.webex.com/, 
meeting number 992 537 420, and 
password PSS@Oct13. 

FOR FURTHER INFORMATION CONTACT: 
Ms. Marian Norris, Science Mission 
Directorate, NASA Headquarters, 
Washington, DC 20546, (202) 358–4452, 
fax (202) 358–4118, or 
mnorris@nasa.gov. 

SUPPLEMENTARY INFORMATION: The 
agenda for the meeting includes the 
following topics: 

—Status of Fiscal Year 2012 Budget and 
Impacts 

It is imperative that the meeting be 
held on this date to accommodate the 
scheduling priorities of the key 
participants. 

Dated: September 14, 2011. 
P. Diane Rausch, 
Advisory Committee Management Officer, 
National Aeronautics and Space 
Administration. 
[FR Doc. 2011–24129 Filed 9–19–11; 8:45 am] 

BILLING CODE P 

NEIGHBORHOOD REINVESTMENT 
CORPORATION 

Regular Board of Directors Meeting; 
Sunshine Act 

TIME AND DATE: 11:00 a.m., Tuesday, 
September 27, 2011. 
PLACE: 1325 G Street NW., Suite 800, 
Boardroom, Washington, DC 20005. 
STATUS: Open. 
CONTACT PERSON FOR MORE INFORMATION: 
Erica Hall, Assistant Corporate 
Secretary, (202) 220–2376; 
ehall@nw.org. 
AGENDA:  
I. CALL TO ORDER 
II. Approval of the Annual Board of 

Directors Minutes 
III. Approval of the Special Board of 

Directors Minutes 
IV. Approval of the Corporate 

Administration Committee Minutes 
V. Approval of the Finance, Budget and 

Program Committee Minutes 
VI. Approval of the Audit Committee 

Minutes 
VII. Executive Session on Litigation and 

Budget Issues 
VIII. Communication of Internal Audit 

Reports to External Parties 
IX. FY 2012 Budget 
X. Financial Report 
XI. Management Report 
XII. Corporate Scorecard 
XIII. Strategic Plan Implementation 
XIV. National Foreclosure Mitigation 

Counseling (NFMC) & EHLP 
XV. Adjournment 

Erica Hall, 
Assistant Corporate Secretary. 
[FR Doc. 2011–24161 Filed 9–16–11; 11:15 am] 

BILLING CODE 7570–02–P 

NUCLEAR REGULATORY 
COMMISSION 

[NRC–2011–0216] 

Biweekly Notice; Applications and 
Amendments to Facility Operating 
Licenses Involving No Significant 
Hazards Considerations 

Background 

Pursuant to Section 189a. (2) of the 
Atomic Energy Act of 1954, as amended 

(the Act), the U.S. Nuclear Regulatory 
Commission (the Commission or NRC) 
is publishing this regular biweekly 
notice. The Act requires the 
Commission publish notice of any 
amendments issued, or proposed to be 
issued and grants the Commission the 
authority to issue and make 
immediately effective any amendment 
to an operating license upon a 
determination by the Commission that 
such amendment involves no significant 
hazards consideration, notwithstanding 
the pendency before the Commission of 
a request for a hearing from any person. 

This biweekly notice includes all 
notices of amendments issued, or 
proposed to be issued from August 25, 
2011 to September 7, 2011. The last 
biweekly notice was published on 
September 6, 2011 (76 FR 55125). 
ADDRESSES: Please include Docket ID 
NRC–2011–0216 in the subject line of 
your comments. Comments submitted in 
writing or in electronic form will be 
posted on the NRC Web site and on the 
Federal rulemaking Web site http:// 
www.regulations.gov. Because your 
comments will not be edited to remove 
any identifying or contact information, 
the NRC cautions you against including 
any information in your submission that 
you do not want to be publicly 
disclosed. 

The NRC requests that any party 
soliciting or aggregating comments 
received from other persons for 
submission to the NRC inform those 
persons that the NRC will not edit their 
comments to remove any identifying or 
contact information, and therefore, they 
should not include any information in 
their comments that they do not want 
publicly disclosed. 

You may submit comments by any 
one of the following methods. 

• Federal Rulemaking Web Site: Go to 
http://www.regulations.gov and search 
for documents filed under Docket ID 
NRC–2011–0216. Address questions 
about NRC dockets to Carol Gallagher 
301–492–3668; e-mail 
Carol.Gallagher@nrc.gov. 

• Mail comments to: Chief, Rules, 
Announcements, and Directives Branch 
(RADB), Office of Administration, Mail 
Stop: TWB–05–B01M, U.S. Nuclear 
Regulatory Commission, Washington, 
DC 20555–0001. 

• Fax comments to: RADB at 301– 
492–3446. 

You can access publicly available 
documents related to this notice using 
the following methods: 

• NRC’s Public Document Room 
(PDR): The public may examine and 
have copied, for a fee, publicly available 
documents at the NRC’s PDR, Room O1– 
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OMB Control Number 1219-0145 
 

January 2012 
1 

 
SUPPORTING STATEMENT  

Automatic Fire Sensor and Warning Devices Systems; 
Examination and Test Requirements 

(Formerly Safety Standards Regarding Technical Study Panel Recommendations on the 
Utilization of Belt Air and the Composition and Fire Retardant Properties of Belt Materials in 

Underground Coal Mining) 
 
OMB   30 CFR 
Control Citations       Title 
 
1219-0145    § 14.4(a) Application procedures and requirements.  

§ 75.1103-5(a)(2)(ii) Automatic fire warning devices; actions and 
response. 

§§ 75.1103-8(b); and (c) Automatic fire sensor and warning device     
systems. 

  
This information collection request, OMB Control Number 1219-0145, was last 
approved on January 14, 2009 and was titled Safety Standards Regarding Technical 
Study Panel Recommendations on the Utilization of Belt Air and the Composition and 
Fire Retardant Properties of Belt Materials in Underground Coal Mining.  Consistent 
with the allocation plan described in the 2009 Supporting Statement, several provisions 
were subsumed into existing Information Collection Requirements (ICRs) as those 
packages were renewed, and the integration will continue, as appropriate.  The package 
has been renamed Automatic Fire Sensor and Warning Device Systems; Examination 
and Test Requirements.  
 
Provisions of the original OMB 1219-0145 package currently subsumed into other 
existing information collection packages are as follows: Atmospheric monitoring 
systems (AMS), §§ 75.370(a)(3) and (f) Mine ventilation plan submission and approval, 
§§ 775.371(mm) and 75.371(nn). 
 
A.  Justification  
  
1.  Explain the circumstances that make the collection of information necessary.  
Identify any legal or administrative requirements that necessitate the collection.  
Attach a copy of the appropriate section of each statute and regulation mandating 
or authorizing the collection of information.  
  
The information collection addressed by this notice is intended to help ensure the 
protection of miners by assuring that automatic fire sensor and warning device systems 
are maintained and calibrated in order to function properly at all times.  Technical 
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advances have made it practicable to automatically detect fires in mines and to warn 
miners when fires are detected.  When these systems function as designed, they can 
prevent fatal or serious injuries to miners when a fire occurs.  MSHA requires mine 
operators to record tests to ensure they function and to calibrate the systems, ensuring 
they operate reliably and warn miners of the presence of fires. 
 
Section 103(h) of the Federal Mine Safety and Health Act of 1977 (Mine Act),  30 U.S.C. 
§ 813,  authorizes MSHA to collect information necessary to carryout its duty in 
protecting the safety and health of miners as follows: 
 

In addition to such records as are specifically required by this Act, every 
operator of a coal or other mine shall establish and maintain such records, 
make such reports, and provide such information, as the Secretary or the 
Secretary of Health, Education, and Welfare may reasonably require from time 
to time to enable him to perform his functions under this Act. The Secretary or 
the Secretary of Health, Education, and Welfare is authorized to compile, 
analyze, and publish, either in summary or detailed form, such reports or 
information so obtained. Except to the extent otherwise specifically provided by 
this Act, all records, information, reports, findings, citations, notices, orders, or 
decisions required or issued pursuant to or under this Act may be published 
from time to time, may be released to any interested person, and shall be made 
available for public inspection.  Regulations implementing these information 
collections are codified in Titile 30 of the Code of Federal regulations. 
 

Testing, Evaluation, and Approval of Mining Equipment: 
 
Applications for belt approval are submitted under § 14.4 by manufacturers who 
intend to market their belts as approved for use in underground coal mines. 
Applications consist of specifications describing the belt or proposed changes to 
the belt and formulation information about the compounds in the conveyor belt. 
This information is used by MSHA staff to evaluate the conveyor belt 
application. The samples of belting accompanying the application are 
processed to determine if the conveyor belt met the flame resistant 
requirements and whether or not an approval should be granted. The 
information required under the final rule is similar to the information required 
from manufacturers seeking acceptance of conveyor belts under existing Part 
18. 
 
Training Plans  
 
Section 48.27(a) prohibits miners from working as AMS operators until they 
receive the training required by this section. Training should be included in the 
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training program required for this section, and records of training are required 
under § 48.29. MSHA anticipates that the costs of this requirement are 
negligible since mine operators only have to make minor changes to training 
plans submitted for approval under existing Part 48. 
 
Qualification/Certification Program and Man Hoist Operators Physical Fitness  
 
Section 75.156 requires that AMS operators be qualified and provided task 
training in accordance with the mine operator’s approved Part 48 training plan. 
Records of qualified persons are required under existing § 75.159. MSHA 
anticipates that the costs of this requirement are negligible; mine operators will 
make only minor changes to records of qualified persons required under 
existing standards. 
 
Ventilation Plans, Tests, and Examinations in Underground Coal Mines 
 
Mine operators need to update information in their mine ventilation plans 
submitted under §§ 75.370(a) and (f) to include the requirements contained in 
§§ 75.350(a)(2), 75.350(b), 75.350(b)(7), 75.350(b)(8), 75.350(d)(1), 75.371(jj), 
75.371(mm), 75.371(nn), 75.371(yy), 75.380(f)(1), 75.381(e), and 75.1103-5(a). 
Final § 75.350(a)(2) requires that, unless otherwise approved by the District 
Manager in the mine ventilation plan, the air velocity in the belt entry be at least 
50 feet per minute. The District Manager may approve different velocities under 
modified § 75.371(jj). Section 75.350(b) permits the use of air from the belt 
entry to ventilate a working section only when evaluated and approved by the 
District Manager in the mine ventilation plan.  Section 75.350(b)(7) requires that 
the air velocity in the belt entry be at least 100 feet per minute.  When 
requested by the mine operator, the District Manager may approve lower 
velocities in the ventilation plan based on specific mine conditions under 
modified § 75.371(jj).  Section 75.350(b)(8) requires that the air velocity in the 
belt entry not exceed 1,000 feet per minute.  The District Manager may approve 
higher velocities in the ventilation plan based on specific mine conditions under 
modified § 75.371(jj).  Section 75.380(f)(1) and 75.381(e) require that the 
primary escapeway have higher ventilation pressure than the belt entry, unless 
the mine operator submits an alternative in the mine ventilation plan to protect 
the integrity of the primary escapeway based on mine specific conditions. The 
alternative must be approved by the District Manager.  Section  75.371(yy) 
requires the mine ventilation plan to include the locations where the pressure 
differential cannot be maintained from the primary escapeway to the belt entry. 
Section 75.1103-5(a) requires that when the carbon monoxide level reaches 10 
parts per million above the ambient level at any sensor location, an effective 
warning signal must be provided at specific locations. Mine operators are 
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required to establish the ambient level of carbon monoxide in the mine 
ventilation plan under existing § 75.371(hh). 
 
The following requirements also relate to OMB control number 1219-0088. 
However, MSHA anticipates that the costs of these requirements are negligible. 
Section 75.350(d)(1) modifies an existing requirement.  It requires the 
monitoring of the air current that passes through the point-feed regulator for 
carbon monoxide or smoke at a point within 50 feet upwind of the point-feed 
regulator. A second point must be monitored 1,000 feet upwind of the point-feed 
regulator unless the mine operator requests a lesser distance be approved by 
the district manager in the mine ventilation plan based on mine specific 
conditions.  Section 75. 371(jj) requires that the locations and approved air 
velocities at those locations are above or below the limits set forth in final § 
75.350(a)(2) or § 75.350(b)(7) and § 75.350(b)(8). Final § 75.371(mm) modifies 
an existing requirement that the location of any diesel-discriminating sensors, 
and additional carbon monoxide or smoke sensors, installed in the belt air 
course be identified in the mine ventilation plan. Final § 75.371(nn) modifies an 
existing requirement that the length of the time delay or any other method used 
to reduce the number of non-fire related alert and alarm signals from carbon 
monoxide sensors be specified in the mine ventilation plan. 
 
Section 75.351(e)(1)(iv) requires that other sensor locations in any entry that is 
part of the belt air course be specified in the mine ventilation plan. This burden 
cost is already included in the estimates in 1219-0088 since it is simply 
renumbered from § 75.351(e)(4). 
 
Fire Protection 
 
Section 75.1103-8(b) requires that a record of the weekly automatic fire sensor 
functional tests be maintained by the mine operator and kept for a period of one 
year. 
 
Section 75.1103-8(c) requires that a record of the monthly sensor calibrations 
be maintained by the mine operator and kept for a period of one year. 
 
Record of Mine Closure 

 
Section 75.1103-5(a)(2)(ii) requires that a map or schematic showing the locations of 
sensors, and the intended air flow direction at these locations be maintained. This map 
or schematic must be updated within 24 hours of any change. 
 
30 CFR § 75.1103-8  Automatic fire sensor and warning device systems; examination 
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and test requirements, provides: 
* * * 

  (b) A record of the functional test conducted in accordance with paragraph (a) of this 
section shall be maintained by the operator and kept for a period of one year. 
 
 (c) Sensors shall be calibrated in accordance with the manufacturer's calibration 
instructions at intervals not to exceed 31 days. A record of the sensor calibrations shall 
be maintained by the operator and kept for a period of one year. 
 
 
2.  Indicate how, by whom, and for what purpose the information is to be used.  
Except for a new collection, indicate the actual use the agency has made of the 
information received from the current collection.  
 
Upon approval by the MSHA District Manager, the mine operator uses the approved 
plan to implement programs for the initial training of AMS operators (§ 48.27) and AMS 
operator qualifications (§ 75.156). Mine operators also provide annual retraining for 
AMS operators (§ 75.351(q)). The training plans are necessary to assure AMS 
operators perform their jobs effectively during a mine emergency.  
 
Section 75.1108 requires mine operators to use flame-resistant conveyor belts 
approved by MSHA. MSHA approval indicates that the manufacturer’s product has met 
the Agency’s specifications under part 18 and will reduce fire hazards when used in an 
underground coal mine. Conveyor belt acceptance application requirements are 
currently contained in Part 18 and the associated paperwork is accounted for in OMB 
control number 1219-0066. These records assist MSHA in evaluating and accepting 
conveyor belts as meeting the Part 14 flame test.  
 
The records collected under this ICR are used by coal mine operators, miners, and 
state and federal mine inspectors. The records reflect mine-specific ventilation 
requirements including approval to use air from the belt entry to ventilate working 
sections; approved air velocities in the belt entry; and locations where the pressure 
differential cannot be maintained between the primary escapeway and belt entry. In 
addition, the information contained on a mine map or schematic shows the locations of 
sensors and intended air flow direction in the belt entry. These additional requirements 
will assist mine operators in tracking changes to their mines’ ventilation systems in order 
to maintain the safety and health of miners working in underground coal mines. 
  
3.  Describe whether, and to what extent, the collection of information involves 
the use of automated, electronic, mechanical, or other technological collection 
techniques or other forms of information technology, e.g., permitting electronic 
submission of responses, and the basis for the decision for adopting this means 
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of collection.  Also describe any consideration of using information technology to 
reduce burden.  
  
MSHA does not restrict mine operators from using any format or media for the collection 
of information.  The records may be kept in a traditional format or stored electronically, 
provided they are secure and not susceptible to loss or alteration.  MSHA encourages 
manufacturers and mine operators who store records electronically to provide a 
mechanism to allow the continued storage and retrieval of records for a number of 
years.  
  
4.  Describe efforts to identify duplication.  Show specifically why any similar 
information already available cannot be used or modified for use for the purposes 
described in Item 2 above.  
  
 MSHA knows of no other Federal or State reporting requirements that duplicate these 
reporting requirements.  Approvals are granted on individual conveyor belts and are 
unique to that belt. However, final § 14.4(c) provides that an applicant for an extension 
of an approval only needs to submit information that describes the proposed change to 
an approved conveyor belt, without being required to submit an entire new application. 
 
Training of miners is conducted under various sections of 30 CFR. The intent of training 
can be general, task specific, or for purposes of qualification. The implementation of the 
Panel’s recommendation for AMS operator training and qualification is through final §§ 
48.27(a) and 75.156. These sections complement each other and are not duplicative, 
 
5.  If the collection of information impacts small businesses or other small 
entities (Item 5 of OMB Form 83-I), describe any methods used to minimize 
burden.  
  
Section 103(e) of the Mine Act directs the Secretary of Labor not to impose an 
unreasonable burden on small businesses when obtaining any information under the 
Act.  Accordingly, MSHA takes this into consideration when developing regulatory 
requirements when it is appropriate and consistent with assuring the health and safety 
of miners. 
 
This information collection does not have a significant impact on small businesses or 
other small entities.  However, MSHA has made available on our web-site various 
sources of information, such as “Technical Assistance,” “Best Practices,” and an 
“Accident Prevention” site.  To assist with compliance, these provide tips and general 
information on a number of various topics. 
 
A manufacturer is permitted to apply for approval of a “family” of belts (i.e., belts that are 
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identical in construction except in certain aspects, such as the number of plies). By 
allowing “families” of belts under one application, MSHA expects that the time required 
to process and test belts will be minimized. In addition, a manufacturer can also apply 
for an extension of approval. Both of these types of approval will aid small 
manufacturers by reducing the amount of paperwork that is needed to be submitted to 
the Agency as part of the application, and also will reduce the amount of testing that is 
needed to be conducted. 
  
6.  Describe the consequence to Federal program or policy activities if the 
collection is not conducted or is conducted less frequently, as well as any 
technical or legal obstacles to reducing burden.  
  
If the collection is not conducted or is conducted less frequently, MSHA inspectors could 
not be assured that automatic fire sensors and warning devices would function when 
needed.  Records of functional tests indicate to MSHA how warning signals operate 
over the course of a year.  In addition, records of sensor calibrations help assure that 
sensors respond effectively and reliably in the event of a fire.  The record provides the 
mine operator with information to make necessary repairs and maintain the system and 
allows MSHA to verify that corrective actions were taken in a timely fashion. Fire 
sensors and warning devices contribute significantly to the early detection of a fire 
danger and as a timely warning to miners.  The elimination or reduction of the records of 
functional tests and sensor calibrations will eliminate or reduce the protections miners 
have. 
 
7.  Explain any special circumstances that would cause an information collection 
to be conducted in a manner:  

• requiring respondents to report information to the agency more often than 
quarterly;  

• requiring respondents to prepare a written response to a collection of 
information in fewer than 30 days after receipt of it;  

• requiring respondents to submit more than an original and two copies of 
any document;  

• requiring respondents to retain records, other than health, medical, 
government contract, grant-in-aid, or tax records for more than three 
years;  

• in connection with a statistical survey, that is not designed to produce 
valid and reliable results that can be generalized to the universe of study;  

• requiring the use of a statistical data classification that has not been 
reviewed and approved by OMB;  

• that includes a pledge of confidentiality that is not supported by authority 
established in statute or regulation, that is not supported by disclosure 
and data security policies that are consistent with the pledge, or which 
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unnecessarily impedes sharing of data with other agencies for compatible 
confidential use; or  

• requiring respondents to submit proprietary trade secret, or other 
confidential information unless the agency can demonstrate that it has 
instituted procedures to protect the information's confidentiality to the 
extent permitted by law.  

 
This collection of information is consistent with the guidelines in 5 CFR § 1320.5. 
 
8.  If applicable, provide a copy and identify the data and page number of 
publication in the Federal Register of the agency's notice, required by 5 CFR § 
1320.8(d), soliciting comments on the information collection prior to submission 
to OMB.  Summarize public comments received in response to that notice and 
describe actions taken by the agency in response to these comments.  
Specifically address comments received on cost and hour burden.  
  
Describe efforts to consult with persons outside the agency to obtain their views 
on the availability of data, frequency of collection, the clarity of instructions and 
recordkeeping, disclosure, or reporting format (if any), and on the data elements 
to be recorded, disclosed, or reported.  
  
Consultation with representatives of those from whom information is to be 
obtained or those who must compile records should occur at least once every 3 
years -- even if the collection of information activity is the same as in prior 
periods.  There may be circumstances that may preclude consultation in a 
specific situation.  These circumstances should be explained.  
  
MSHA published a 60-day Federal Register notice on September 20, 2011 (76 FR 
58301).  No comments were received. 
 
9.  Explain any decision to provide any payment or gift to respondents, other than 
remuneration of contractors or grantees.  
  
MSHA does not provide payments or gifts to the respondents identified in the collection 
of information.  
  
10.  Describe any assurance of confidentiality provided to respondents and the 
basis for the assurance in statute, regulation, or agency policy.  
  
This information collection offers no specific confidentiality assurance.  As a practical 
matter, MSHA would adhere to Freedom of Information Act (5 U.S.C. § 522) 
requirements before disclosing information in agency records.     
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11.  Provide additional justification for any questions of a sensitive nature, such 
as sexual behavior and attitudes, religious beliefs, and other matters that are 
commonly considered private.  This justification should include the reasons why 
the agency considers the questions necessary, the specific uses to be made of 
the information, the explanation to be given to persons form whom the 
information is requested, and any steps to be taken to obtain their consent.  
  
There are no questions of a sensitive nature with the collection of information 
associated with the standard.    
  
12.  Provide estimates of the hour burden of the collection of information.  The 
statement should:  
  

• Indicate the number of respondents, frequency of response, annual hour 
burden, and an explanation of how the burden was estimated. Unless 
directed to do so, agencies should not conduct special surveys to obtain 
information on which to base hour burden estimates.  Consultation with a 
sample (fewer than 10) of potential respondents is desirable.  If the hour 
burden on respondents is expected to vary widely because of differences 
in activity, size, or complexity, show the range of estimated hour burden, 
and explain the reasons for the variance.  Generally, estimates should not 
include burden hours for customary and usual business practices.   

•  If this request for approval covers more than one form, provide separate 
hour burden estimates for each form and aggregate the hour burdens in 
Item 13 of OMB Form 83-I.   

•  Provide estimates of annualized cost to respondents for the hour 
burdens for collections of information, identifying and using appropriate 
wage rate categories.  The cost of contracting out or paying outside 
parties for information collection activities should not be included here.  
Instead, this cost should be included in Item 13.  

 
  
PART 14 PAPERWORK ESTIMATES  
 
Final § 14.4 - Application procedures and requirements.  
 
Under final § 14.4, manufacturers must submit applications for conveyor belt approvals. 
 
Table 1 shows MSHA estimates 170 yearly burden hours and associated costs of 
$8,500 for manufacturers to submit applications for conveyor belt approvals.  
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Table 1: Estimated Burden Hours and Cost under § 14.4 
 (a)  (b)  (c)  (d)  (e)  (f)  

Description  No. of 
Applications  

Hours per 
Application  

Burden 
Hoursa  

Engineer 
Hourly 

Wage Rate  

Burden 
Costb  

 
Original Application  30  5 150 $50  $7,500  
Application for Extension or 
Similar Belt  

10  2 20 $50  $1,000  

Total  40   170  $8,500 
a. Burden hours = col. b x col. c.  b  Burden cost = col. d x col. e. 
 
PART 75 PAPERWORK ESTIMATES 

§ 75.350 Belt Air Course Ventilation.  
 
Section 75.350(a)(2) requires that the belt entry air velocity be at least 50 feet per 
minute. This requirement is related to the paperwork requirement under § 75.371(jj) with 
approved OMB control number 1219-0088, which requires that the mine ventilation plan 
provide the locations where approved velocities are below this limit; consequently 
associates no additional burden with the requirement.  

 
Section 75.350(b) requires that the justification to use air from the belt entry to ventilate 
working sections be provided in the mine ventilation plan submitted by the mine 
operator to the District Manager for evaluation and approval. This requirement is related 
to the paperwork requirement under existing § 75.371 with approved OMB control 
number 1219-0088; consequently associates no additional burden with the requirement. 
 
Section 75.350(b)(7) requires the air velocity in the belt entry to be at least 100 feet per 
minute in mines that use air from the belt entry to ventilate working sections. This 
requirement is related to the information collection requirement under 75.371(jj) with 
approved OMB control number 1219-0088, which requires that the mine ventilation plan 
provide the locations where approved velocities are below this limit; consequently 
associates no additional burden with the requirement. 
 
Section 75.350(b)(8) requires that the air velocity in the belt entry not exceed 1,000 feet 
per minute in mines that use air from the belt entry to ventilate working sections. This 
requirement is related to the information collection requirement under final § 75.371(jj) 
with approved OMB control number 1219-0088, which requires that the mine ventilation 
plan provide the locations where approved velocities are above this limit; consequently 
associates no additional burden with the requirement. 
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Section 75.370 Mine Ventilation Plan; Submission and Approval.  
 
The requirements for revising mine ventilation plans also affect §§ 75.370(a)(3) and (f), 
requiring mine operators to post all revisions of the mine ventilation plan and providing a 
copy to a miners’ representative, upon request, prior to submitting a mine ventilation 
plan and any revision to a mine ventilation plan. MSHA estimates that miners’ 
representatives are going to make this request for 30 percent of the revisions. In 
addition, prior to implementing an approved ventilation plan or a revision to a ventilation 
plan, mine operators must post it on the mine bulletin board. This burden requirement is 
also included under approved OMB control number 1219-0088; consequently 
associates no additional burden with the requirement.  
 
Sections 75.380(f)(1) and 75.381(e) Primary Escapeway.  
 
Sections 75.380(f)(1) and 75.381(e) require that the primary escapeway have higher 
ventilation pressure than the belt air course unless the mine operator submits an 
alternative in the mine ventilation plan to protect the integrity of the primary escapeway, 
based on the mine specific conditions. Final § 75.371(yy), with approved OMB control 
number 1219-0088, allows a modification in the ventilation plan to include the locations 
where the pressure differential cannot be maintained from the primary escapeway to the 
belt entry; consequently associates no additional burden with the requirement. 
 
Section 75.1103-5 Automatic Fire Warning Devices; Actions and Responses.  
 
Section 75.1103-5 (a) requires that when the carbon monoxide level reaches 10 parts 
per million above the ambient level at any sensor location, an effective warning signal 
must be provided at specific locations. The ambient level must be included in the mine 
ventilation plan as required under existing § 75.371(hh).  MSHA estimates that for the 
479 affected mines, it will take a mine supervisor, earning $85.14 an hour, 20 minutes 
(0.33 hours) to revise the mine ventilation plan and a clerical worker, earning $26.37 an 
hour, 6 minutes (0.1 hours) to photocopy and submit a revision. Table 2 shows MSHA’s 
estimate of 208 first-year burden hours and its associated costs of $14,889 to revise the 
mine ventilation plan. 
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Table 2: Estimated Burden Hours and Cost per Year for Mine Operators to  
Revise Mine Ventilation Plans in Accordance with Final § 75.1103-5 (a)  

Impact on Existing § 
75.370(a)(2) via 
Existing § 75.371(hh) 
Mine Size  

# of Mines  
Revising  

Ventilation Plan  

Time for  
Supervisor  

to Make  
Revision  

(Per  
Mine)  

Time for  
Clerical  

Employee  
To Copy & 

Submit  
Revision  

(Per  
Mine)  

Total   
Burden  

Hours for  
Supervisors  

Total  
Burden 
Hours 

for  
Clerical 

Employe
es  

Total  
Year 

Burden 
Hours  

Total  
Year 
Cost  

1-19  210  0.33  0.10  70  21  91  $6,514  
20-500  269  0.33  0.10  90  27  117  $8,375  
500+  0  0.33  0.10  -  -  -  $0  

TOTAL  479  160  48  208  $14,889  
 
 
Section 75.1103-5(a)(2)(ii) requires a map or schematic to show the locations of 
sensors and the intended direction of air flow. The map or schematic must also be 
updated within 24 hours of any changes. MSHA expects that these notations will be 
added to the mine map required under existing §§ 75.1200 and 75.372 (approved OMB 
control number 1219-0073). MSHA estimates, for the 479 non-AMS mines, that it will 
take 5 minutes of an engineer’s time to update the map monthly (or 1 hour a year) every 
year. Table 3 shows MSHA’s estimate of annual burden hours and costs of 479 hours 
and $23,950 in every year.  
 
Table 3: Estimated Annual Burden Hours and Costs for Mine Operators to Update Map 
or Schematic with Locations of CO Sensors in Accordance with Final § 75.1103-
5(a)(2)(ii) 
 

Mine Size  # of 
Non-
AMS 
Mines  

Revising  
Plan  

Initial 
Hours 

Per 
Mine  

Annual 
Burden 
Hours  

Annual 
Cost  

1-19  210  1.0  210  $10,500  
20-500  269  1.0  269  $13,450  
500+  -  1.0  -  $0  

All Mines  479    479 $23,950  
 
Section 75.1103-8 Automatic Fire Sensor and Warning Device Systems; Inspection and 
Test Requirements.  
 
Section 75.1103-8(b) requires that the operator maintain a record of the test performed 
in § 75.1103-8(a). This requirement is related to the burden requirements under § 
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75.1103-8 with approved OMB control number 1219-0054. MSHA estimates that 479 
mines will be affected and that it will take 48 seconds (0.0133 hours) of a supervisor’s 
time (at an hourly wage of $85.14) to record each alarm tested. In addition, MSHA 
estimates that mines with 1-19 employees test one alarm per week; mines with 20-500 
employees test two alarms per week; and mines with over 500 employees test four 
alarms per week. Table 4 shows MSHA’s estimate of 517 annual burden hours and 
associated costs of $44,017 for mine operators to record the testing of carbon monoxide 
systems. 
 
Table 4: Estimated Annual Burden Hours and Costs for Mine Operators to Record 
Weekly Testing of Carbon Monoxide Systems in Accordance with Final § 75.1103-8(b) 
 

Mine Size  Incrementa
l # of Mines 

Installing 
CO 

Systems  

Alarms 
Tested Per 

Week  

Recording 
Time per 

Test 
(Hours)  

Weeks 
per 

Year  

Total 
Annual 
Burden 
Hours  

Annual 
Cost  

1-19  210  1  0.0133  52  145  $12,345  
20-500  269  2  0.0133  52  372  $31,672  
500+  -  4  0.0133  52  -  $0  

All Mines  479    517  $44,017 
 
Section 75.1103-8(c) requires the calibration of carbon monoxide sensors at intervals of 
no more than 31 days. This burden requirement is included under approved OMB 
control number 1219-0054. The operator must keep a record of the carbon monoxide 
sensor calibrations for one year. MSHA estimates that 8,451 carbon monoxide sensors 
will be affected and that it will take 48 seconds (0.16 hours) of a supervisor’s time (at an 
hourly wage of $85.14) to record each calibration. Table 5 shows MSHA’s estimate of 
1,352 annual burden hours and associated costs of $115,109 for mine operators to 
record the calibration of sensors.  
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Table 5: Estimated Annual Burden Hours and Costs for Mine Operators to Record 
Monthly Calibration of Carbon Monoxide Systems in Accordance with Final § 75.1103-
8(c) 
 

Mine Size  Incremental 
# CO 

Sensors  

Annual 
Hours 

Spent to 
Record 

Calibration 
(per 

Sensor)  

Total 
Annual 
Burden 
Hours  

Annual Cost  

1-19  1,068  0.16  171  $14,559  
20-500  7,076  0.16  1,132  $96,378  
500+  307  0.16  49  $4,172  

All Mines  8,451   1,352 $115,109  
 
Parts 14 and 75 Estimated Burden Hours and Responses.  
In Tables 1, 3, 4, and 5 MSHA estimates that ICR results in 2,518 annual burden hours. 
MSHA estimates that the 146,096 responses annually (Table 6).    
 

Table 6: Estimated Number of Respondents, Responses per Year 
Burden Hours, and Costs 
Paperwork Requirements  

# of 
Respondent

s  

# of 
Responses  

Burden 
Hours  

Associated 
Time Value 

§14.4  10  40  170  $8,500  
§75.1103-5(a)(2)(ii)  479  5,748  479  $23,950  
§75.1103-8(b)  479  38,896  517  $44,017  
§75.1103-8(c)  544  101,412  1,352  $115,109  
TOTAL  1512  146,096  2,518  $191,576  

 
 
13.  Provide an estimate of the total annual cost burden to respondents or 
recordkeepers resulting from the collection of information.  (Do not include the 
cost of any hour burden shown in Items 12 and 14).  
  

• The cost estimate should be split into two components:  (a) a total capital 
and start-up cost component (annualized over its expected useful life); and 
(b) a total operation and maintenance and purchase of services 
component.  The estimates should take into account costs associated with 
generating, maintaining, and disclosing or providing the information.  
Include descriptions of methods used to estimate major cost factors 
including system and technology acquisition, expected useful life of capital 
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equipment, the discount rate(s), and the time period over which costs will 
be incurred.  Capital and start-up costs include, among other items, 
preparations for collecting information such as purchasing computers and 
software; monitoring, sampling, drilling and testing equipment; and record 
storage facilities.  

 
• If cost estimates are expected to vary widely, agencies should present 

ranges of cost burdens and explain the reasons for the variance.  The cost 
of purchasing or contracting out information collection services should be 
a part of this cost burden estimate.  In developing cost burden estimates, 
agencies may consult with a sample of respondents (fewer than 10), utilize 
the 60-day pre-OMB submission public comment process and use  
economic or regulatory impact analysis associated with the rulemaking 
containing the information collection, as appropriate.  

 
• Generally, estimates should not include purchases of equipment or 

services, or portions thereof, made: (1) prior to October 1, 1995, (2) to 
achieve regulatory compliance with requirements not associated with the 
information collection, (3) for reasons other than to provide information or 
keep records for the government, or (4) as part of customary and usual 
business or private practices.  

 
 

PART 75 ANNUAL COST BURDEN ESTIMATES  
 
§ 75.1103-8 Automatic Fire Sensor and Warning Device Systems; Examination and 
Test Requirements.  
  
Section 75.1103-8(b) requires that a record of the functional test performed in 
§ 75.1103-8(a) be maintained and kept by the operator for one year.  This requirement 
is related to the burden requirement under  § 75.1103-8(a) and approved through OMB 
1219-0054.  Under OMB 1219-0145, MSHA estimates that 445 mines would test 785 
warning signals once at least every 7 days, and that it takes 8 pages, per warning 
signal, annually to record each signal tested.  MSHA estimates $942 in burden cost 
annually to record the testing of warning signals.  
  

785 warning signals tested x 8 pages per year x $0.15 per page = $942  
  
Section 75.1103-8(c) with approved OMB control number 1219-0054 requires the 
calibration of automatic fire sensors at intervals not to exceed 31 days.  The operator 
must keep a record of the automatic fire sensor calibrations for one year.  MSHA 
estimates that 445 mines with 8,451 automatic fire sensors will be affected.  In addition, 
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each mine needs two pages per sensor to record the calibration each year.  MSHA 
estimates $2,535 in annual burden cost for mine operators to record the calibration of 
sensors.  
  

 8,451 automatic fire sensors x 2 pages x $0.15 per page = $2,535  
  
 Summary of Burden Costs.  
  
The requirements have an annual burden cost of $3,477.  Table 7 summarizes these 
burden costs by section. 
 

Table 7:  Estimated Annual Burden Costs 
Collection Requirements Annual 

Burden Cost 
§75.1103-8(b) $942 
§75.1103-8(c) $2,535 
TOTAL $3,477 

 
14.  Provide estimates of annualized cost to the Federal government.  Also, 
provide a description of the method used to estimate cost, which should include 
quantification of hours, operational expenses (such as equipment, overhead, 
printing, and support staff), and any other expense that would not have been 
incurred without this collection of information.  Agencies also may aggregate 
cost estimates from Items 12, 13, and 14 in a single table.  
  
MSHA foresees no annualized cost to the Federal Government.  
 
15.  Explain the reasons for any program changes or adjustments reporting in 
Items 13 or 14 of the OMB Form 83-I.  
  
Consistent with the allocation plan described in the 2009 Supporting Statement, several 
provisions were subsumed into existing Information Collection Requirements (ICRs) as 
those packages were renewed, and the integration will continue, as appropriate.  The 
package has been renamed Automatic Fire Sensor and Warning Device Systems; 
Examination and Test Requirements.  
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16.  For collections of information whose results will be published, outline plans 
for tabulation, and publication.  Address any complex analytical techniques that 
will be used.  Provide the time schedule for the entire project, including beginning 
and ending dates of the collection of information, completion of report, 
publication dates, and other actions.  
  
MSHA does not intend to publish the results of the information collection associated 
with the standards.  
  
17.  If seeking approval to not display the expiration date for OMB approval of the 
information collection, explain the reasons that display would be inappropriate.  
  
 There are no forms associated with the information collection associated with the 
requirements, therefore, MSHA is not seeking approval to not display the expiration 
date for OMB approval of this information collection.  
  
18.  Explain each exception to the certification statement identified in Item 19, 
"Certification for Paperwork Reduction Act Submission," of OMB 83-I.  
  
There are no certification exceptions identified with the information collection associated 
with the standard.  
  
B. Collection of Information Employment Statistical Methods  
 
The agency should be prepared to justify its decision not to use statistical 
methods in any case where such methods might reduce burden or improve 
accuracy of results.  When Item 17 on the Form OMB 83-I is checked "Yes", the 
following documentation should be included in the Supporting Statement to the 
extent that it applies to the methods proposed:  
1.  Describe (including a numerical estimate) the potential respondent universe 
and any sampling or other respondent selection methods to be used.  Data on the 
number of entities (e.g., establishments, State and local government units, 
households, or persons) in the universe covered by the collection and in the 
corresponding sample are to be provided in tabular form for the universe as a 
whole and for each of the strata in the proposed sample.  Indicate expected 
response rates for the collection as a whole.  If the collection had been conducted 
previously, include the actual response rate achieved during the last collection.  
   
2. Describe the procedures for the collection of information including:  
  

• Statistical methodology for stratification and sample selection,  
• Estimation procedure,  
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• Degree of accuracy needed for the purpose described in the justification,  
• Unusual problems requiring specialized sampling procedures, and  
• Any use of periodic (less frequently than annual) data collection cycles to 

reduce burden.  
  
3.  Describe methods to maximize response rates and to deal with issues of non-
response.  The accuracy and reliability of information collected must be shown to 
be adequate for intended uses.  For collections based on sampling, a special 
justification must be provided for any collection that will not yield "reliable" data 
that can be generalized to the universe studied.  
  
4.  Describe any tests of procedures or methods to be undertaken.  Testing is 
encouraged as an effective means of refining collections of information to 
minimize burden and improve utility.  Tests must be approved if they call for 
answers to identical questions from 10 or more respondents.  A proposed test or 
set of tests may be submitted for approval separately or in combination with the 
main collection of information.  
  
5.  Provide the name and telephone number of individuals consulted on statistical 
aspects of the design and the name of the agency unit, contractor(s), grantee(s), 
or other person(s) who will actually collect and/or analyze the information for the 
agency.  
  
 As statistical analysis is not required by the regulation, questions 1 through 5 do not 
apply.  
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Statutory and Regulatory Attachments 
 
 
Affected Statutory Provision: 
Section 103(h) of the Federal Mine Safety and Health Act of 1977 (Mine Act),  30 U.S.C. 
§ 813,  authorizes MSHA to collect information necessary to carryout its duty in 
protecting the safety and health of miners as follows: 
 
In addition to such records as are specifically required by this Act, every operator of a 
coal or other mine shall establish and maintain such records, make such reports, and 
provide such information, as the Secretary or the Secretary of Health, Education, and 
Welfare may reasonably require from time to time to enable him to perform his functions 
under this Act. The Secretary or the Secretary of Health, Education, and Welfare is 
authorized to compile, analyze, and publish, either in summary or detailed form, such 
reports or information so obtained. Except to the extent otherwise specifically provided 
by this Act, all records, information, reports, findings, citations, notices, orders, or 
decisions required or issued pursuant to or under this Act may be published from time to 
time, may be released to any interested person, and shall be made available for public 
inspection. 
 
 
 
Affected Regulatory Provision: 
 
30 CFR § 14.4 
Application procedures and requirements.  
 
    (a) Application address. Applications for approvals or extensions of approval under 
this Part may be sent to: U.S. Department of Labor, Mine Safety and Health 
Administration, Chief, Approval and Certification Center, 765 Technology Drive, 
Triadelphia, West Virginia 26059. Alternatively, applications for approval or extensions 
of approval may be filed online at <A HREF="http://frwebgate.access.gpo.gov/cgi-
bin/leaving.cgi?from=leavingFR.html&log=linklog&to=http://www.msha.gov">http://www.
msha.gov</A> or faxed to: Chief, Mine Safety and Health Administration Approval and 
Certification Center at 304-547-2044.  
* * *  
 
30 CFR § 75.1103-5 
Automatic fire warning devices; actions and response.  
 
(a) When the carbon monoxide level reaches 10 parts per million above the established 
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ambient level at any sensor location, automatic fire sensor and warning device systems 
shall provide an effective warning signal at the following locations:  
 
    (1) At working sections and other work locations where miners may be endangered 
from a fire in the belt entry.  
 
    (2) At a manned surface location where personnel have an assigned post of duty. 
The manned surface location must have:  
 
* * *  
 
    (ii) A map or schematic that shows the locations of sensors, and the intended air flow 
direction at these locations. This map or schematic must be updated within 24 hours of 
any change in this information.  
 
* * * 
 
30 CFR § 75.1103-8 
Automatic fire sensor and warning device systems; examination and test requirements: 
 
* * * 
  
 (b) A record of the functional test conducted in accordance with paragraph (a) of this 
section shall be maintained by the operator and kept for a period of one year. 
 
 (c) Sensors shall be calibrated in accordance with the manufacturer's calibration 
instructions at intervals not to exceed 31 days. A record of the sensor calibrations shall 
be maintained by the operator and kept for a period of one year. 
 
* * * 
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