Safety Lines

- Safety lines must be worn when there is a hazard from falling. 56.15005
- Safety lines must be attended by a second person whenever work is being performed in a confined space and the danger exists of someone being engulfed by loose material.
- Inspect safety lines for defects before each use and replace when necessary. 56.14100b; 15006

Electrical Safety

- Never work on machinery without locking out and tagging out the power source. 56.12016; 12017
- Don’t go into electrical switchgear. That’s a job for the electrician. 56.12022
- Replace damaged extension and damaged drop light cords. 56.12004
- Protection of power cords from mobile equipment. 56.12005

Take a Few Minutes for Safety-General Safety Precautions

- Always take a little time to assess the task at hand and evaluate potential hazards. 46.7
- Think Before You Act- Stop, Look, Analyze, Manage.
- Always look where you are walking and beware of your surroundings.
- Never walk under suspended load. 56.16007; 16009
- If you see a hazard, alert your supervisor and barricade area. 56.18002; 20011
- Always get proper tools for the job! Before beginning the job, reference maintenance and operating manuals. 56.14205
- Always wear Personal Protective Equipment. 56.15002; 15003; 15004; 15005; 15006; 15007; 15014; 15020

Fatalgrams: 46.7; 56.15005; 56.14100b; 56.12016; 56.12017; 56.12004; 56.16007; 56.16009; 56.18002; 56.20011; 56.14205; 56.15002; 56.15006; 56.15007; 56.15020

Attendees: